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Cutting, Welding, 
Heating & Regulation 
Equipment \ 


Made In The USA 
i 


Smith Equipment has been manufacturing top 
quality oxy-fuel cutting, welding and heating 
equipment since 1917. Smith products are safety 
engineered and 100% tested. A lifetime of top 
performance is engineered into every Smith torch; 
we guarantee it! Smith Equipment has built its 


Learn More At Our Websites! 


Check out our websites at: 


¢ New Products 

¢ Current Product Catalog 

° Training 

¢ Current Press Releases 

¢ Contact Information 

¢ On-line Literature Ordering 

¢ Logo Downloads 

¢ Parts Breakdown Data 

e Links to Other ITW Companies 
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reputation by developing high-quality tools for 
professional cutters and welders. The company’s 
engineering focus is the basis for equipment that helps 
improve safety and reliability, as well as on-the-job 
performance. 


Smith Equipment will repair or replace any Lifetime 
torch handle, cutting attachment or cutting torch that 
needs repair resulting form normal wear and tear or 
from defects in material or workmanship for as long 
as you own the torch. Just return the equipment to 
Smith, and we'll repair or replace it, free. See your 
Smith Distributor for complete details. The Smith 
Lifetime Warranty is the longest and strongest in 

the industry. No other manufacturer comes close. 


Smith Equipment has built its reputation by 
developing high-quality tools for professional welders. 
The company’s engineering focus is the basis for 
equipment that helps improve safety and reliability, 
as well as on-the-job performance. 


me in the U.S.A. 
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ITW Companies 


THE WELDING SPECIALISTS 


Smith Equipment is an Illinois Tool Works (ITW) Company. For 
information on welding products available from other ITW 


EQUIPMENT 
® 


Miller www.millerwelds.com © 1-800-4-A-MILLER 


The Power of Blue. 


It all started in 1929 when Niels Miller recognized the need for a small, 


Welding Companies, contact one of the following companies. 


Filler Metals/ITW Brothers 


affordable arc welder that would operate on the type of electricity available in rural Wisconsin. As 
Miller responded to the welding challenges of the era, more innovations soon followed. Notable 
“firsts” over the years include the first compact gas engine drive, TIG squarewave technology, and 
an all-in-one machine that revolutionized MIG welding - the Millermatic®. 


HOBART 


www.hobartbrothers.com 
1-888-HOBART9 (1-888-462-2789) 
Full array of filler metals includes mild steel 
and low-alloy stick electrodes, solid wires, 
tubular wires, stainless and hard surfacing 


AXTRI-MARK’ 


www.hobartbrothers.com 

1-888-ITW MARK (1-888-489-6275) 
Over 50 different flux cored wire 

products offering exceptional weld 
characteristics and outstanding 


www.hobartbrothers.com 
1-800-58 MCKAY (1-800-586-2529) 
Leading technology in stainless steel products, 


hard surfacing products, mild steel and low- 
alloy electrodes. 


www.hobartbrothers.com 
1-888-86COREX (1-888-862-6739) 
Comprehensive line of metal-cored, self- 
shielded flux cored, gas-shielded flux cored, 
and low-alloy flux cored wires, specifically 


mechanical properties. Welder’s #1 choice 
for productivity and quality. 


products. 


MAGNAFLUX" 
www.magnaflux.com ¢ 1-847-657-5300 
Offers a complete line of liquid penetrant, magnetic particle, and resonant inspection equipment 


and accessories, as well as processing materials, all of \which are designed specifically for the 
nondestructive testing (NDT) industry. 


WELDCRAFT. 


www.tmillerwelds.com © 1-800-4-A-MILLER 

The world-leading manufacturer of TIG (GTAW) welding torches, consumables and accessories. A 
broad line of premium products includes the unique Crafter Series”, MicroTig”, Quick Connect 
System™, Supercool”, and Superflex”. 


Tempil : 


www.tempil.com © 1-800-757-8301 

Manufacturers precise temperature-indicating markers, inks, paints, labels, welding accessories, and 
sterilization indicators. for almost 60 years, welders, engineers and scientists have relied on premium 
Tempil products to indicate temperature from 100°F to 2500°F. 


HOBART INSTITUT 
OF WELDING TECHNOLOGY 


www.welding.org 

1-800-332-9448 or 937-332-5000 

Provides skill and technical training to career-oriented students and industry alike. Experienced 
welders, industry and government agencies also rely on the Institute to provide technical, specialized, 
and certification training. 


JSBERNARD 
www.bernard-welding.com © 1-800-946-2281 
Manufacturers premium MIG (GMAW) welding guns, including both air-cooled and water-cooled 


semi-automatic, fully-automatic, and robotic products, as well as all accessory and replacement items. 


jetline 
uJ engineering, inc. 
www.jetline.com © 1-949-951-1515 
Designers and manufacturers of a full range of 
mechanized equipment and arc controls for welding, including Jetline and Cyclomatic. Jetline is your 
partner in welding automation - providing fixtures, arc controls, and system integration. 
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designed to meet a wide variety of welding 
application needs. 


Flash Arresting Module 
Patent Pending 


To order head cutaway 
use stock #15762 


Revolutionary Design 
features three tube construction, 
in-tip mixing along with the 
exclusive 


Dual Guard” 
Flash Arresting 
System 


which substantially reduces 


the potential for dangerous 
flashback fires and protects 
equipment from damage. 


Made in the U.S.A. 


Heavy Duty 


CUTS UP TO 8” (203mm) 
WELDS UP TO 1” (25.4mm) 


These premium heavy duty outfits feature Smith’s 
revolutionary Dual Guard™ system which combines a 
flashback arrestor built into the torch head with our 
proven in-tip gas mixing technology. This combination 
greatly improves operator safety and increases 
torch life. Dual Guard torches are covered by 
Smith's “Lifetime” warranty, the longest and 
strongest in the industry. Smith regulators are 
covered by a 3 year limited warranty. The outfits feature 
rugged, highly accurate brass regulators with polished 
brass gauges for corrosion resistance and shatter resistant 
polycarbonate lenses. Outfits are complete with safety and 
operations manual. All outfits include 3 cutting tips, 
welding tip, heating tip, tip cleaner. 
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HD-H510A/HD-H300A HD-M510A 
HD-H510A Acetylene | WH200 DG209 $C12-00 
$C12-1 
HD-M510A $C12-2 
(Medium Duty Regulators) 
HD-H300A 
HD-H510 
HD-H300 
HD-M510 
(Medium Duty Regulators) 
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HD-H510/HD-H300 HD-M510 
SW205 ST603_ | HB1510A-540 | HB1521B-510 | . lighter, goggles, 
CGA 540 CGA 510 25 ft. (7.6m) 
H1710C-540 | H1721C-510 | 1/4” (6mm) hose, 
CGA 540 CGA 510 _|tip cleaner & manual 
HB1510A-540 | HB1520B-300 
CGA 540 CGA 300 
HB1521B-510 
CGA 510 
HB1520B-300 
CGA 300 
H1710C-540 | H1721C-510 
CGA 540 CGA 510 


NOTE: Capacity with tips supplied in outfit: cuts up to 1-1/4” (32mm), welds up to 1/8” (3mm). Torch Handle includes reverse flow check valves. 
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Heavy Duty 


COMBINATION OUTFIT 

CUTS UP TO 8” (203mm) 
WELDS UP TO 1” (25.4mm) 
HAND TORCH OUTFIT 

CUTS UP TO 12” (305mm) 


These premium heavy duty outfits feature 
a rugged, high impact plastic toolbox 
with steel latches to safely transport 
oxy-fuel equipment. Outfits also 
feature Smith's revolutionary 
Dual Guard™ system which combines 
a flashback arrestor built into the torch head 
with our proven in-tip gas mixing technology. 
This combination greatly improves operator 
safety and increases torch life. Dual Guard 
x torches are covered by Smith’s “Lifetime” 
LIFE warranty, the longest and strongest in the 
fe industry. Smith regulators are covered by 
a3 year limited warranty. The outfits feature rugged, 
highly accurate brass regulators with polished 
brass gauges for corrosion resistance and shatter resistant 
polycarbonate lenses. Outfits are complete with safety 
and operations manual. 


HD-510T/HD-300T 
Combination Torch Outfit 


Dual Guard” - Cutting, Welding & Heating 


Toolbox Outfits 


HT2-MD5 1 OT/HT2-MD300T 
Hand Torch Outfit 


HD-510MPT/HD-510OLPT 
MAPP®-Propylene/Propane 
Combination Torch Outfit 


NOTE: Capacity with tips supplied in Acetylene 
outfits: cuts up to 1-1/4” (32mm). Torch Handles 
include reverse flow check valves. 


as SSS 


oe 


HD-510T Acetylene | WH200 DG209 $C12-0 | SW205 ST603 | H1710C-540 | H1721C-510 | lighter, goggles, 
$C12-1 CGA 540 CGA 510 3/16” (5mm) 
HD-300T $C12-2 H1720C-300 |. twin hose, check 
CGA 300_ | valves, tip cleaner 
HD-510MPT MAPP®/ $C90-1 None ST815 H1722C-510 & oN 
P | A 510 manudli. 
Bs oN All LP outfits 
Based Fuels| includes 
HD-510LPT Propane SC40-1 None ST615 “T" grade hose. 
Based Fuels| 
HT2-MD510T Acetylene DG229 $C12-0 H1710C-540 H1721C-510 lighter, goggles, 
$C12-1 CGA 540 CGA 510 3/16” (5mm) twin hose, 
HT2-MD300T $C12-2 H1720C-300 | tip cleaner & operations manual 
CGA 300 
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Made in the U.S.A. 
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Heavy Duty 


CUTS UP TO 24” (610mm) 


Dual Guard™ hand cutting torch outfits are built for the toughest jobs. 

They feature the DG929B cutting torch with a built-in head flashback 

arrestor, reversible cutting lever and an ease-on oxygen design for smooth 

starts and restarts. The torch is also designed with a heavy wall manganese 

bronze head for durability and resistance to heat warping. All Dual Guard™ 

torches are covered by Smith's “Lifetime” warranty. 

The outfits feature rugged, highly accurate brass regulators 
with polished brass gauges for corrosion resistance. 

<s Regulators also feature shatter resistant polycarbonate lenses. ao 


HT-H510 / (HT-HLP Tip Not Included) Smith regulators are covered by a 3 year limited warranty. Outfits 
are available with premium heavy or medium duty regulators. 
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HT-M510 / HT-M300 HT-MD510T/HT-MD3OOT - Hand Torch Outfit 


HT-MD510T Acetylene DG929B $C12-0 H1710C-540 H1721C-510 lighter, goggles, 
(Toolbox Outfit) $C12-1 CGA 540 CGA 510 3/16” (5mm) twin hose, 
HT-MD300T $C12-2 H1720C-300 tip cleaner & operations 
(Toolbox Outfit) CGA 300 manual, toolbox 


HT-M300* $C12-1 
HT-M5 10* H1721C-510 None 
CGA 510 
HT-H5 10* HB1510A-540 HB1521B-510 
CGA 540 CGA 510 


HT-HLP* LP None HB1522B-510 
(Fuel Gas) CGA 510 


NOTE: Cutting tip not included in HT-HLP Outfit, custom select tip for use with LP fuel gas of choice. 
Outfits excluding the Toolbox do not include accessories (goggle, hose and striker) NOTE: *Shipped in box. 
NOTE: Toolbox outfits minimum order - 2 of same part No., ship 2 to carton. 
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Medium Duty 


CUTS UP TO 6” (153mm) WELDS UP TO 1/2” (13mm) 


These premium outfits feature quality construction 
throughout and are built to provide , 
reliability and extended service. 
Toolbox Outfits feature 
rugged, high impact plastic toolbox 
to safely transport oxy-fuel equipment. 
Outfits feature Smith’s revolutionary Dual Guard™ 
system which combines a flashback arrestor built into 
the torch head with our proven in-tip gas mixing technology. This combination 
greatly improves operator safety and increases torch life. Dual Guard torches 
are covered by Smith's “Lifetime” warranty, the longest and 
strongest in the industry. The outfits feature rugged, 

highly accurate brass regulators with polished brass 
Ff §— gauges for corrosion resistance and are backed by 
a3 year limited warranty. Outfits are complete with safety and g MD-510A 
operations manual. All outfits include 2 cutting tips, welding tip, ‘ 


heating tip and reverse flow check valves. 
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e@ i MD-510/MD-300 , 
MD-510A/MD-300A MD-510T/MD-300T MD-510MPT/MD-5 1 OLPT 
MD-510A Acetylene | WH100 DG109A MC12-0 | MW205 MT603 | H1710C-540 | H1721C-510 | lighter, goggles, 
MC12-1 CGA 540 CGA 510 3/16” (5mm) 
MD-300A H1720C-300 twin hose, 
CGA 300 tip. cleaner, 
MD-510T H1721C-510 
(Toolbox Ouifit) CGA 510 P | 
manua 
MD-300T H1720C-300 
(Toolbox Outfit) CGA 300 
MD-5 1OMPT Mapp*/ MC90-1 None MT815 H1722C-510 
(Toolbox Outfit) Propylene CGA 510 
MD-510LPT Propane MC40-1 None MT615 
(Toolbox Outfit) 
MD-300 Acetylene MC12-0 | MW205 | MT603 H1720C-300 check valves 
MC12-1 CGA 300 only 
MD-510 H1721C-510 
CGA 510 


NOTE: Capacity with tips supplied in Acetylene outfits: cuts up to 5/8” (16mm), welds up to 1/8” (3mm) Reverse flow check valves - torch handle mount. 
NOTE: Toolbox outfits minimum order - 2 of the same part No., ship 2 to a carton. 
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Medium Duty 
Toughcut" Outfits 


CUTS UP TO 6” (153mm) 
WELDS UP TO 1/2” (13mm) 


Versatile “TOUGHCUT” cutting and welding 

outfits include many features found on more expensive outfits. 

The TOUGHCUT series is perfect for a multitude of applications such as 
farm, ranch, hobby, automotive, refrigeration, light fabrication, and 
repair. Outfits are available with rugged, reliable Smith H1700 series 
medium duty or H1900 series standard duty regulators. The torch is 
covered by a 3 year limited warranty. Complete operation and 
instruction manual also included. All outfits include 1 cutting tip, 
welding tip, goggles and reverse flow check valves. 


MB51A-510 / MB51A-300 
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MB51-510L MB54-510L/MB54-300L MB55A-510/MB55A-300 MB54A-510/MB54A-300 
MB51A-510 Acetylene | CW5A CC509P MC12-1 MW205 H1910F-540 | H1945E-510 lighter, goggles 
CGA 540 CGA 510 20 ft. (6m) 3/16” 
MB51A-300 H1942E-300 (5mm) twin hose, 
CGA 300 check valves & 
MB55A-510* MT603 H1710C-540| 1H1721G:510.,| CPerowonsinanta 
CGA 540 CGA 510 
MB55A-300* H1720C-300 
sa” ae ‘eee CGA 300 
MB54A-510* H1721C-510 
| - <a CGA 510 
MB54A-300* H1720C-300 
CGA 300 
MB54-300L* check valves 
MB54-510L* H1721C-510 & goggles 
CGA 510 
MB51-510L H1910F-540 | H1945E-510 
CGA 540 CGA 510 


NOTE: Capacity with tips supplied in Acetylene outfits: cuts up to 5/8” (16mm), welds up to 1/8” (3mm). 
* Medium Duty Regulator 1700 Series Regulators covered by 3 Year Limited Warranty. 
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Medium Duty 


TL-500 


TL-550 


TL-500 


Acetylene 


CW5A 


CC509P 


Acetylene Tag-A-Long’ Outfits 


CUTS UP TO 6” (153mm) 
WELDS UP TO 7/8” (22mm) 


/ 
ax Portable, lightweight Smith Tag-A-Long Cutting and Welding 
; ./ a Outfits are ready to go where you need them. Compact 
A. 2? cy design stores easily for road travel or when not in use. 


Smith H1900 Series Regulators provide efficient and 
dependable control of gases. Regulators are 
covered by a 1 year limited warranty. High density 
polyethylene carrier is extremely durable and 
includes a hose wrap and covered accessories 
storage compartment. All kits include reverse 
flow check valves for added safety. Complete 
operation and instruction manual also included. 


TL-550 


MC12-0| MW205_ |H1910F-540 | H1944F-200 | 13493 | lighter, goggles 
CGA 540 CGA 200 12.5 ft. (3.8m) 
3/16” (5mm) twin 
hose, check valves 
& operations manual 


lighter, goggles 
12.5 ft. (3.8m) 
3/16” (5mm) twin 
hose, “R” 20 cu. ft. 
oxy. cylinder 
“MC” 10 cu. ft. 
acetylene cylinder, 
check valves, 
tank wrench & 


operations manual 


NOTE: Capacity with tips supplied in outfit: cuts up to 3/8” (10mm), welds up to 1/8” (3mm). 
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Standard Duty 


Versa-Torch’ Refrigeration 
& Air Conditioning Outfit 


4) CUTS UP TO 3” (75mm) 
y "os WELDS UP TO 3/16” (5mm) 
This is one of the most versatile systems on the market. 
The Versa-Torch Outfit features a lightweight nickel 
plated torch handle backed by Smith’s exclusive 
“LIFETIME” Warranty and Service Agreement. 
A broad selection of cutting, welding and 
specialty attachments makes the Versa-Torch 
System ideal for manufacturing, maintenance = 
and repair, air conditioning, refrigeration, plumbing, 
metal fabrication, jewelry, metal sculpture and hundreds 
of other applications. High density polyethylene carrier 
is rugged and lightweight. Outfit includes complete 
operation and instruction manual (see pages 10 & 11 
for accessories.) Outfit includes reverse flow check valves 


for added safety. 


Screw-On Tips 


NOTE: Compatible with all Versa-Torch” and 
Quickbraze® tips as shown on pages 10 & 11. 


2329E - 10 cubic foot acetylene cylinder 
0(20 - 20 cubic food oxygen cylinder 
13493 - Plastic Caddy Carrier 


VI-4T Acetylene | AWIA AC309 MC12-00 | 11103 13716 AT60 H1910F-540 |H1944F-200 |. lighter, goggles, 
11104 | Multi-Flame CGA 540 CGA 200 12.5 ft. (3.8m) 
T1105 | Tip End 3/16" (5mm) 
11106 | (Rosebud) twin hose, 


tank wrench, 
regulator mount 
check valves & 


operations manual 


1-800-843-7912 - 1-605-882-3200 - FAX 1-800-685-3370 - FAX 1-605-882-2100 9 
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Standard Duty 


AT600 AT600 
Flexible Twin Flame Tip Flexible Twin Flame Tip 
AT600 Series Tips AT600 Series Tips 
Include 1T103 Tip Ends Include LT103 Tip Ends 
6", 16; 
\ Zae 
ry ! —_ 
Sesp <F Fhhe 
SeFP_ » tS BO By 
Ce ee ~s FF *®5SH 
Se sews AT600X6 4% 2 ZY 
FESS qe S A1600x6)) | Flexible 2” LESs 
os = Flexible |\\! Fa = Twin Flame 2a % % a 
i) = Twin Flame 5 eB & Tip ZB o 
Screw-On Ri Tip . i £ S Screw-On 
2 : 
Multi-Flame Tip ; A MultiFlame 
13716 . @ cal = Oxy-Propane/ 
2 Nat. Gas Tip 
a | 13715 
i & // AT61 (4” Long) AT61-2 (8” Long) 
& |// Threaded 
Brazing Tip Assembly \\ x Tip Tube Gp 
AW200 Series ee en [}] (injector) gp 
M 4 S Mj 
(see table below) j £ <M Multi-Flame Tip 
oo t i AT615 
Multi-Flame Tip \ VA 
AT605 
Fae . \ v4 
ee ACETYLENE LP 
AT603 8 


Flame 
Opening Dia. 


Brazing Capacity 
Dia. Copper Pipe 
Inches MM 


up to 3/16 
1/8 to 1/4 


Pressure 
Recommendations 


AT600X6 

5/8 to 1-3/8 

3/4 to 2-1/8 

7/8 to 25/8 
SCREW-ON TIPS 
1T103 63 1/2 to 3/4 | 
[1104 56 5/8 to | AWIA | | 

Versa-Torch _ »& 

iT105 | 54 5/8 to 13/8 nr 2 
1T106 52 3/4 to 1-1/2 ("A" hose b: 
LT110-A] includes all LT tips li fittings) “= 


SCREW-ON TIPS, LP (Prop 


50 1/4105/8 | 61016 AWI10A 
48 | 076 3/810 7/8 | 10 to 22 VersoTorch 
Handle 
44] 086 5/8101 | 1610 25 ('B” hose 
36] 106 7/8 to 1-5/8 | 2210 41 fittings} 


30 | 128 


lto4 


25 to 100 


includes all NE tips lis 


Kevlar® Hose Features & Benefits 
Extremely durable, heat resistant, light weight 
and flexible. Excellent for repetitious brazing 
operations. (Not recommended for use with 
cutting attachments.) 


NOTE: For AW1A Handle only. 


details 
GASAVER” 


For mo 


14779-4-10 
"A" & "B" Fitting Twin Hose 


See e 83 
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Versa-Torch’ / Quickbraze® Tip Selection Chart 


ACETYLENE 


Tip Comes With 
A3 Tip Ends 


Flexible 
Be 


“C" Style Tips 
C2 & C6 
Patented 
Flexible 
Twin Flame Tips \ Tubes | 
T5 & 17 
ev « 
Sy ACETYLENE 
_ Wh Adaptor 
. ah ATA0 
“s Multi-Flame Tip " ty 
14711 \ 
* eee 
J * 
Single Flame Tip 
S6 [ f 
—— — 
(6” length) 


Flexible Tip Extensions 
May be used with any Quickbraze tip 
and can be bent to fit into tight places. 


Orifice 
Diameter 


SINGLE FLAME TIPS 


No. 
Flames 


Recommended 
Fuel Gases & Oxy. 


Brazing 
Capacity In, 


Application 
Cap. mm 


Recommendations 


1/4" - 3/8" 
1/2" - 3/4" 
5/8" - 1-1/8" 


© Leak Repair 

* Capillary Tubes 

* Evaporator Coils 

® Installing Small Valves 
© Appliance Repair 
TWIN FLAME TIPS (Flexible) 


3/8" -7/8" ® Compressor Lines 


5/8" - 1-3/8" * Reversing Valves 

© Return Bends 

* Tight Clearance Brazing 
* Appliance Repair 

“C" STYLE TIPS 
hermal 


1/2" -7/8" Acetylene . Expansion Valves 


7/8" - 1-5/8" (only) © Reversing Valves 

* Solenoid Valves 

* Accumulators & Dryers 
® Tight Clearance Brazing 
* Control Valves 


* Line Sets 


MULTI-FLAME (Rosebud) TIPS 


We = 1-5/8" Acetylene * General Purpose Brazing 


* Appliance Repair 
* Accumulators & Dryers 


SCREW-ON TIP ENDS FOR AT400 FLEXIBLE TWIN TIP ASSEMBLY 


3/4" - 1-3/8" Acetylene * Manufacturing Brazing 


7/8" - 1-5/8" Propane * Large Diameter Pipe Brazing 


or Natural Gas 


1-605-882-3200 


1-1/8" - 2-1/8" 


1-800-843-7912 


* General Purpose Brazing 


Versa-Torch 
Handle 
("A” hose 
fittings) 


FAX 1-800-685-3370 


Standard Duty 


LP 


(Propane, MAPP®, Natural Gas, Propylene) 


Screw-On Tips 
Available For LP Gas 


LP2 & LP4 
Tip Comes With 


A3 Tip Ends 


Flexible 
5" 


Flexible 


Tubes / 
wy, 


Twin Flame Tips 
T5 & 17 


= 


Single Flame Tip 
S6 


Pat Adaptor 


AT41 
(injector) 
(works to 4 oz. . ; 
gas pressure) — ey 


‘| E-6  (6" length) 


| Flexible Tip Extensions 
May be used with any Quickbraze tip 
and can be bent to fit into tight places. 


Kevlar® Brazing Hose 


2. 


AW10A 

Versa-Torch 
Handle 

("B" hose 14779-4-10 
fittings) "A" & "B" Fitting Twin Hose 


Kevlar® Hose 

Features & Benefits 

Extremely durable, heat resistant, light 
weight and flexible. Excellent for repetitious 
brazing operations. (Not recommended for 
use with cutting attachment.) 


NOTE: For AW1A Handle only. 


FAX 1-605-882-2100 iil 


Quickbraze°® 


Oxy-Fuel Outfits - 


Gas Pressures 
PSIG Settings 


Consumption 
Rate (CH) 


Oxygen Fuel 


Oxygen 


(Adapts to A or B Style 
Regulator Connections) 


BTU 
Output /Hr 


Refrigeration/Air Conditioning 


8 


0.8 


1,120 


Tips Supplied Braze To 1-1/8” (29mm) 


*23-5004A 11-1114 S6 


23-5005A 11-1116 


* Has “B” Hose Connections 
NOTE: All outfits include complete instruction and operation manual. Outfits with regulators, include reverse flow safety check valves. 


Brazes solenoid and expansion valves 


17 C2 14711 


H1940G-540, 


H1944F-200 


Cylinder Caddy Carrier, Tank Wrench 
Striker, Check Valves & Operations Manual 


“A" to “B” Hose Adaptors & Operations Manual 
(Hose may be attached to “A” or “B” Regulator Fittings) 


so quickly that heat is unable to bends quickly and evenly; 


transfer to internal parts, protecting 
them from damage and eliminating and loosen surrounding joints. 


the need for messy and costly 
heat sink materials, 


Twin flame tips solder coil return Twin flame or patented “C" Style 


tips quickly braze reversing valves 


concentrated heat will not heat without burning internal components. 


Revolutionary patented C style tips Accumulators can be brazed Flexible tip extensions allow leak 


provide 100% flame wrap for fast, extremely fast by simply laying repair and other brazing operations 
efficient, even heating. Heat the patented “C” style tip near in hard to reach areas not accessible 
produced is confined to the joint area — the joint. to other torches, 


protecting surroundings from burning. 
“C" style tips also assure even heat on 
the blind side of the braze joint. 


www.smithequipment.com 
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MITHSMITHSMITHSMIT 


Handi-Heet® 


Acetylene-Air Outfits - Soldering, Brazing, 
Sweating & Heating 


Handi-Heet® soldering outtits provide fast heat with acetylene and atmospheric 
air. Concentrated soft flame delivers 1700° F heat just where it is needed for 
maximum performance on all types of soldering, heating, thawing and other 
applications. No oxygen tank required. 


Tough NE180A torch handle is built to last — machined from solid brass. 
Unlike plastic torches, it is not sensitive to temperature changes. Full length 
fluted handle provides firm comfortable grip. Needle valve provides excellent 
flame adjustment. Easy to operate, just hold torch and set flame 

with one hand. 


Handi-Heet soldering tips have Smith’s famous Slip-in design. Seats perfectly 
by hand . . . no wrench needed! “O” ring provides tight gas seal and allows 
operator fo rotate tip to any position. All tips and torch body are nickel plated. 
Sturdy single stage regulator provides steady and sensitive gas regulation for 


NES35A maximum torch performance. 
NOTE: Torch does not require 
NE835A NE180A NE180-1 | H1941E-520 "BR" RL121 12-1/2' (3.8m) Hose check valves or flashback 
NEI 80-2 CGA 520 40 cu. ft N1 13A Lighter arrestors. 
NE180-3 


Air/Acetylene Torch & Tips 


ii weig0a  _NE180A TORCH HANDLE 
at, od Length 5 3/,” Use with acetylene gas. Machined 


(130mm) from solid brass. Hose connection 
+ Weight 8 '/, 07. 9/\6"-18 LH thread, “A”. Fits R12 


or R14D hose connections. 


Burns acetylene with atmospheric air. 

Ideal for sweating copper joints up to 

6” (152mm) in diameter, soldering, leading, 
thawing, heating and straightening. 

e No oxygen tank needed 


Air / Acetylene Tips ¢ Clean, economical heat 


e —_ No wrench needed - tips are 


NE180-4 NE180-4 EXTRA LARGE TIP hand tightened 
Length 8” (203mm) - _ for 7 paint am © — One-hand flame adjustment 
; eavy soldering and heating. ° : : 
Woight 31/2 07. Replacement Orifice No. 1704-6. © 360° Tip turning radius 
a © Tough all brass body 
sis NE180-3 LARGE TIP © — Smooth turning needle valve 
Length 7 5/,” (194mm) - Fo, pipe thawing, light brazing e Rugged tips 
Weight 3 '/, oz. and silver soldering. A . 
Replacement Orifice No. L703-6. © Nickel plated for added heat resistance 
© — Fuel pressure setting: 12 -14 PSIG 
ee NE180-2 MEDIUM TIP y : 
Length 6 7/,” (175mm) - For all types of soft soldering, 
Weight 2 '/, oz. body leading, etc. 
Replacement Orifice No. L702-6. 
NEI80-1 NE180-1 SMALL TIP 
Length 6 '/,” (156mm) - For fine instrument work, auto 
: radiators, efc. ; a “aan 
Weight 1 7/s 07. Replacement Orifice Ho. L7O1-6 NE180-4 3/8 10 1-3/ 45 22.8 32,900 
aaa NE180-0 FINE TIP NE180-3 1/ 6 1-1/2 38 9.0 13,000 
7 For jewelry, small tube and NE180-2 3/16" 5 1-1/4" | 32 5.2 7,500 
ach yoni alg, neis0-1 | 9/64" | 36 | 3/4” | 19 28 4,000 
Weight 1 3/4 07. Replacement Orifice No. L711-6. f : : L 
NE180-00 NE180-00 SUPER FINE TIP NEI80-0 | 15/16” | 24 ye | 6 15 2,200 
Length 4 3/,” (121mm) - — For delicate jewelry and electronic soldering. NE180-00 | 21/32” 17 1/8" 3 5 720 


Weight 1 3/, oz. 


Replacement Orifice No. L710-6. 
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GMITHSMI 


THSMITHSMI 


Jewelry/Hobby 


SILVER SMITH” Designed for jewelers, silver smiths and hobbyists. (Excellent choice 
for light brazing and soldering.) Air-fuel torches deliver the ultimate in quality and 
flame control. The all metal torch provides strength and long life, while precision 
jeweled orifice tips produce a soft, consistent flame. The Silver Smith™ torch system is 
designed to work with air and acetylene gas. 

FEATURE BENEFITS 

e UL Listed, 100% tested and made in USA 

¢ Nickel plated brass handle for strength and long service 


¢ Heavy duty industrial regulators for added safety and service 


© Synthetic sapphire orifices provide consistent accurate flame control, 
and are easily replaced if obstructed. 


239-193 
AIR/ACETYLENE KIT 
See previous page for 239-193 NE180A | NE180-00 | H1941E-520| = “B” RL121 12.5’ (3.8m) Hose 
additional tip sizes. CGA 520 | 40cu. ft. N113A Lighter 


Jewelry Repair & Manufacture, Hobby & Crafts, 
Metal Sculpture, Glass Blowing, Plumbing, 


23-1001C 
Electronics & Repair 


Includes 11-1101C torch, #2-6 curved tips, 8’ (2.4m) 
hoses and instruction manual. Packaged in display box 
as shown (“B” hose connections fuel 9/16”-18-LH, 
Oxygen 9/16”-18-RH). 


23-1001ALP 
Propane kit with torch, 8’ (2.4m) hoses and #3-7 tips. 


239-047B with hose connections 
. (Fuel 3/8”-19 BSPF-LH, Oxygen 3/8”- 
__™» 19 BSPF-RH). Tips included #2-6. 


— ee | | 239-0482 with hose connections 
sa. (Fuel 3/8”-19 BSPF-RH, Oxygen 1/4”- 
19 BSPF-RH). Tips included #2-6. 


' 23-1001¢ 23-1013A with hose connections 
re (Fuel 5/8”-18-LH, Oxygen 5/8”-18-RH). 


Outfit For Disposable Tanks The Little Ton cb jenna 


23-1014 


Includes 249-499 preset oxygen regulator, 249-500 preset propane regulator, cylinder holder, 
11-1101C torch, #5 tip, 8 ft. (2.4m) hoses and instruction manual. Allows maximum portability and ® 
may be used in locations where larger pressurized cylinders are not allowed. 


Kit shown in inset photo above may be used with disposable MAPP® or propane and oxygen cylinders 
(Cylinders not included). NOTE: Disposable oxygen and fuel tanks may be purchased at most hardware 
locations. May not be used with LP Multi-Flame (Rosebud) tip. 


23-=1003B Includes 11-1101C torch, #2-6 tips, H1941E-520 acetylene regulator (for “B” 40 cubic foot 
tank), H19406-540 oxygen regulator, reverse flow check valves, 8’ (2.4m) covered hoses and instruction manual. 


23-1003P Kit with regulator fitting for propane or larger industrial acetylene cylinders 
over 40 cubic feet. Includes 11-1101C torch, #3-7 tips, H1945E-510 fuel regulator, H19406-540 
oxygen regulator, reverse flow check valves, 8’ (2.4m) covered hoses and instruction manual. 


23-1003 Kit with regulator fitted for acetylene (for “MC” tank) 10 cu. ft. cylinder. 
Includes 11-1101C torch, #2-6 tips, H1944F-200 fuel regulator, H1940G-540 oxygen regulator, 
check valves, 8’ (2.4m) covered hoses and instruction manual. 


www.smithequipment.com Made in the U.S.A. 
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The Little Torch 


It's the complete works in a handy self-contained lightweight unit. 

These highly portable kits come complete with everything you need for 
your soldering or brazing operations. Kits include tanks, regulators, 
safety check valves, five tips, torch and hoses all in a handy carrying case. 
Oxygen and acetylene cylinders can be refilled at most welding supply 
stores (disposable LP tanks are not included). Kits weigh less than 32 lbs. 


The Little Torch™ has unmatched flexibility - it can be used with several 
fuels including acetylene, hydrogen, propane, propylene, MAPP®, or 
natural gas. It produces a perfectly controlled, completely stable flame hot 
enough to melt commercially weldable metals, glass and even ceramics. 

It may also be used with special heating tips to melt up to 3 oz. of gold 

or silver. Excellent for soldering platinum. 


23-1015P 
Propane Caddy 
23-=1015P Propane Caddy Includes 
13558 (5 lb.) refillable propane tank, 020 
(20 cu. ff.) oxygen tank, 11-1101 torch with 


23-1010P 
Propane Caddy 
23-101 OP Propane Caddy Includes 
11-1101C torch, 8’ (2.4m) covered hoses, 
#3-7 tips, 249-500 preset propane regulator, 


23-1004A 
Acetylene Caddy 
23-1004A Acetylene Caddy Includes 
11-1101 torch, #2-6 tips, H1944F-200 acetylene 
regulator, H19406-540 oxygen regulator, H691B 


8 ft. (2.4m) covered hoses, #3-7 tips, H19406-540 
oxygen regulator, HI945E-510 propane regulator, 
H692B and H691B reverse flow check valves, 
13787A powder coated metal carrier and complete 


H19406-540 oxygen regulator, 0C20 oxygen 

cylinder (20 cu. ft.), 13493 caddy carrier, H692B 
and H691B check valves, and complete instruction 
manual. The 14.1 oz. disposable LP tank provides 


and H692B reverse flow check valves, 8’ (2.4m) 
covered hoses, 0C20 (20 cu. ft.) oxygen cylinder, 
23298 (10 cu. ft.) acetylene cylinder, 13493 caddy 
carrier, tank wrench and instruction manual. 


up to 15 hours of running time with a #5 tip. 
Also works with 14.1 oz. disposable MAPP® tank. 


operation and instruction manual. 


CYLINDERS ONLY 
Stock No. 


14014 

MAGNETIC TORCH STAND 
& TIP ORGANIZER 

Solid metal stand comes with holes drilled and 
numbered for #2-7 tips. Just a twist of the wrist 
removes the torch from the magnet. Magnetic 
clip mounts easily on Little Torch body (torch 
and tips sold separately). 


Capacity 
20 cu. ft. 
10 cu. ft. 


Height-Diameter 
I Yr = 8 VY 
14 1/5" —4 1/," 

12 1/5" — 8” 


Oxygen 
“MC” Acetylene 


Propane 5 |b. 


LITTLE TORCH REPLACEMENT HOSES 
(Connection Tool Included) 
Length/ 
Inside Dia. | Fittings* | Stock No. 
8’ - 1/8” 13254-3-8 
8’ - 1/8" 13254-1-8 
8’ - 1/8” 13254-4-8 


Hose Type Fuel 
Little Torch 
Little Torch 
Little Torch gen/Fuel - Twin Hose 
* "B" fittings 9/16” - 18 
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Any Fuel 


Oxygen 


Torch 
Stand 


GMITHSMITHSGMITHSMI' 


The Little Torch” 


Tips & Technical Information oo 
\ xtension 
\\ For Customizing 
. \ Angle And 
CURVED Due to the extraordinary orifice diameter of tips | Distance From 
12-1401-07 Sy lexible sizes #2-3, tips are fitted with a laser drilled a 
TWIN FLAME synthetic sapphire to assure accurate gas flow and 7327.3 : 
STRAIGHT 12-1402-03 consistent flame characteristics. Length 
lerlees ALL TIPS ARE 100% FLAME TESTED 3" (76mm) 
#2 12-1401-02 N/A Acetylene, Hydrogen only 006 97 2 2 09 jl 130 
#3 12-1401-03 N/A Any Fuel Gas 011 85 4 4 18 94 
#4 12-1401-04 | 129-124-04 020 76 5 5 1.57 1.88 
# 12-1401-05 N/A 029 69 6 6 2.58 3.1 
#6 12-1401-06 N/A 037 63 6 6 4.48 5.38 
#1 12-1401-07 N/A 047 56 8 8 6.27 7.52 
#3 12-1402-03 | Acetylene, Hydrogen only}  .011 85 4 4 1.01 1.21 1,630 
#4 12-1402-04 Any Fuel Gas .020 76 5 5 2.91 3.49 4300 
#5 12-1402-05 029 69 6 6 470 5.64 6,900 
#6 12-1402-06 037 63 6 6 6.50 7.80 9550 


NOTE: All values determined 
using acetylene gas. 


#7 
APPROX. 
FLAME SIZES xg 
AT NEUTRAL 
MIXTURE 45 
(OXYGEN/ 
ACETYLENE) #4 

#3 


#2 


1 LLA 


2 LA 


13-662 | Acetylene, Hydrogen 


Propylene, MAPP® 


8,000 BTU Output 
13717 | Propane 5,000 BTU 14 10 
Natural Gas 2,400 BTU) 7 5 
Acetylene 
13-662 


Melts up to 3 0z. Gold or Silver 


www.smithequipment.com 


3” 


qa” 


5” 


6 LL A 7 LLA 


HEATING TIP (Rosebud) 
NOTE: 1 PS! minimum for Natural Gas use. 


Tip Ends Actual Size 


6” 
(153mm) 


6” 
(153mm) 


4.58 


5.12 


Acetylene 
551 7,050 
12.80 12,800 
Propane 


Propane or Natural Gas 
13717 


Melts up to 3 oz. Gold or Silver 


Made in the U.S.A. 
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PL Ae Torch Handles 


® 


Smith torch handles are available in three capacities to match job 


requirements — Heavy, Medium, and Standard Duty. Torches have 1. Solid Brass Head 
silver brazed joints to provide overall strength and rigidity for safe with Internal 
performance under rugged conditions. Torch handles are individually Threads 

tested to maintain the Smith reputation for quality and dependable — ' 
performance. And all standard Smith torches are covered by our 

exclusive LIFETIME Warranty & Service Agreement. = 


FEATURE BENEFITS 
> Internal Threads Are Protected 


Threads are protected from damage if the torch is dropped, 


iminati i i Tube-in-Tube 
eliminating costly torch repair, replacement or downtime. Caecirucied 


Fluted Brass Handle for a Firm Steady Grip 
The ribbed barrel fits the gloved hand comfortably with a 


Fuel 
positive feeling of control. 


Double Tube Handle Results in Greater Durability 


Oxygen 
Tube within a tube is designed for strength and reduction in 


weight. Internal tube is silver brazed for extra protection, strength cae 
and leak resistance. Handle 
3. Sure 
4) Forged Brass Butt Gives Long Service Life Grip 
Butt is machined from dense brass forging for the ability to Double . 
; Tube 7. Nickel 
withstand rugged use. Handle Finish 


Stainless Steel Ball Valves for Positive Shut Off 
Corrosion resistant balls and brass seating surfaces provide 


gall resistance and positive, chatter free seating. 
® 


Teflon® Packing Permits Smooth Adjustment 
Special packing provides a gas-tight seal while allowing the 
“drag” to be adjusted to the individual preference. 


6. Accurate 
Flame 
Adjustment 


7 ae Finish Adds Service Life 


The professional appearance is heat, wear and corrosion 


resistant. y 
100% TESTED AND INSPECTED F —— 
4. Solid 
Fuel Gas Chart Brass Butt 

5. Ball Style 
Valves 

Acetylene = 

Methylacetylene-Propadiene (MPS) MAPP® Replaceable Check Valve 

Propane, Propane-Based Mixtures Propane-butane, Flamex, Acetogen, Hose Connections with Mesh Filters 

FL. Industrial Gas, Hy-Temp, Fuel Gas, (On WH200 Handle Only) 


1.G. Gas, Chem-Gas, Lingas, Chemtane 


Propylene HPG, Apachi, B-Plus, Chem-O-Lene, SW. SW1A & SW18 torch handles, 


Gulf HP Gas, HEF, B.T.U., Liquifuel WH100 Series supercedes 
Natural Gas (Methane) Natural Gas, City Gas MWS5 & MWSA torch handles. 
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NOTE: WH200 supercedes 


Torch Handles EQUIPMENT 


WH200 HANDLES: INCLUDE CHECK VALVES WITH MESH FILTERS e WH100, AWIA, AWI0A, CW5A: NONE 


Ve Mee Ma eR WH200 (Supercedes SW1B Handle) oe 


Rugged torch handle for high volume heating tips and general . 
purpose welding, brazing and cutting. Features rugged silver brazed * *" "=== 
construction, forged brass butt, solid brass seat, and fluted easy grip 
handle. Needle valves are ball type for positive seat and accurate 


flame control; guards against uneven valve wear to assure safer, longer Length 7-1/2” (191mm) 
trouble-free operation. Has TEFLON® packing for excellent flow control. Weight 17-3/8 oz. (.46kg) 
Replaceable inlet check valves and mesh filters fit “B” size hose nuts, Handle Diameter 1” (25.4mm) 
9/16" - 18 right and left hand. Covered by the LIFETIME Warranty & 

Service Agreement. Cuts up to 8” (203mm), welds up to 1” (25.4mm). WH200 

USED WITH: Cutting Attachments - SC209, $C200, $C205, SC509 cea a 


& DG205, DG209, DG200. Welding Tips - SW200 & 400 Series. 
Heating Tips - ST600 & ST800 Series. 


leek a ee WHI100 (Supercedes MW5A Handle} 


Easy handling, high quality mid-size torch handle. Handles all but the me = 
highest volume heating and heaviest welding needs. Features rugged WH100 “ 
silver brazed construction, forged brass butt and precision machined Length 7” (178mm) 
brass head. Ball type needle valves reduce uneven valve wear and Weight 14 oz, (.39kg) 

‘ ; ‘ ii ; Handle Diameter 15 /16” (24mm) 
provide easy flame adjustment. Inlet connections, 9/16"-18 right, left 
hand, fit “B” size hose nuts. Cuts up to 6” (153mm), welds up to 7/8” CW5SA (Toughcut™ Handle) 


(22mm). Covered by the LIFETIME Warranty & Service Agreement. Length 7” (178mm) 
Weight 14 oz. (.39kg) 


Handle Diameter 15 /16” (24mm) 
(CW5A 3 YR. WARRANTY) 


(also for SWIA & SW1B) 


USED WITH: Cutting Attachments - MC505, MC509 & DG105, 
DG109A. Welding Tips - MW200 & MW4O00 Series. 


Heating Tips - MT600 & MT800 Series. WH100 & CW5A Valve Assembly 
Replacement LW17 (also for MW5 & MWS5A) 
STANDARD DUTY TORCH HANDLE B7\"'40-W- Uae 
Airline” 


Specially designed to handle standard duty welding, brazing, cutting 
and fabricating. Lightweight and compact size provide easy handling, 
even in confined areas. Needle valves located at front end for easy 
one-hand flame adjustment. Inlet connections 3/8”-24 right and left 


hand, fit “A” size hose nuts. Cuts up to 3” (76mm), welds up to Length 5-3/4” (146mm) 
1/2” (13mm). Covered by the LIFETIME Warranty & Service Weight 6-1/8 oz. (.17kg) 
Agreement. Handle Diameter 11/16” (17mm) 


USED WITH: Cutting Attachment - AC309. Welding Tips- AW200 — AWiIA Valve Assembly Replacement AWI1A 
Series, AW400 Series. Heating Tips - AT600 Series. Twin Flame Tips - 
AT600, AT600X6. 


STANDARD DUTY TORCH HANDLE Bi. \"A00)- Walt 


Larger size torch handle provides increased gas flow. Ball type valves 


provide fine flame adjustment. Long valve thread engagement in oo ,, 
= » 


Teflon® packing prevents flame fluctuation and stops valve wobble. Inlet (uss 


connections, 9/16"-18 right and left hand, fit “B” size hose nuts. Cuts rons am 
up to 3” (76mm), welds up to 1/2” (13mm). Covered by the LIFETIME ei aariGk 

Warranty & Service Agreement. Length 6-3/4" (172mm) 

USED WITH: Cutting Attachment - AC309. Welding Tips - AW200 Weight 14 oz. (.39kg) 

Series, AW400 Series. Heating Tips - AT600 Series. Twin Flame Tips - Hopdle Diameter Wf earn 
AT600, AT600X6. AWI1O0A Valve Assembly Replacement [W17 
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e 
EOUIPMENT Cutting Attachments 
® 
™ 
Dual Guard 
Smith Equipment’s Cutting Attachments are covered by our 


pH. 
exclusive LIFETIME Warranty & Service Agreement. L 3. Slip-In 


Excluding Toughcut. TIME 2. Manganese Cutting Ti 
Ae Bronze Head poe 


— 
Mt 
| 
| 


FEATURE BENEFITS 
@ Dual Guard™ System 


Exclusive built-in torch head flash arrestor and in-tip 
gas mixing for increased operator safety and torch life. 
Also reduces weight and bulk produced by add-on 


¢ poll 
gua 


flash arrestors. The Dual Guard System requires no added ao | 1. Flash 
flash arrestors and is covered with our exclusive LIFETIME Arresting 
Module 


Warranty & Service Agreement. 


4. Nickel- | 
Manganese Bronze Head Plated 
Super tough thick wall manganese bronze head reduces heat Surface 


warping and damage. (Medium Duty Head - Brass) 
5. Three Tube 


Slip-In Cutting Tips Construction 


Saves time when changing tips - no wrench needed. Resilient Graf-Tite® 
seat material protects tip from nicking and maintains positive seating. 
Requires less replacement than metal-to-metal seat designs. 
Nickel-Plated Surface 

Corrosion-resistant finish, reflects residual heat. 


Three Tube Construction 


Keeps gases separated, eliminating mixing tube burnout. Smith’s thick Ps Ecse On 
; eee xygen 

wall, high capacity stainless steel tubes provide high gas flow and Cutting 
superior strength. Valve 
Allows smooth piercing and key-hole free starts and restarts. 
Triple “O” Ring Seal 
For positive gas seating allowing rotation during operation eliminating - 
h istance during cutting. 7. Triple 

ose resistance during cutting “0” Ring 
Stainless Steel Ball-Style Valves I | Seal 


For smooth adjustment and positive seating. | 
Replaceable Filters (WH200) 

Keep debris from reaching flash arrestor or high pressure seat. 
(Heavy Duty model) 

Reverse Flow Check Valves (WH200) I 
For added safety. Replaceable if damaged. (Heavy Duty model] 


6) Ease-On Oxygen Cutting Valve 


8. Stainless 
Steel Ball- 
Style Valves 


100% TESTED AND INSPECTED 


REPAIR KITS 
Use Classification Attachment Repair Kit 

Heavy Duty SC & DG 200 Series UL 
Medium Duty MC & DG 100 Series : 
Standard Duty AC Series 


= 9. Replaceable 
Filters (WH200 only) 


Repair Kits Include: Cutting Lever Roll Pin, High Pressure Oxygen Valve 10. Replaceable 


Assembly, Flo-Trol™ Valve Assembly and O-Rings. See page 85. Check Valves 
(WH200 only) 
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e 
Cutting Attachments EOUIPMENT 


Dual Guard" 
Heavy Duty - Dual Guard™ Cutting Attachments 


DG205 & DG209 sasha 


Features The Dual Guard™ System and cuts up to 8” (203mm) 
thick steel. Solid silver brazed construction. Features “O” ring 
seating and easy-to-change slip-in Graf-Tite® cutting tips with 
cost saving softseats. Covered by the LIFETIME Warranty & 
Service Agreement. Use with any industrial equal pressure 
fuel gases — acetylene, propane, natural gas, propylene, 


L gies /2" hydrogen, MAPP®, and many others. Several models of 
tb standard and special purpose tips are available for use in 
ere 1 eee a DG200 Series Cutting Assemblies. 
(.87kg) SEE PAGES 30 - 37 FOR CUTTING TIPS 


USED WITH: Torch Handles - SW1, SW1A & SW1B 
_& WH200. 


“\:p6200 Series Valve Assembly Replacement 13936 
7 (also for SC Series) P= 


y Attachments ie er, 


DG109A 


Features The Dual Guard™ System and cuts up to 6” (153mm) 
thick steel. Solid silver brazed construction. Features “O” ring 
seating and easy-to-change slip-in Graf-Tite™ cutting tips with 
cost saving soft-seats. Covered by the LIFETIME Warranty & 
Service Agreement. Use with any industrial equal pressure 
fuel gases — acetylene, propane, natural gas, propylene, 
hydrogen, MAPP®, and many others. Several models of 
standard and special purpose tips are available for use in 


DG100 Series Cutting Assemblies. 
SEE PAGES 39 - 40 FOR CUTTING TIPS 


“USED WITH: Torch Handles - MW5, MW5A & WH100. 


DG100 Series Valve Assembly Replacement 7588 
(also for MC500 & AC300 Series) 


DG109A 
Length 11-1/4” 
(286mm) 
Weight 1 Ib., 3 oz. 

(.53kg) 


Stock No. Head Angle | For Use With Tips: 

Oxygen/Acetylene: SC12-00 thru $C12-5, SC56-1 thru SC56-5, 
Oxygen/Propane, Oxygen/Propane Based: SC40-0 thru 

SCA0-5, SC46-2 thru SC46-5, SC50-1 thru $C50-5, SC2-2, SC2-4, 
Oxygen/Propylene: SC60-0 thru SC60-5, SC2-2, SC2-4, 
Oxygen/MAPP®: SC90-00 thru SC90-5, SC56-1 thru SC56-5 UL 
SC Series Special Purpose Tips except SC110 & 110A, - 
$C112 & SC113 


DGI109A All MC Series Cutting & Special Purpose Tips 


NOTE: DG200 Series supercedes SC200 and SC500 Series cutting assemblies. 
DG100 Series supercedes MC500 Series cutting assemblies. 


www.smithequipment.com Made in the U.S.A. 


EQUIPMENT 
® 


Medium Duty CC509P 
Popular medium duty cutting attachment easily cuts up to 6” (153mm) 
steel. Solid construction to last a lifetime - silver brazed joints, stainless 
steel tubes, brass forged butt and head. Has the same quality features 
and construction as the larger and heavier Dual Guard™ attachment. 


P//) 


Use with any industrial medium pressure fuel gases — acetylene, 
propane, butane, natural gas, propylene, HPG®, MAPP®, hydrogen and 
many others. 
USED WITH: Torch Handles - MW5, MW5A & WH100. 

100% TESTED & MADE IN THE USA 


SEE PAGES 39-40 FOR CUTTING TIPS 
Oxygen/Acetylene: 

MC12-00 thru MC12-3 
Oxygen/Propane 


Stock No. 
CCc509P* 


Head Angle 


Oxygen/Propane Based: 

MR4O-0 thru MC40-3 
Oxygen/Propylene: MC60-1, MC60-2 
Oxygen/MAPP: MC90-1, MC90-2 

MC Series Special Purpose Tips 


* Supplied in Toughcut™ Outfits 


Airline” - AC300 Series 
Fits into AW1A torch handle to form a small light weight cutting torch @& 
with cutting capacity up to 3” (76mm) steel. Has same quality 
construction and features built into each Smith cutting attachment. 
Covered by the LIFETIME Warranty & Service Agreement. 


USE IN: Torch Handles - AW1A, AW10A. 


Stock No.) Head Angle| SEE PAGES 39-40 FOR CUTTING TIPS 
Oxygen/Acetylene: MC1 2-00 thru MC12-4 


MC40-0 thru MC40-3 

Oxygen/Propylene: MC60-1 thru MC60-4 
Oxygen/MAPP: MC90-1, MC90-2 

MC Series Special Purpose Tips 


Oxygen/Propane Oxygen/Propane Based: 


Medium Duty 


iN 


ri. \ a: < ; 


x 
eB 


CC509P Wy 
Length 11-1/4” 
(286mm) 
Weight 1 Ib. 2 oz. 


(.50kg) 


3-Year Limited 
Warranty 


Standard Duty 


Gan 


AC309 Series 
Length 8-1/2” 
(216mm) 
Weight 1 Ib. 
(.44kg) 


© Built-in torch head Flash Arrestor 
¢ In-Tip Mix 
e Warp resistant manganese 
bronze head (Heavy Duty Only) 
Internal threads on handle are 
protected from damage 
© Positive shut-off stainless 

steel ball type valves 


Heavy Duty : 
Torch Combo Kit 


Torch 
Handle 


WH100 
WH200 


Cutting 
Tips 
MC12-0 & MC12-1 
$C12-0 & $SC12-1 


Cutting 
Attachment 


DG109A 
DG209 


¢ FAX 1-605-882-2100 21 


Stock No. 
15938 
15939 


Medium Duty 
Torch Combo Kit 


— 


1-800-843-7912 - 1-605-882-3200 - FAX 1-800-685-3370 


Hand Cutting Torches Pourpuient 


® 
™ A 
Dual Guard 5. Manganese Dual Guard™ Extra Heavy Duty Hand Cutting 
Bronze Head Torches 
6. Slip-In Cutting Tips 1. Flash Safety engineered; combining the exclusive new Dual Guard™ 


Arresting System which includes a flashback arrestor built into the torch 

Module __ head with our proven in-tip gas mix design. American made 
and backed with the strongest warranty in the land to save you 
downtime and eliminate repair costs! 


FEATURE BENEFITS 
™ 7. Nickel- & Dual Guard™ System 


Plated Exclusive built-in torch head flash arrestor and in-tip gas 
Surface mixing for increased operator safety and torch life. Also 
reduces weight and bulk produced by add-on flash 
arrestors. The Dual Guard System requires no added 
flash arrestors and is covered with our exclusive 
2. Three Tube LIFETIME Warranty & Service Agreement. 
Construction 


Three Tube Construction 

Keeps gases separated, eliminating mixing tube 
burnout. Smith’s thick wall, high capacity stainless steel 
tubes provide high gas flow and superior strength. 


Reversible - Ergonomic, Cutting Lever 
Top or bottom mount lever for ease of use. 


Ease-On Cutting Oxygen 

Exceptionally smooth application of cutting oxygen 
reduces key-holing and slag blow-back without 
sacrificing extremely high cutting capacity. 


8. Ergonomic 
Handle 
Manganese Bronze Head 

Super tough thick wall manganese bronze head reduces 
heat warping and damage. 


Slip-In Cutting Tips 

Saves time when changing tips - no wrench needed. 
Resilient Graf-Tite® seat material protects tip from 
nicking and maintains positive seating. Requires less 
replacement than metal-to-metal seat tip designs. 


/ 
: Nickel-Plated Surface 
} Corrosion-resistant finish, reflects residual heat. 
| Ergonomic Handle 
Thick, durable raised rib handle for comfort and 
9. Stainless ieee grip. Adds comfort and reduces operator 
Steel Ball Style 3. ange 
Reversible 9) Stainless Steel Ball-Style Valves UL 
Ergonomic im : 


For positive seating. 


Valves \ | 
NOTE: 


Cutting ® 
n i Lever ® Replaceable Hose Connections With 

Supercedes I] Sintered Filters 

aclaae C vie | ee «(imi Easily replaced if damaged. Filter protects high pressure 

Series bol || bani l ps fags seat and arrestor module from debris. 

utti 

Tuf Tony™ ©) Oxygen 100% TESTED AND INSPECTED 

Torches 4 

CUTTING TORCH REPAIR KIT 
DG929B 


Stock No. | Use With Torches 
15772 DG900 Series 


Repair Kit Includes: Cutting Lever Roll Pin & High Pressure 
Oxygen Cutting Valve Assembly. 


10. Replaceable Hose Connections 
with Sintered Filters 
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Hand Cutting Torches 


Dual Guard” Extra Heavy Duty 
(Any Fuel Gas & Oxygen) 


EQUIPMENT 
® 


DG900 Series Cuts Up To 24” (610mm) 


Dual Guard™ hand cutting torches are built for the 
toughest jobs. They feature a builtin head flashback 
arrestor, reversible cutting lever and ease-on oxygen for 
smooth starts. The torch is also designed with a heavy wall * 
manganese bronze head for durability and resistance to 
heat warping. All Dual Guard torches in 4 ft. lengths or 
less are covered by Smith’s “Lifetime” warranty. 


¢ 3 tube “in-tip” mix design keeps gases separated until reaching the tip 
e Ergonomic reversible cutting lever, for top or bottom mounting 
e Exceptional ease-on oxygen feature 
¢ Uses long lasting “Soft Seat” Graf-Tite® cutting tips 
¢ Replaceable hose connections 
e Wide array of cutting, gouging and specialty tips available 
e Versatile — for use with acetylene, propane, propylene, MAPP® 
and many other gases 
¢ Superior “ease-on” cutting jet action reduces tip-clogging and 
slag blow-back in piercing operations 


DG929B 
100% TESTED AND INSPECTED Length 
Length av 
Stock No. | Head Angle] inch/metric | See Pages 30 - 37 For Cutting Tips ey 
DG9I5B | 75° | 17”/432mm| Oxygen/Acetylene: Weight 
a ; $C12-00 thru SC12-6, 3-1/2 lbs. 
DGOI9B | 90" | 170/432mm | 556-1 thru SC56-9 (1.54kg) 
DG920B | 180° 21"/533mm | Oxygen/Propane 
; i Oxygen/Propane Based: 
DG925B | 79" | 21° 933mm | 50400 thru SCA0-5, 8CA6-2, 
DG929B 90° 21"/533mm | SC46-4 & SC46-6, SC50-0 
DG930B | 180° | 36"/914mm| thre SC50-9 
Oxygen/Propylene: ‘ 
DG935B | 75° 36"/914mm | SC60-1 thru SC60-6, / 
DG939B | 90° —_| 36"/914mm | S©2-2, SC2-4 
- , Oxygen/MAPP*: 
DG945B | 75 48"/1.2m_| $¢90.00 thru SC905, 
DG949B | 90° 48"/1.2m | SC56-1 thru SC56-9 
DG940B | 180° 48"/1.2m 
DG955B 60”/1.5m 
DG959B 60"/1.5m_| ALL DG900 SERIES TORCHES | 
DG950B 60"/1.5m THROUGH 21” INCLUDE || 
DG965B 72"/1.8m SINTERED INLET FILTERS. om i 
DG969B 72"/1.8m | FILTERS NOT INCLUDED IN za 
7 | © ) 
DG960B 72°71 5m LENGTHS 36” AND UP. / a; 
iz Z 


NOTE: Torches over 48” of length, one year warranty. 
DG & SC Series Hand Torch Valve Assembly Replacement LW14B-1 


(excluding SC700 Series TufTony”) 


1-800-843-7912 - 1-605-882-3200 - FAX 1-800-685-3370 - FAX 1-605-882-2100 23 


Hand Cutting Torches EQUIPMENT 


® 


Gas Axe” Gas Axe™ Extra Heavy Duty Torches Ideal for 


Bronze Head 


1. Slip-In ae Tips 


Extra high 
made and 


3. Three Tube 
Construction 


4. Tube Supports —»!' 


7. Ergonomic 
Handle 


ne 5. Ergonomic 


| Reversible 
Cutting Lever 


2. Manganese Scrap/Demolition Cutting 


Safety engineered; designed for severe applications. Excellent for 
use with Propane or Natural Gas. Works with all gases including 
Propane/Propylene based fuels, MAPP®, Natural Gas & Acetylene. 


capacity cuts to 24” (610 mm) with propane. American 
backed with a one year warranty. 


FEATURE BENEFITS 


Slip-In Cutting Tips 

Saves time when changing tips - no wrench needed. 
Resilient Graf-Tite® seat material protects tip from 
nicking and maintains positive seating. Requires less 
replacement than metal-to-metal seat tip designs. 


Manganese Bronze Head 
Super tough thick wall manganese bronze head reduces 
heat warping and damage. 


Three Tube Construction 

Keeps gases separated, eliminating mixing tube 
burnout. Smith’s thick wall, high capacity stainless steel 
tubes provide high gas flow and superior strength. 


Tube Supports 

For added strength. 

Reversible - Ergonomic, Cutting Lever 

Top or bottom mount lever for comfort and ease of use. 
Ease-On Cutting Oxygen 

Exceptionally smooth application of cutting oxygen 
reduces key-holing and slag blow-back without 
sacrificing extremely high cutting capacity. 
Ergonomic Handle 

Thick brass, durable raised rib handle for comfort and 
positive grip. Adds comfort and reduces operator 
fatigue. 


Stainless Steel Ball-Style Valves 
For easy shut-off, smooth adjustment and positive seating. 


Replaceable Hose Connections 
Easily replaced if damaged. 


100% TESTED AND INSPECTED 
1 Year Limited Warranty 


Smith Gas Axe™ Torches: 
e Safety Engineered 


8. Stainless e Highest Quali 
Steel Ball- g Quality 

e 

Style Valves 6. Ease-On Warning! e Least Repairs 

utting High fl i 
igh flow capacity e 
Oxygen flashback arrestors e Less Downtime 
must be attached ° 
to the torch before ° Most Economical 
9. Replaceable Hose Connections operating! To Operate 


easily replaced if damaged 


www.smithequipment.com 
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Hand Cutting Torches 
Gas Axe" Extra Heavy Duty 


‘Gas 
eBay 


. Recommended 
Recommended Hose Sizes High Flow Regulators 


& Recommended Pressures 


SC50 Series - Propane/Nat. Gas Tips, Sizes 6-9 


$C50-6_|_92 psig 


N/R - Not Recommended - Note: Smaller tips require less 
flow and will operate satisfactory with 1/4” dia. hose. 


*HB2111A-540 Liquid 0-275 Cylinder 
Oxygen 


HB1522B-510 Cylinder 
HB1575A 4 Manifold 


*Equipped with stainless steel diaphragm 


“ie, 


¥, \ <n N » Pe 
suf Hie) teeth ton, 
Lengths Available Available Torch Head Angles  \ 
3’, 4’, 5' & 6’ lengths. Heavy duty manganese bronze go, 
Contact factory for availability head. Choice of 75°, 90° and (Cs Ie (G af 
of extended lengths. 180°. <= <= 
Length Cylinder Regulator Manifold Regulator 
inch/metric| See Pages 30 - 37 For Cutting Tips — 
3'/9 14mm Oxygen/Acetylene: ‘/ ‘tee Available 
: SC12-00 thru SC126, ~ gl lta Regulator Hard Hat™ 
3'/914mm| $C56-1 thru SC56-9 Wey praietts gauges 
3'/914mm| Oxygen/Propane | = >) a from damage. 
Oxygen/Propane Based: —_— >. Part #HB190 
A'/1.2m | SCA40.0 thru SC40-5, 
A'/1 am SC46-2 thru SC46-6, 
$C50-0 thru SC50-9 = 
4'/1.2m | Oxygen/Propylene: = 
S$C60-0 thru SC60-6, 
§C29, Sc2d ide ; 
Oxygen/MAPP*: ¥ rahe 
S$C90-00 thru SC90-5, H743 www.oxyfuelsafety.com 
$C56-1 thru SC56-9 (pair) 
AN 


NOTE: Contact factory for extended lengths. 
1-800-843-7912 - 1-605-882-3200 - FAX 1-800-685-3370 - FAX 1-605-882-2100 25 
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Hand Cutting Torches Bourpuient 


® 


Dual Guard” Heavy Duty 
(Any Fuel Gas & Oxygen) 


Heavy Duty DG Series Standard Duty SC Series 
Cuts Up To 12” (305mm) Cuts Up To 12” (305mm) 
Dual Guard™ hand cutting torches are built for Cutting torches feature solid construction and top 
the toughest jobs. They feature a builtin head handling ease for hundreds of jobs in construction, 
flashback arrestor, reversible cutting lever and fabricating, shipyards, salvage and other related 
ease-on oxygen for smooth starts. The torch is industries. Silver brazed joints throughout. Head and 
also designed with a heavy wall manganese butt are machined from dense brass forgings. 
bronze head for durability and resistance to heat Ball style control valves provide positive gas shutoff. 
warping. All Dual Guard torches listed below are _ All All SC Series torches listed below are covered by 
covered by Smith’s “Lifetime” warranty. Smith's “Lifetime” warranty. 

Pp ¢ 3 tube “in+ip” mix design keeps gases separated until reaching the tip 

0) e Reversible lever, top or bottom mounting 


e Uses long lasting “Soft Seat” Graf-Tite® cutting tips 

e Replaceable hose connections and sintered filters 

e Wide array of cutting, gouging and specialty tips available 

¢ Versatile — for use with acetylene, propane, propylene, 
MAPP® and many other gases 

e “Ease-on” cutting jet action reduces tip-clogging and slag blow-back in 
piercing operations 


100% TESTED AND INSPECTED 


zi | 


=a 


DG229 $C229 
Length Length 

20-1/2” 20-1/2” Lengths Available Available Torch Head Angles 

(521mm) (521mm) 17”, 21", & 36” lengths. Contact Heavy duty manganese bronze 

factory for availability of extended head. Choice of 75°, 90° and 
Weight Weight lengths. 180°. 
2 lbs. 14 oz. |||) 2 Ibs. 8 oz. 
(1.29kg) (1.1kg) | Dual Guard} SC Series Length 


Stock No. | Stock No. inch /metric See Pages 30 - 37 For Cutting Tips 


DG175 | SC175 17”/432mm Oxygen/Acetylene: 
S$C12-00 thru SC12-6, 
DG179 | SC179 17"/432mm SC56-1 thru SC56-6 


21"/533mm Oxygen/Propane 
Oxygen/Propane Based: 
20-1/2"/521mm | $C40-0 thru SC40-5, 
20-1/2"/521 mm SC46-2 thru SC46-6, 
S$C50-0 thru SC50-6 
36"/914mm | Oxygen/Propylene: 

” SC60-1, SC60-2, 
36"/914mm | 52.9, SC2. 
Oxygen/MAPP*: 
$C90-00 thru SC90-5, 
~ SC56-1 thru SC56-6 


t i 
se Ze NOTE: May be used with all Heavy Duty Special Purpose Tips. 


UL DG & SC Series Hand Torch Valve Assembly Replacement LW14B-1 
. (excluding SC700 Series TufTony”) 


SC & DG SERIES TORCHES LISTED ABOVE INCLUDE SINTERED METAL INLET FILTERS. 
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Machine Torches 


Machine Cutting Torches A positions at 90° increments. Barrel diameters 
Smith’s heavy duty machine torches provide are 1-3/8” (9.5mm) to fit most machines. 
superior performance. Ease-on cutting lever Stainless steel ball type valves provide fine 
reduces blow back in piercing and key-holing adjustment and positive shut-off. Smith machine 
in re-starts extending tip life and provides high torches are covered by our Lifetime Warranty, 
quality cuts. Torch barrels easily adjust to the longest and strongest in the industry. 


Two-Hose Models 


SC770 Series - Medium Pressure 


Industrial duty 2-Hose Machine Torch cuts to 12” (305mm) with : @ 
medium pressure acetylene, LP or natural gas. : 42 oi a 
Stock No. Overall | SEE PAGES 30 - 37 FOR CUTTING TIPS a 
Stock No. (32 Pitch Rack Only) |Torch Length* $¢770 
SC770 SC770-1 8” | Oxygen/Acetylene: SC12 Series, Length 8” (203mm) gay 
(203mm) | SC56 Series, Oxygen/Propane EAE TATE HTT ATE 
Oxygen/Natural Gas: ats ————— 
SC4O Series, SC46 Series, SC771 
SC771-1 15-1/2” | SC21A Series, SC50 Series Length 15-1/2” (394mm) 
(394mm) | Oxygen/Propylene: 
SC60 Series SC770 Series 
13-3/4” | Oxygen/MAPP®: Standard Barrel Size Rack 
(349mm) | SC56 Series, SC90 Series Pitch 32, 10 Teeth Per Inch 


Rack Pitch 32 - 10 Teeth Per Inch 
100% TESTED AND INSPECTED 


Three-Hose Models : 
SC780A Series - Medium Pressure 

High capacity 3-hose machine torch cuts up to 24” (610mm) . 
with acetylene and up to 20” (508mm) with medium pressure LP 


te SC780A 
or natural gas. Length 11” (279mm) 


Stock No. Overall | SEE PAGES 30 - 37 FOR CUTTING TIPS 
Stock No. | (32 Pitch Rack Only) | Torch Length* 


SC780A SC780-1 11" Oxygen/Acetylene: SC12 Series, SC56 Series 
(279mm) | Oxygen/Propane Oxygen/Natural Gas: 
SC781A S$C781-1 15-1/2” | SCAO Series, SC46 Series, 

(394mm) | SC21A Series, SC50 Series 


SC782A SC782-1 20” Oxygen/Propylene: SC60 Series 
(508mm) | Oxygen/MAPP®: SC56 Series, SC90 Series 


Rack Pitch 32 - 10 Teeth Per Inch 


* Overall length is measured from rear of hose connections to front of tip nut. 
ACCESSORIES FOR MACHINE TORCHES 


SC290 Bevel Cutting Attachment 
Makes beveled cuts without moving angle of the torch up to 90 degrees 


“@ 


either side of vertical. j 3 5¢290 
Use in: Machine Cutting Torches SC770, SC771, SC780A, SC781A and & \ Y 5 Bevel Cutting 
SC782A with Natural Gas or Propane Fuel Gas only. Attachment 
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Cutting Tips 


2. Slip-In 
Design 


7. Removable Seat 


4. Graf-Tite® 
Soft Seat 


4. 
Graf-Tite® 
seats 
provide 
extended 
tip life. 


ane El thai > tps ee any pee hipecenaonmeaanial 


| 5. Fully 
| Swaged 
| Tip 


Oxygen Jet 


6. Slight Concave End 


EQUIPMENT 
i) 


EASIEST TO USE, MOST EFFICIENT AND 

LONGEST LASTING TIPS YOU CAN BUY 

Whatever your application, whatever your fuel gas, there’s a Smith 
Graf-Tite® tip to provide fast, economical and quality cutting. Soft seats are 
not prone to damage like metal-to-metal seats, providing consistent seating 
and extended life. 


Wide Variety of Fuel Gases 

Select from quality tips for dependable performance with: acetylene, 
propane, propane base gases, propylene, MAPP®, natural gas and 
many more. 


Wide Range of Tip Styles & Sizes 
Select the tip to match the job. It’s faster, gives a cleaner cut, saves on 
cleanup and machining, saves gas and cuts expensive labor time. 


These tips are for: hand cutting, machine cutting, heavy cutting - up to 

24” (610mm), gouging, bulkhead cutting, bevel cutting, heating, rivet 
cutting, piercing, thin plate cutting, flue cutting, rivet washing, rivet blowing, 
welding, riser cutting and high speed machine cutting. Several different 
sizes cover the complete range from thin sheet metal (less than 1/8” - 3mm) 
up to 24” (610mm) thick steel. 


FEATURE BENEFITS 


& In-Tip Mix Provides Added Resistance to Flashback 
Each tip is a precision engineered mixer for combining preheat 
oxygen and fuel gas to attain maximum efficiency. 


Slip-In Design Saves Time and Money 
Quick, easy tip change encourages use of right tip for the job. 


Hand Tighten Tips - No Wrench Needed! 

After the first tightening with a wrench, all that’s needed to seat the 
tip snugly is hand-tightening. No need to search for a wrench to 
change tips; threads on tip nut won't be stripped by over-tightening. 


Soft Graf-Tite® Flexible Seats End Reseating Repairs 
Compressible soft seats are practically indestructible, withstand very 
high temperature, resulting in longer tip life. 


Fully Swaged Tip Minimizes Gas Turbulence 

Mirror smooth gas passages deliver stable gas flows for high heat 
transfer fast starts and clean cuts, minimizes slag build-up, and 
reduces clean-up time. 


Concave Shaped Tip End 
Reduces backfire and resists flameout when making accidental 
contact with base metal during cutting operations. 


Removable High Pressure Seat 
Allows cleaning from back of tip. 


270 00 O09 


100% FLAME TESTED AND INSPECTED 
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e e@ 
souremenr Cutting Tips 


® 


Guide For Heavy & Medium Duty Tips 


CEE Duty SC Series Tips 
ACETYIENE NAT. GAS 


SC90 SC4O 


= oC 50" 

** 
External evaporators or manifolding multiple cylinders may be ie 
necessary to supply sufficient gas flows. 


Medium Duty MC Series Tips 


NOTE: Last digit in tip part number indicates tip size. 
i.e. = SC12-3 has Size 3 cutting orifice. 


©) © 


CAUTION: When using liquid oxygen, tips may require greater 
gas volume than a single cylinder is capable of producing. 


* Heavy Duty Preheat 
** High Speed Cutting 


TIP SERIES| APPLICATIONS AND CHARACTERISTICS eign dane 2. se 


$C12, MCI2 | General cutting operations, medium preheat. as a guide for quality cutting. The data was gathered under ideal shop 
conditions and on new, clean steel using three-hose machine cutting 
$€46 Dirty, heavily coated metals. Rugged use (scrapping, heavy construction). torches mounted on a portable cutting machine. All pressure settings are 
Used where excessive reflected heat is present. flowing pressures. Unless noted otherwise data is based on 25’ (7.6m) 


5056 Dirty, coated metal. Heavy preheat for faster starts of !/," (6mm) |.D. hose. Pressure must be increased if longer or smaller 


CAUTION: Manifolding may be necessary for large tips with acetylene. 1D. hose is used. Preheat flow will normally yield 4-6 second edge starts 


and 15-20 second pierce starts on 1” (25.4mm) material for SC series 


$60 Coated metals. Heavy preheat for faster starts. Excellent for scrapping operations.| —_‘vtting tips, and on 1/,” (13mm) material for MC series tips. 

SC2IA Machine cutting. High speed (20% faster). HOSES: Do not use excessively long hoses or hoses with many hose 
540, 60, 90 ; ; unions, either will restrict gas flow and pressure causing lower cutting 
MC40, 60, 90 General cutting operations, medium preheat. efficiency and possibly leading to dangerous operating conditions. 


MANIFOLDING CYLINDERS: When required flows (cubic feet 
FUEL GAS CHART per hour - SCFH) exceed the recommended withdrawal rate from 
one cylinder then additional cylinders must be manifolded to provide 
sofe and efficient operation. Acetylene must not be withdrawn at more 
Acetylene ae than 1/; of the cylinder capacity (47 SCFH for a 330 cu. ft. cylinder). 


Consult your gas supplier for manifolding instructions for the gases and 


Generic Name Trade Name 


Propane, Propane-Based Mixtures Propane-butane, Flamex, Acetogen, cylinders supplied to you. 


FL. Industrial Gas, Hy-Temp, Fuel Gas, a : . 
Ue 1656, Crees, Feges oh ane AVAILABILITY: Some tips included in Technical Data may no longer be 


PSD A aac UsRenentellere available. Non-current tips have been included in this section for cross 
Gulf HP eee, le, BLT. U., Liquifuel reference purposes. 
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Propylene 


Cutting Tips 


Heavy Duty “SC” Acetylene 


SC12 Series 


Pressure - PSIG 


SC12 Series 


EQUIPMENT 


Oxy-Acetylene 


Six preheat cutting tips for general hand and machine cutting. 
Provides excellent preheat characteristics required for machine cutting. 
Cutting Attachments - DG200, SC200 & SC500 Series 
(Maximum size SC12-5). 
All SC & DG Series Hand Torches. All Machine Torches. 


USE IN: 


Consumption - SCFH 


® 


Drill Size 


Tip Metal Thickness Cutting Oxygen Preheat Kerf Oxygen Fuel Speed | Cutting 

Number Inches mm Reg. Torch Oxy Acety. | Width | Cutting Preheat | Preheat | I.P.M. Jet | Preheat 
$C12-00 3/14" 5 20 20 10t 10 050 24 7 6.5 26 68 15 
$12.0 Ve 6 30 30 10t 10 | 055 40 15 7 2 62 14 


$€12-0 


3 / 4" 10 


35 


35 


10t 10 


055 


50 


75 


62 


74 


$(12-1 


1 /9" 13 


35 


35 


10t 10 


080 


15 


56 


7] 


$(12-1 


5 /9" 16 


40 


40 


10t 10 


080 


85 


56 


7] 


$(12-2 


3 / 4" 19 


36 


35 


10t 10 


095 


105 


54 


70 


$€12-2 


" 


10t 


15 


$€12-2 


WW" 32 


10t 


135 


t Listed pressure for 3-hose machine cutting torches only. 


* One 350 cu. ft. required 


WARNING: High gas withdrawal rates will require cylinder manifolding. Consult your gas supplier. 


Indicated Length 


Extra/Long Tips (SC12 Series) | Oxy-Acetylene 


Tips with extra length for hard-to-reach areas. 


Last number represents tip length. 
Cutting 
Range 

ass 
Lyn" 
iajgrat 
Bears 
(38mm-5 1mm) 
EEG 
(64mm-102mm) 


Extra-Long Tips Tip 
Available in 6”, 9”, 12”, 18” blumBer 
(153mm, 229mm, 
305mm, 457mm) 


SC12-3X6 
SC12-3X9 
$C12-3X12 


See chart above 
or additional data. 


$C12-3X18 


SC12-4X9 
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OUIPMENT Cutting Tips 
Heavy Duty “SC” Acetylene, MAPP*® 


Oxy-Acetylene 
SC56 Series Oxy MAPP! 
Heavy preheat cutting tips designed for cutting coated metals, heavy 


piercing, fast preheating and cutting thick steel sections up to 24” (610mm). Heavy Duty Cutting 
USE IN: = Cutting Attachments - DG200, SC200 & SC500 Series SC56 Series 
(Maximum size SC56-5). 
All SC & DG Series Hand Torches. 
2-Hose Machine Cutting Torches (Maximum size SC56-8) 
All 3-Hose Machine Cutting Torches. 


Pressure - PSIG Consumption - SCFH Drill Size Recm’d 
Tip Metal Thickness | Cutting Oxygen Preheat PSI Oxygen Fuel Cutting | Preheat | No. of 
Number | Inches Reg. Torch Oxy Fuel Cutting | Preheat | Preheat Jet Cylinders 


$C56-1 Vy" 35 35 10t : 15 33 30 56 65 
$C56-1 5/4" 40 40 10t ! 85 33 30 56 65 
$C56-2 3/," 36 35 10t ; 105 33 30 54 60 
$(56-2 1" 4] 40 10t : 115 33 30 54 60 
$(56-2 1," 51 50 10t : 135 33 30 54 60 
$(56-3 117," 42 40 10t : 170 43 39 5] 57 
$(56-3 47 45 10t : 180 50 45 51 57 
$C56-4 38 35 10t : 240 50 45 45 54 


$(56-4 44 40 10t : 265 50 45 45 54 
$(56-4 54 50 10t : 315 57 52 45 54 
$C56-5 56 50 10t : 420 57 52 4] 54 


Slow] ow lo] rm] rm] rm] mei rm] rm] re 


ft Listed pressure for 3-hose machine cutting torches only. Pressures shown are for 25’ (7.6m) or less of 3/3” (10mm) I.D. hose. 
Increase pressures if longer hose is used. 


Use 1/2” (13mm) |.D. hose when hose length exceeds 100’ (31m). 
* Cylinders required, based on 350 cu. ft. cylinder 


_MAPP° use same pressure recommendations as acetylene, consumption rates will be different than shown above. 
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Cutting Tips EQUIPMENT 
Heavy Duty “SC” / Propane, Propane Based 


® 


Oxy-Propane 


SC40 Series Oxy-Natural Gas 
| Two-piece medium preheat cutting tips for general hand and machine 
SC4O0 Series cutting with propane, propane base fuel gases and natural gas. 
Medium Preheat USE IN: All SC & DG Series Hand Torches, Machine Cutting Torches 
Two-Piece & Cutting Assemblies. 


Pressure - PSIG Gas Consumption - SCFH Drill Size 
Tip Metal Thickness Cutting Oxygen Preheat Oxygen Fuel Cutting 
Number Inches Reg. Torch Oxy Propane Cutting | Preheat | Preheat Jet 


$(40-0 Vi," 30 30 10t 10 ; 40 38 8 62 
$(40-0 3/," 35 35 10t i 50 38 62 
$(40-1 Y/," 35 35 10t : 75 38 56 
$(40-1 5/3" 40 40 10t : 85 38 56 
$(40-2 3/," 36 35 10t A 105 38 54 
$(40-2 4l 40 10t : 38 54 
$(40-2 51 50 10t : 135 38 54 
$(40-3 42 40 10t : 170 38 5] 
$(40-3 4] 45 10t ‘ 180 38 51 
$(40-4 38 35 12t : 240 65 45 
$(40-4 44 40 12t ; 265 65 45 
$(40-4 54 50 12t ‘ 315 65 45 
$(40-5 56 50 12t ‘ 420 65 4l 
$(40-5 67 60 12t ; 485 65 4l 
$(40-5 78 70 12t ‘ 550 65 4l 


co} co] co |} co! co | co| co | co 


t Listed pressure for 3-hose machine cutting torches only. 


ae S$C21A High Speed Oxy-Propane 
easement Machine Cutting Oxy-Natural Gas 
SC21A Series The SC21A two-piece tips cut steel up to 20% faster than conventional 
High Speed propane and natural gas tips. 
Machine Cutting USE IN: Al! Machine Cutting Torches. 
Two-Piece 


Pressure - PSIG Gas Consumption - SCFH 
Tip Metal Thickness Cutting Preheat Oxygen Fuel 
Number Inches Oxy. Reg. . | Nat. Gas Cutting | Preheat | Preheat 


SC21A-1 Yj," 85 ; 76 4] 
SQ2IA-1 3/," 85 d 76 4] 
SC21A-2 VY," 100 i 116 53 
SC21A-2 af," 110 : 126 53 
SC21A-2 115 : 132 53 
SQ21A-3 95 . 169 53 
SC21A-3 9 115 : 202 53 
SQ21A-4 100 A 195 
SC21A-4 100 : 210 


SQ2TA-5 
SQ21A-5 
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EQUIPMENT Cutting Tips 


® 


Heavy Duty “SC” / Propane, Propane Based 


SC50 General and Oxy-Propane 

Heavy Cutting Oxy-Natural Gas F 

Heavy preheat two-piece cutting tip series for hand and machine cutting up = 

to 20” (508mm) thick steel. SC50 Series - Heavy Preheat - Two-Piece 

USE IN: Cutting Attachments - DG200, SC200 & SC500 Series CAUTION: When using liquid oxygen, tips may require 
(Maximum size SC50-5) All SC & DG Series Hand Torches. greater gas volume than a single cylinder is capable of 
2-Hose Machine Cutting Torches (Maximum size SC50-6) producing. External evaporators or manifolding multiple 
All 3-Hose Machine Cutting Torches. cylinders may be necessary to supply sufficient gas flows. 


Pressure - PSIG Gas Consumption - SCFH Drill Size | Recm’d 
Tip Metal Thickness Cutting Oxygen Preheat Fuel Cutting | No. of Fuel 


Number | Inches Reg. Torch Oxy | Propane Cutting | Preheat | Preheat Jet Gas Cyls. 
550-0 Vi," 30 30 10+ 10 : 13 62 
$650-0 3/," 35 35 10t 10 : 13 
$C50-1 Vy" 35 35 10t 10 : 15 
$C50-1 5/4" 40 40 10t 10 ‘ 15 
$60-2 3/," 36 35 10t 10 ‘ 15 
$60-2 1" 4] 40 10t 10 ; 15 
$(50-2 | 117," 10t 
§(50-3 | 117," 10t 
$650-3 2" 10+ 
$(50-4 | 217," 10t 
$G0-4 3" 10+ 
$G0-4 4" 10+ 
$60-5 5" 10+ 
$G0-5 6" 10+ 
$G0-5 8" 10 


INVdOdd 


Ro] Ro] po] Ro] Ro] Ro] —| | S| SS } | S| Se] Sy} SS] Se] SS] SS] SS] 


Pressure - PSIG Gas Consumption - SCFH Drill Size 
Metal Thickness Cutting Oxygen Preheat Oxygen Fuel Cutting 
Inches | mm Reg. Torch Natl. Gas Cutting {Preheat | Preheat 


SV9 IVUNLVN 


t Listed pressure for 3-hose machine cutting torches only. Regulator pressures are for 50’ (13m) of 3/3" (10mm) I.D. hose. If longer or small I.D. hose 
is used, raise regulator pressures. If more than 100’ (31m) of hose is required, use V5" (13mm) hose for additional length. *Based on 100 lb. cylinder = approximately 120 SCFH at 70° 
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Cutting Tips pres 
Heavy Duty “SC” / Propane, Propane Based 


® 


SC46 One Piece Oxy-Propane 
Rugged Duty Cutting Oxy-Natural Gas 
One-piece cutting tips designed for cutting dirty or heavily coated metals 
for rugged use to include scrapping, heavy construction or where 
excessive reflected heat is present. 


SC46 Series 


USE IN: = Cutting Attachments - DG200, SC200 & SC500 Series 
(Maximum size SC46-4). 
All SC & DG Series Hand Torches. 
All Machine Cutting Torches. 


Consumption - SCFH 
Pressure - PSIG 

Metal Thickness Cutting Oxygen Preheat Cutting | Preheat Consumption Cutting 

Inches mm Reg. Torch Oxy. | Propane Oxy. Oxy. Propane Jet 

af," 19 36 35 20t i 105 70 54 

1" 25 4] 40 20t : 115 70 54 
ee 
z 11/," 32 5] 50 20t i 135 70 54 
a 
OQ 
[= 
0. 
t Listed pressure for 3-hose machine cutting torches only. 
Consumption - SCFH 
Pressure - PSIG 
Tip Metal Thickness Cutting Oxygen Preheat Cutting | Preheat Consumption Cutting | Drill Size 

wn Number | _ Inches Reg. Torch Oxy. | Nat. Gas Oxy. Oxy. | Nat. Gas . Jet Preheat 
® $(46-2 a," 36 35 20t ; 105 70 4l 54 56 
J $(46-2 1" 4] 40 20t ; 115 70 4l 54 56 
s 11/," 5] 50 20t ; 135 70 4l 54 56 
= 7 38 35 20t j 240 70 4l 45 56 
3 44 40 20t ; 265 70 4l 45 56 


54 50 20t . 315 70 4l 45 56 
56 50 20t i 420 52 52 4l 54 
67 60 20t ‘ 485 52 52 4l 54 


t Listed pressure for 3-hose machine cutting torches only. 
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EOUPMENT Cutting Tips 
Heavy Duty “SC” / Propylene 


(Also propylene based fuel gases) 


SC60 Series Oxy-Propylene 
Two-piece medium preheat cutting tips designed to provide optimum 
performance with propylene or propylene base fuel gases. 


USE IN: Cutting Attachments - DG200, SC200 & SC500 Series 
(Maximum size SC60-5). SC60 Series Medium Preheat 


All SC & DG Series Hand Torches. Two-Piece 
2-Hose Machine Cutting Torches (Maximum size SC60-6). 
All 3-Hose Machine Cutting Torches. 


Pressure - PSIG Consumption - SCFH Drill Size 
Tip Metal Thickness Cutting Oxygen Preheat PSI Oxygen Propylene Cutting 
Number Inches Reg. Torch Oxy Propylene Cutting | Preheat | Preheat Jet 


t Listed pressure for 3-hose machine cutting torches only. 


ACCESSORIES FOR MACHINE TORCHES 

SC290 Bevel Cutting Attachment 

Makes beveled cuts without moving angle of the torch up to 90 degrees 

5 5C290 either side of vertical. 

~ Bevel Cutting Use in: Machine Cutting Torches SC770, SC771, SC780A, SC781A and 
Attachment SC782A with Natural Gas or Propane Fuel Gas only. 
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Cutting Tips PE te 
Heavy Duty “SC” / MAPP* 


SC90 Series for Hand and 
Machine Cutting Oxy-MAPP® 


Two-piece medium preheat cutting tips designed to provide optimum 
performance with MAPP® gas. 


USE IN: Al! SC & DG Series Hand Torches, Machine Cutting 
Torches & Cutting Assemblies. 


® 


SC90 Series Medium Preheat 
Two-Piece 


Pressure - PSIG Consumption - SCFH Drill Size 
Tip Metal Thickness Cutting Oxygen Preheat PSI Oxygen MAPP® Cutting 
Number Reg. Torch Oxy MAPP® Cutting | Preheat | Preheat Jet. 


$C90-00 20 20 10t i 24 34 9 68 
$C90-0 4 30 30 10t i 40 34 62 
$C90-0 8 35 35 10t i 50 34 62 
$C90-1 9 35 35 10t i 75 34 56 
$(90-1 8 40 40 10t A 85 34 56 
$(90-2 4 36 35 10t : 105 34 54 
$(90-2 4l 40 10t i 115 34 54 
$(90-2 5] 50 10t i 135 34 54 
$C90-3 42 40 10t ‘ 170 34 51 
$(90-3 4] 45 10t : 180 34 51 
$(90-4 38 35 12t ‘ 240 58 45 
$(90-4 44 40 12t i 265 58 45 
$C90-4 54 50 12t : 315 58 45 
$(90-5 56 50 12t ‘ 58 4l 
$(90-5 67 60 12t ‘ 58 4l 
$(90-5 78 70 12t . 58 4l 


wo} wo] wo] WO] WO] WO] WO] WO] WO 


ft Listed pressure for 3-hose machine cutting torches only. 


ACCESSORIES FOR MACHINE TORCHES 


S$C290 Bevel Cutting Attachment 
Makes beveled cuts without moving angle of the torch up to 90 degrees 
either side of vertical. 


Use in: Machine Cutting Torches SC770, SC771, SC780A, SC781A and 
$C782A with Natural Gas or Propane Fuel Gas only. 


. 3 $€290 
&) 4 > Bevel Cutting 


Attachment 
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EQUIPMENT Cutting Tips 


® 


Heavy Duty “SC” Special Purpose / LP Gas 


General Gouging - SC2-2 & SC2-4 Oxy-Propane ——S Os 
$C2-2 


For removing old welds or cracks, for veeing and groove cutting. 


Heating - $C112 Oxy-Propane 
Provides lots of heat fast with economical LP Gas and Oxygen. 
Not recommended for use in cutting assemblies. 


Heating 
sc112 


Gouging, Heavy Duty - SC23-3 Oxy-Propane 


For removing old welds or cracks, for veeing and groove cutting. 


Rivet/Riser Cutting - SC24-3 Oxy-Propane 
For cutting rivet heads, risers and bolts. Stainless steel drag-shoe 


provides extra long life. 


Gouging 
$C23-3 


Rivet/Riser Cutting 
Heating - SC113 Oxy-Propylene (¢23) SC24-3 
Delivers large volume of heat quickly for bending, straightening, 
shrinking, forming and other heating applications. It allows heating —>=— 
with a one-piece cutting torch. (For use with hand cutting torches only, @) , 
not recommended for use with combination torch cutting attachments.) , 
Heating 
SC113 


Gouging, Heavy Duty - $C23-3M Oxy-Propylene 
Use to remove old welds or cracks, for veeing or groove cutting. 
Heavy preheat. 


Gouging 


Tips This Page Use In: DG200, SC200 & SC500 Series Cutting $C23-3M 


Attachments (Except SC112 & SC113 Tips). All SC & DG Series 
Hand Torches & Machine Torches. 


Tip Oxy Fuel Gas Oxy Fuel Oxy Drill Fuel Gas 
Number Purpose | Capacity (inches) | Capacity (mm) | Fuel Gas | Pressure | Pressure | Consumption | Consumption Size Configuration 


$(2-2 Gouging 5/14” wide 8 wide Propane 60 22 389 53 Slots 
(General) x 1/5," deep x 3 deep 


$(2-4 Gouging 3/3" wide 10 wide Propane 75 22 564 Slots 
(General) x 1/," deep x 6 deep 
Sc1l2 Heating 289,000 BIU’s N/A Propane 495 Slots 


$(23-3 Gouging 3/4" wide 10 wide Propane 174 Slots 
(Heavy) x1/," deep x 6 deep 


$(24-3 Riser Cutting Up to 2" 13 Propane 206 Slots 


a | -aae| 67,800 BIU's Propylene 
aan aaa x 3/5" deep x 10 deep Propylene 


* 2 cylinders required - based on 100 Ib. cylinders. 
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Cutting Tips pres 
Heavy Duty “SC” Special Purpose / Acetylene 


Gouging Tip $C13-1, SC13-3 & SC13-5 


® 


For edge preparation, removal of welds or gouging cracked metals. 


C) S - Gouging 
$C13-1 Rivet/Riser Cutting - SC14-3 
Cuts heads of bolts and rivets. It can also be used in 180° head 
; aa = cutting torch to cut out boiler tubes. Works equally for cutting risers and bulk 
rl heads. 


~Rivet/Riser Cutting 
SC14-3 


Rivet Blowing and Metal Washing - SC15-2 

Quickly removes large quantities of metal. Heavy preheat primarily used as a 
rivet blowing tip, but can be used for stud removal, metal washing, gouging, 
veeing and groove cutting. 


Rivet Blowing and eae : 
Metal Washing Plate Cutting - SC17-0 


$C15-2 


“Drag” style step tip cuts thin sheet metal with absolute 
minimum burn over and plate warpage. 


Bent Cutting Tip - SC80-1 


Plate Cutting Use in 180° head cutting torch to get into tight places as in flue cutting and 
SC17-0 similar applications. 1-1/2” (38mm) |.D. or larger. 


Welding/Brazing - SCW107 


r A unique feature expanding the utility of straight hand cutting torches. Ideal for 
te | Bent Cutting Tip users whose primary work is cutting but have an occasional welding/brazing 
ii SC80-1 application. Equivalent to a #7 standard welding tip. 


Heating - SC83 


Delivers large volume of heat quickly for bending, straightening, 
Welding shrinking, forming and other heating applications. It allows heating 
SCW107 with a one piece cutting torch. (For use with hand cutting torches only, not 
recommended for use with combination torch cutting attachments.) 


Tips This Page Use In: DG200, SC200 & SC500 Series 
Heating Cutting Attachments (Except SC110 & SC83 Tips). 
Sc83 All SC & DG Series Hand Torches & Machine Torches. 


Capacity Capacity | Pressures - PSIG @ Reg. | Consumption - SCFH Drill Size 
Purpose (Inches) (mm) Oxygen | Acetylene | Oxygen | Acetylene] Cutting | Preheat 
Gouging | '/," wide x '/," deep | 6 wide x 3 deep 20 10 4 12 57 69 
Gouging | 3/," wide x 1/,” deep | 10 wide x 6 deep 20 151 50-29 59 
Gouging | '/," wide x 3/,” deep | 13 wide x 10 deep 5 246 39-10 55 
Riser 11/5" rivets 38mm rivets 190 56 
Washing | '/," wide x 3/,” deep | 13 wide x 10 deep 336 57 


Plate or Thin 3/," 62 
Sheet Cutting 


Flue Cutting 5/4” l 68 
Welding Tip 3/14" NA 
Heating 83,000 BIU's 56 
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EQUIPMENT Cutting Tips 


® 


Medium Duty 


MC12 Series Oxy-Acetylene 


Slip-in cutting tips for general medium duty hand cutting. 
Use with medium pressure acetylene and oxygen. 


MC12 Series USE IN: Cutting Attachments - DG109A, MC505, MC509, CC509P 
Oxy-Acetylene (all sizes); AC309 (Maximum tip size MC12-4). 


Consumption - SCFH Drill Size 
Tip Metal Thickness Pressure - PSIG Oxygen Acety. | Cutting Preheat 
Number Inches mm | Oxygen | Acety. Cutting | Preheat | Preheat Jet 


MC12-00 ," 20" 30 68 75 
MC12-00 3/14" 20° 30 68 75 
MC12-0 Yj," 35* : 40 62 75 
MC12-0 3/," 40* 46 62 75 
MC12-1 Y/," 45* i 15 55 74 
MC12-1 5/5" 50* / 81 55 74 
MC12-2 af," 50* i 107 54 7] 
MC12-2 55* i 118 54 7] 
MC12-3 55* : 170 5] 70 
MC12-3 60* i 181 5] 70 
MC12-4 65* : 249 45 70 


MC12-4 70* d 267 45 70 
MC12-4 65 : 320 45 70 
MC12-5 80 i 420 4] 70 
MC12-5 90 : 485 4] 70 


* Increase pressure 10-15 PSIG when using AC309 cutting attachment. 


Medium & Standard Duty “MC” / Acetylene Special Purpose 
Gouging Tip - MC13-3 Oxy-Acetylene 

Saeco sao For removing old welds or defects in steel. Heavy preheat. Edge preparation. 

ma ; USE IN: = Cutting Attachments -DG109A, MC505, 

, MC13-3 AC309, MC509 & CC5O9P. 


Riser Cutting - MC14-1 Oxy-Acetylene 


Cuts rivet heads and bolts flush with surface. Also cuts bulk heads and risers. 


USE IN: = Cutting Attachments -DG109A, MC505, 
(08s) MC14-1 AC309, MC509 & CC509P. 


Oxy Fuel Gas Oxy Fuel Oxy Drill Fuel Gas 
Purpose | Capacity (inches) | Capacity (mm) | Fuel Gas Pressure Pressure | Consumption | Consumption Size Configuration 
Gouging 3/,” wide 10 wide | Acetylene 20 115 23** 50 60 
x1/," deep x 6 deep 29 

Riser 3/," rivets 19 Acetylene 90 5 56 59 
Cutting 50 


** One cylinder required - based on 350 cu. ft. cylinder. 
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Cutting Tips pres 
Medium & Standard Duty “MC” / Alternate Fuel Gas 


Two-Piece Tips 


® 


MC4O Series Oxy-Propane 
Two-piece medium preheat cutting tips for hand cutting with propane 
and propane base fuel gases. 


USE IN: Cuftting Attachments - DG109A, MC505, MC509, 
CC509P; AC309. 


MC4O Series 
Propane & Propane Based Fuels 
MC60 Series Oxy-Propylene 
Two-piece medium preheat tips for hand cutting with propylene and 
propylene base fuel gases. 


USE IN: Cutting Attachments - DG109A, MC505, MC509, MC60 Series 
CC509P; AC309. Propylene & Propylene 


Based Fuels 


MC90 Series 
Two-piece medium preheat cutting tips for hand cutting with MAPP®. 


USE IN: Cuftting Attachments - DG109A, MC505, MC509, MC90 Series 
CC509P; AC309. MAPP® 
Consumption - SCFH Drill Size 
Metal Thickness Pressure - PSIG Oxygen Preheat Cutting 
Inches Oxygen | Propane | Cutting Preheat | Propane Jet 
4" 35" 10 40 35 7 62 
3/," 40* 46 35 7 62 
V/," 45* 75 35 7 55 
5/4" 50" 81 35 7 55 
3/," 50" 107 35 7 4 
1" 55* 35 7 54 
lf," 60* 133 35 7 54 
117," 55* 170 35 7 51 
2" 60* 181 35 7 5] 
Consumption - SCFH Drill Size 
Tip Metal Thickness Pressure- PSIG | Oxygen‘) Preheat | Cutting 
Number Inches mm | Oxygen | Propylene| Cutting | Preheat | Propylene Jet 
MC60-1 Y/" 13 45* 10 75 26 7 : 55 
MC60-1 3/4” 50* 81 26 : 55 
MC60-2 3/," 50* 107 26 i 54 
MC60-2 1" 55* 26 ! 54 
MC60-2 11/," 60* 133 26 4 54 
Consumption - SCFH Drill Size 
Tip Metal Thickness Pressure - PSIG Oxygen Kerf Cutting 
Number Inches mm =| Oxygen Cutting | Preheat Width Jet 
MC90-1 Y/," 13 45* 75 26 .080 55 
MC90-1 5/4" 16 50* 81 26 .080 55 
MC90-2 3/," 19 50* 107 26 095 54 
MC90-2 1" 25 55* 118 26 095 54 
MC90-2 11/," 32 60* 133 26 095 54 
Data based on 25’ (7.6m) of 3/4” (5mm) |.D. hose for cutting up to 1 1/2” (38mm) steel and 
25' (7.6m) of 1/4” (6mm) I.D. hose for cutting 2” (51mm) steel and above. 


* Increase pressure 10-15 PSIG when using AC305 or AC309 cutting attachment. 
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courPmenr Welding Tips 


® 


1. “Soft Flame” SMITH “SOFT FLAME” - Makes Welding Easier 


Smith welding tips are quality engineered to provide easy handling, 
high performance and added protection in welding, brazing and 
soldering operations. 


“Soft Flame” - Makes Welding Easier 

Smith “soft flame” welding tips provide concentrated heat for 
better “puddle” control — the turbulent-free flame eliminates 
puddle chasing. Soft flame provides deep, even penetration 
without burning through base metal for strong, dependable 
welds. Molten metal is protected from atmospheric oxidation 
by smooth, even flame envelope. 


2) Slip-In Tips - Permit 360° Turn 


4. Heavy Wall 
Copper 


For Convenient Positioning 

Tip may be rotated eliminating hose resistance during 
operation. “Slip-In” tips can be changed in just seconds. 
Hand tighten, no wrench needed. “O” rings provide gas tight 
seal. Keeps gases separate until they mix in the tip. 


“O” Ring Seals - Highly Reliable Sealing 

"O” rings provide gas tight seal with no metal seating surface 
to damage if dropped. Gases kept separate until entering 

the mixing chamber. 


4) Heavy Wall Copper - Provides Longer Life 
The heavy wall copper gives greater resistance to reflected 
heat, permits cooler operation, dissipates more heat than thin 
wall copper. Heat absorbing tips provide longer life, and the 
long straightaway design permits tip refacing after excessive 
wear or abuse. 


100% TESTING - ASSURED PERFORMANCE 
Each tip is individually tested on Smith designed automatic testing 
machines and must pass stringent requirements for flame characteristics, 
gas flow and resistance to backfire or flashback. 


Individual Mixers 


2. Slip-In Tips 


FUEL GAS CHART 


3. “O” Ring —> @7® Generic Name Trade Name 
3 
Seals oN aa) Acetylene —. 


& 


Gr Propane, Propane-Based Mixtures | Propane-butane, Flamex, Acetogen, 

FL. Industrial Gas, Hy-Temp, Fuel Gas, 
|.G. Gas, Chem-Gas, Lingas, Chemtane 
Propylene HPG, Apachi, B-Plus, Chem-O-Lene, 
Gulf HP Gas, HEF, B.T.U., Liquifuel 
Natural Gas (Methane) Natural Gas, City Gas 


In-Tip Mix 


SW Heavy Duty Welding & Brazing Tips 
MW Medium Duty Welding & Brazing Tips 


AW Standard Duty Welding & Brazing Tips MANIFOLDING CYLINDERS 
(Airline”) When required flows (cubic feet per hour - SCFH) exceed the 
recommended withdrawal rate from one cylinder then additional 
cylinders must be manifolded to provide safe and efficient operation. 
Acetylene must not be withdrawn at more than 1/7 of the cylinder 
capacity (47 SCFH for a 330 cu. ft. cylinder). Consult your gas supplier 
for manifolding instructions for the gases and cylinders supplied fo you. 


1-800-843-7912 - 1-605-882-3200 - FAX 1-800-685-3370 - FAX 1-605-882-2100 4i 


Welding Tips pam zs 
Heavy Duty “SW” Series 


® 


SW7200 Series Oxy-Acetylene 

The SW200 Series is for general and heavy welding and brazing. Swaged 
construction provides greater heat concentration for improved “puddle” 

control. Tips bent to 63-1/2° angle. Replaceable “O” rings: LW15 (Pkg. of 25). 
USE IN: Torch Handles - WH200 & SW1B. 


FUEL GASES: These tips may also be used for brazing with MAPP®, 
Liquid Air Fuel-Gas or brazing with propylene base fuel gases. When using 
these gases, select a tip two sizes larger than recommended for the same 
work as acetylene. 
Welding Range Pressure Each Gus Consumption Each 
Tip Number Inches mm | Drill Size (PSIG) at Reg. Gas (SCFH) 
Ssw201 1/32 dl 7\ 10 2.8) 
SwW203 | 5/64 | 1.9 67 10 SZ 
SW204 | 3/32 | 2.4 63 10 4.3 
SW205 1/8 3 57 10 
3/16 
3/8 
1/2 
7/8 


1" & over 


* Manifold 2 cylinders. ** Manifold 3 cylinders. 


NOTE: Not recommended for use with Propane. 


Consumption (SCFH: cubic feet per hour) figures shown, represent the average 
volumes of gases consumed when acetylene is added until sooty smoke just 
disappears from the acetylene flame prior to opening the oxygen valve and 
adjusting to a neutral flame. 


SW400 Series Oxy-Propane / Natural Gas 


SW400 Series is for general purpose heavy duty brazing. Tips are designed 
for use with propane and propane base fuel gases with oxygen. 


USE IN: Torch Handles - WH200 & SW1B. 


Pressure (PSIG) Consumption Each Gas (SCFH) 
Tip Number Propane Oxygen Propane 


SW403 10 3.1 oo) 
SW405 10 8.4 2.1 
SW409 10 30.0 7.8 


NOTE: Natural gas is 10 PSIG. 


Tip End Recessed For 
Propane or Natural Gas 
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couPmenr Welding Tips 


® 


Medium Duty “MW” Series 


MW7200 Series Oxy-Acetylene 
MW 200 Series is for general purpose medium duty welding which 


features Smith “soft flame” for easier puddle control and better 
penetration. Tips are bent to 63-1/2° angle. 
Replaceable “O” rings: MW15 (Pkg. of 25). 


USE IN: Torch Handles - WH100 & MWSA. 


FUEL GASES: These tips may also be used for brazing with MAPP®, 
Liquid Air Fuel-Gas or brazing with propylene base fuel gases. 
When using these gases, select a tip two sizes larger than 
recommended for the same work as acetylene. 


yw" MW7205 Welding Range Pressure Each Gas | Consumption Each 
Tip Number | Inches Drill Size} (PSIG) at Reg. Gas (SCFH) 
MW201 | 1/32/ . 7 10 2.3 
MW203 | 5/64/ 1. 67 10 G2 
MW204 | 3/32) 2. 63 10 4.3 
MW205 | 1/8 57 10 6 
MW207 | 3/16 54 10 12 
MW208 | 1/4 52 10 17 
MW209 | 3/8 49 10 23 
MW210 | 1/2 44 1] 36 


Consumption (SCFH: cubic feet per hour) figures shown, represent the 
average volumes of gases consumed when acetylene is added until 
sooty smoke just disappears from the acetylene flame prior to opening 
the oxygen valve and adjusting to a neutral flame. 


NOTE: Not recommended for use with Propane. 


MW400 Series Oxy-Propane/Natural Gas 


General purpose medium duty brazing tips designed specifically 
for use with propane or propane base mixture fuel gases with oxygen. 


Tips bent to 63-1/2° angle. Replaceable “O” rings: MW15 (Pkg. of 25). 


USE IN: Torch Handles - WH100 & MWSA. 


Pressure (PSIG) Consumption Each 
Oxygen | Propane Oxygen Propane 


Tip End Recessed For 
Propane or Natural Gas 
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Welding Tips 
Standard Duty “AW” Series 


AW7200 Airline” Series Oxy-Acetylene 
General purpose standard duty welding/brazing tips. Shorter, lighter and 
easier to handle. Replaceable “O” rings: AW15 (Pkg. of 25). 


USE IN: Torch Handles - AW1A & AWI0A. 


FUEL GASES: These tips may also be used for brazing with MAPP®, Liquid 
Air Fuel-Gas or brazing with propylene base fuel gases. When using these 
gases, select a tip two sizes larger than recommended for the same work as 
acetylene. 


j 


NOTE: Not recommended for use with Propane. 


Welding Range Pressure Each Gas | Consumption Each 
Tip Number Inches mm Drill Size (PSIG) at Reg. Gas (SCFH) 


AW200 | Very Light 76 10 1. 
Metal up to 7 
1/32 7 10 2.3 
5/64 : 67 10 3.2 
3/32 : 63 10 4.3 
1/8 57 10 6 
3/16 54 10 12 
3/8 A9 10 23 
1/2 44 1] 36 


Consumption (SCFH: cubic feet per hour) figures shown, represent the 
average volumes of gases consumed when acetylene is added until 
sooty smoke just disappears from the acetylene flame prior to opening 
the oxygen valve and adjusting to a neutral flame. 
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SMITHSMITHSMITHSMIT 


ourmenr Heating Tips 
Heavy Duty / Oxy-Acetylene 


Heating Tips 

Used in Welding Handles 

Smith’s multi-flame and single flame heating tips 

are designed to provide large volumes of heat for 
applications such as: heat treating, priming, bending, 
straightening, pre-heating, brazing, shrinking, 


C*) forming and many others. Heating tips provide 


Kae Actual Size significant cost savings in many applications. 
SW By providing great amounts of quick, concentrated 


heat, heating tips do the job faster and cut labor tim 
Z ra 


to a minimum. For proper performance, use the 
Actual Size 
large areas. 


recommended pressures for each tip and with an 
adequate gas supply. Manifolding of cylinders is 

Pe WARNING! 
ail near MANIFOLDING CYLINDERS: When 


essential for safe and efficient operation of large 
required flows (cubic feet per hour - SCFH) 


size heating tips. 


Acetylene multi-flame heating tips are designed to 
provide large volumes of concentrated heat for 
bending, straightening, shrinking, forming and many 
other applications. Smaller sizes are often used for 
bronze welding or for applying hard facing metal to 


exceed the recommended withdrawal rate 
from one cylinder then additional cylinders 
must be manifolded to provide safe and 
efficient operation. Acetylene must not be 
withdrawn at more than 1/7 of the cylinder 
AG capacity (47 SCFH for a 330 cu. ft. cylinder). 
atl Actual Size Consult your gas supplier for manifolding 


instructions for the gases and cylinders 


supplied to you. Refer to Technical Section. 


CAUTIONS Heating tips must be used in conjunction 


with high flow flashback arrestors. It may be necessary USED IN: Torch Handles - WH200, SW1A & SWB. 

to increase outlet pressures to compensate for flow 

restrictions that may be created by flashback arrestors. NOTE: Oxy-Acetylene tips may also be used with 
oxygen/hydrogen. 


Pressures (PSIG) Consumption (SCFH) Average Fuel Overall Length 

Oxygen Fuel Gas Oxygen Fuel Gas BTU Cylinders Required Inches /mm 
15 15 31 28 40,125 ] 16” / 406 
15 15 55 50 71,750 2 16” / 406 
15 15 96 87 124,670 2 19” / 483 
3 19” / 483 


15 IS 194,890 
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e@ @ 
Heating Tips Le 


® 


Medium Duty / Oxy-Acetylene 


Versatile multi-flame heating tips for the popular medium duty torch handles. Used for general heating of metals, 
brazing, hard surfacing, etc. Heads are manufactured from solid copper. 


USED IN: Torch Handles - WH100 & MWSA. 


y 


Actual Size Actual Size 


Pressures (PSIG) Consumption (SCFH) Average Fuel Overall Length 
Flames Oxygen Fuel Gas Oxygen Fuel Gas BTU Cylinders Required Inches /mm 
6 10 15 31 28 40,125 1 10"/254 
6 10 15 57 51 73,085 me? 16"/406 
12 10 15 100 90 128,970 sy? 18/457 
NOTE: Tips may also be used with oxygen/hydrogen. 


**NOTE: 350 cubic foot minimum size. Standard Duty = Acetylene 


Handy light duty multi-flame tip for heating, brazing 


oe c 
and applying hard facing metals. Uses medium A Se Pa Ss 
pressure acetylene and oxygen. ZA 4 
yr 


USED IN: Torch Handles - AW1A & AW1 0A. ge AT603 


AT605 ‘ 
Actual Size Actual Size 


Stock Pressures (PSIG) Consumption (SCFH) | Average Fuel Overall Length 
No. Oxygen Fuel Gus Oxygen Fuel Gus BTU Cylinders Required | Inches/mm 


AT603* 14 6 WW IW 24,500 ] 10"/254 
AT605 10 15 32 29 41,550 1 10"/254 


NOTE: Tips may also be used with oxygen/hydrogen. 
* Head Stock No. 13716 


CAUTIONS Heating tips must be used in conjunction with high flow flashback arrestors. It may be necessary to increase outlet 
pressures fo compensate for flow restrictions that may be created by flashback arrestors. 


Special Heavy Duty Heating Tip 


JX16 Aluminum Extrusion Cutting Tip Oxy-Propane or Natural Gas 
Used to “cut” aluminum extrusions - actually melts the aluminum rather than cutting 
it as a standard tip cuts steel for a straight edge cut. The JX16 is perfect for use in 
aluminum extrusion mills and in any other situation where similar cuts are needed. 


- 


“4 


Can also be used as a heating tip. May also be used to texturize stone/brick. JX16 4 fy 
Uses LP Gas or Natural Gas with Oxygen. Length - 14-1/2”  f 
. (368mm) a 
The head of the JX16 contains 42 orifices, drill sizes #60. eet 4 Head Size yf 
or 1” X 3-9/16" X 1/2” 
USED IN: Torch Handle - SW1B & WH200. (25.4mm X 90mm X 13mm) 
Propane Consumption Heat Output 
Pressure (PSIG) (SCFH) BTU/Hour 


Nat. Gas | Oxy. | Propane t Fuel Oxy. Propane | Nat. Gas 
25 80 25 128 502 297,000 | 130,000 


Tip End Illustration 
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EQUIPMENT H eating Tips 


® 
Medium pressure oxy-propane or propane based Heavy Duty / Oxy-LP 
heating tips provide high heating performance with y a 
low cost fuel gases including natural gas and Va 


propane base gases. 


USED IN: Torch Handles - WH200 & SW1B. 


NOTE: ST635 & ST638 require 3/8” I.D. (10mm) hose 
and HB1522B-510 propane cylinder regulator. 


CAUTION: Heating tips must be used in 
conjunction with high flow flashback arrestors. 
It may be necessary to increase outlet pressures 
to compensate for flow restrictions that may be 
created by flashback arrestors. 


No. of Uses Pressures (PSIG) Consumption (SCFH) Average * Fuel Overall 
Flames Oxygen | Fuel Gas | Oxygen Fuel Gas BTU =| Cylinders Required} Length 


Fluted Propane 23-65 10-28 | 225-535 | 70-160 | 244,000 1-2 15-3/4” 
Natural Gas | 18-55 10-28 | 175-450 | 96-267 | 155,145 (400mm) 
Propylene 20-60 10-28 | 235-430 | 100-160 | 280,000 
Propane 50-110 | 17-28 | 480-1000 | 140-280 | 455,000 31-1/2" 
Natural Gas | 43-80 18-28 | 390-785 | 200-450 | 313,950 (800mm) 
Propane 70-115 18-40 | 670-1580 | 185-480 | 614,195 


Note: 100 lb. minimum tank size. Head and Mixer Assemblies ONLY 


Head and Mixer 


Assemblies 
Custom built heating tips for 
maximum versatility in heating 


operations. Make any length s Pressures (PSIG) | Consumption (SCFH) Average | **Fuel 
heating tip. All that is required . Oxygen| Fuel Gas | Oxygen | Fuel Gas BTU Cylinders 
is to add the desired length Required 
of pipe (with 1/4" NPT pipe Propane | 50-110| 17-28 | 480-1000|140.280 | 455,000 

dread oncetnerend) ane: Natural Gas] 43-80 | 18-28 | 390785 |200-450 | 313,950 

attach to the heating assemblies. 


Pipe is not supplied. *Head and Mixer Assembly Only 
**Note: 100 |b. minimum tank size. — 


NE170 Propane/Natural Gas-Compressed 
Air Heating Tip 

Produces concentrated flame not normally possible 
with low cost natural gas. Ideal for a wide range of <@e 
heating applications including die casting. Produces 
temperatures of 3400°F with natural gas and 3500°F 


ith Operat f 2-10 PSIG Consists of: 
wiin propane. perates on gas pressures oF 2- Assembly Gas Mixer | Tip Head eaccanE 


d 10-100 PSIG daine ‘mam: heat 
Mili auiknneeo Rc aideuiek NE170| sT6258 | = NEI71_—_ | NE171-1 
ee noe 86,000 BTU’s/HR 


Fits WH200 handle. 
1-800-843-7912 - 1-605-882-3200 - FAX 1-800-685-3370 - FAX 1-605-882-2100 47 


Length 15-5/8” 
Weight 2 Ibs., 3 oz. 


e@ e@ 
Heating Tips pam ee 


® 


Five minute style heating tip for 


Heavy Duty / Oxy-Propane 
<< \ thermite rail welding. 
sai \ Gas Pressures: 


15674 A OXYGEN 00... eeeeeeeeeeeeeeeeees 65 PSIG 
Thermite Heating Tip 7 PRINS i xcorccarsoceee tetas 15 PSIG 


(Railroad) Fits SW1A or WH200 handles. 
Overall length 15-1/2”. 


WARNING! 


MANIFOLDING CYLINDERS: When required CAUTION: When using liquid oxygen, tips may 


flows (cubic feet per hour - SCFH) exceed the require greater gas volume than a single cylinder 
is capable of producing. External evaporators or 


manifolding multiple cylinders may be necessary 
to supply sufficient gas flows. 


recommended withdrawal rate from one cylinder 
then additional cylinders must be manifolded to 
provide safe and efficient operation. 


Medium Duty / Propane, Natural Gas 


“A > 
y =~ 


Tip End - Actual Size 


Tip End - Actual Size 
Multi-flame heating tip used with propane, propane based fuels and natural gas. 


USED IN: Torch Handles - WH100 & MWS5A. 


No. of Uses Pressures (PSIG) Consumption (SCFH) Average **Fuel Overall 
Flames Oxygen | Fuel Gas Oxygen Fuel Gas BTU Cylinders Required | Length 
Fluted | Propane 20-60 10-25 225-535 | 70-160 | 286,350 D) i}? 
Natural Gas |_ 15-50 10-25 175-450 | 96-267 | 181,500 (483mm) 
Fluted | Propane 40-70 15-25 360-570 | 125-180 | 380,950 2-3 


**Note: 100 lb. minimum tank size. 


Standard Duty - Propane, Natural Gas 


Multi-flame heating tip used with propane, propane based fuels and natural gas. ZA 
AT615 


USED IN: Torch Handles - AW1A & AW10A. . Tio End 
Po ee ip En 
Torch Head Stock No. 13715 ee Actual Size 


No. of Uses Pressures (PSIG) Consumption (SCFH) Average Fuel Overall 
Flames Oxygen Fuel Gas Oxygen Fuel Gas BIU | Cylinders Required Length 
Fluted Propane 14 10 78 16 39,840 1 10-1/2” 
Natural Gas} 20 5 36 19 20,900 (254mm) 


CAUTION: Heating tips must be used in conjunction with high flow flashback arrestors. It may be necessary to increase 
outlet pressures to compensate for flow restrictions that may be created by flashback arrestors. 
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gaaual 


Heating Tips 


Heavy Duty / Oxy-MAPP*, promi 


yA 
, a 
Actual Size 
Actual Size ST825 Head 
ST815 Head 
ST815- Medium capacity tip: $T825 - High capacity heating tip: 


Use in WH200 & 


SW1B handles. 
Torch Head Stock No. 4642 


Use in WH200 & SW1B torch handles 


with 3/8” (10mm) I.D. hoses. 


Torch Head Stock No. 4639 


**Note: 100 lb. minimum tank size. 


Medium Duty / Oxy-MAPP*, Propylene 


Actual Size 
MT615 Head 


MT615, MT810 & MT815 - Medium capacity tip: Use in WH100 & MWSA torch handles. 
MT615 Torch Head Stock No. 1495 ¢ MT815 Torch Head Stock No. 4642 


Propylene 


Pressures (PSIG) 


Actual Size 
MT810 Head 


Consump 


tion (SCFH) 


Oxygen Fuel Gas 


Oxygen 
235-430 


Fuel Gas 
100-160 


Average 
BTU 


280,000 


No. of Uses Pressures (PSIG) Consumption (SCFH) | Average Fuel Overall 
Flames Oxygen Fuel Gas Oxygen Fuel Gas BTU [Cylinders Required| — Length 
Fluted MAPP® 40-70 15-35 395-650 | 125-230 | 421,000 1-2 20-1/2" 
Propylene | 37-77 13-37 390-655 | 120-235 | 415,000 (521mm) 
MAPP® | 60-110 22-35 590-1500} 200-528 | 865,000 2-5 ol” 
(787mm) 
Propylene 20-35 580-1500} 225-525 | 830,000 


Actual Size 
MT815 Head 


“Fuel 
Cylinders Required 


19” 
(483mm) 


MAPP® 


125-155 


46-55 


121,500 


Propylene 


120-160 


42-58 


115,000 


] 8” 
(457mm) 


Fluted 


MAPP® 


395-650 


125-230 


421,000 


Propylene 


**Note: 100 |b. minimum tank size. 
CAUTION: Heating tips must be used in conjunction with high flow flashback arrestors. It may be necessary to increase 
outlet pressures to compensate for flow restrictions that may be created by flashback arrestors. 
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390-655 


120-235 


415,000 


19” 
(483mm) 


Heavy Duty High Pressure & 3-Stage Regs. 
SN Gos HB2100 Series : Mim . 
i f Wes, (Stainless Steel Diaphragm) Key (EE ‘ L) 820 Series 
as iy & a f *) a. ; 4 7 S & 
Gi | HB1500 Series 4 3: ‘@ 237-142958a 
ye ! Pages ~— Page 59 
51-53 
Medium Duty Flowmeter Regulators 


ory ie H1700 Series | ‘eat | H1900 Series 

. sah? ‘ 3 (F & 
LN Page 54 ( \@-ef >» H1700 Series 
Re = Pages 60 - 62 


[33 . vam fy 19 i 
et H1700 Series LE) (Get 3 H ee 
ag & 4 ee PE : 
EC-> HB1500 Series a er SE ye ener ones 

SS . . p 
e/ Page 55 age ce 


( MS) Ss fF H1100, H1200 & H2200 
: Ir > H1400 Series i : » Series 
GE s 2 ey) & 
Oe ws J Page 55 ae) Gauges 
Gs wy 


= Pages 64 - 65 


Standard Duty & Purge/Test Regs. 


EN <2 H1900 Series 
‘oe’ oak = 
~ G2) ungasp-se0 
> Pages 
57-58 
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MITHSMITHSMITHSHM 


® 


rrr Regulators 


Heavy Duty HB2100 & HB1500 Series 


Sa 
——=S | _&— 
et 


2. Sensitive 


Diaphragm 3. Color Coded Bonnet Label 


a 


4. Dual Filters 


1. Rugged epee 
oe (64mm) ES 
Polished 2g 
Brass Se 
Gauges [U3 
gu ® 


FEATURE BENEFITS 


7) Rugged Brass Construction 
Provides durability and corrosion resistance. 5) 2-1/2” (64mm) Diameter 


Extra Sensitive Diaphragms Polished Brass Gauge: 


HB2100 Series designed with durable stainless 
steel for liquid cylinder applications. 

HB1500 Series designed with nylon 
impregnated Neoprene for long, accurate service. 


Color Coded Bonnet External Relief Valve 
For easy gas service identification. To protect low pressure side of regulator from 


Dual scale, polished brass gauges (PSI/kPa) 
provide high visibility and excellent corrosion 
resistance. Constructed with Polycarbonate shatter 
resistant lenses. 


damage due to inadvertent high pressure surge. 
Dual Filters 


Internal filter and inlet filter protect high pressure 3 Year Limited Warranty 


seat from damage by debris entering the regulator. 


HB2100 Series x = HB1500 Series 


Stainless Steel Nylon Impregnated 
Diaphragm Neoprene Diaphragm 
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Regulators Ae 


Heavy Duty Brass HB2100 Series 
Stainless Steel Diaphragm 


® 


HB2100 series single stage regulators feature durable 
stainless steel diaphragm specifically designed for 

use with liquid cylinders. Simple design and rugged 
construction provide long life and dependable service, 
excellent for high withdrawal, multi-cylinder and 
cryogenic applications. 


| 
wr WS 


ACCESSORIES 


Regulators 
Flowmeters 


SS ae 


>» Watertown, sp uss 2 


Regulator 
With Hard Hat™ 


ee HB190 

3 Year Limited Warranty ig aed ede 
Gauge/Regulator 

Oxygen Regulators Guards 

see page 84 

Stock Gas lage Gauges (2-1/2” /64mm Dia.) Inlet Outlet Max 

Number Used Pressure Inlet Outlet Connection | Connection | Inlet Pressure 


HB2110A-540 | Oxygen MeReuesiem §=4000 PSIG 200 PSIG | CGA 540 |9/16"-18 RH | 3000 PSIG 
0-1000 kPa piapastelelon ze) 1400 kPa “Bl 


HB2111A-540 0-275 PSIG AOOPSIG Check Valves 
0-1900 kPa 2800 kPa see page 83 


Other Gases 


Stock Gas Delivery Gauges (2-1/2” /64mm Dia.) Inlet Outlet Max 
Number Used Pressure Inlet Outlet | Connection} Connection | Inlet Pressure 
HB2130-580 [Nitrogen OYeuesiemy 4000 PSIG | 400PSIG |CGA 580 | 5/8"-18 RH | 3000 PSIG 
0-1900 kPa papastelelen ze) 2800 kPa Internal 
HB2133-320* | CO, [Reamelie CGA 320 
0-1000 kPa lashbodk 
HB2177-680 | Nitrogen 6000 PSIG CGA 680 $S00 PSIG pas pac 
Argon 42000 kPa pastors 
see page 82 
* Flows above 100 SCFH CO, require minimum 80 PSIG outlet and heat may be needed to prevent 
freeze-up. 
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EOUPMENT Regulators 
Heavy Duty Brass HB1500 Series 


BRASS CONSTRUCTION FOR DEPENDABLE SERVICE 

IN CORROSIVE ATMOSPHERES 

HB1500 series single stage regulators comprise a complete line of 
versatile regulators for welding, cutting, heating and other industrial 
applications. Heavy duty construction and simplified design provides 
high gas flow and longer trouble-free operation. 


ty BS 


3 Year Limited Warranty 


ACCESSORIES 


Tame Gauges (2-1 /2” /64mm Dia.) Inlet Outlet Max 
Number Pressure Inlet Outlet | Connection! Connection | Inlet Pressure 


HB1510A-540 0-150 PSIG Hee Ae) 200 PSIG | CGA 540 | 9/16"-18 RH | 3000 PSIG 
aKeleleh em = 28000 kPa 1400 kPa “BY 


HB1510A-540S2 


HB1511A-540 0-275 PSIG 400 PSIG 
0-1900 kPa 2800 kPa 


Acetylene Regulators HB190 


; 7 ; “Hard Hat”™ 
Stock Gas WTI a gu Gauges (2-1 /2” /64mm Dia.) Inlet Outlet Max Gauge/Regulator 


Number Used Pressure Inlet Outlet | Connection | Connection | Inlet Pressure Guards 
HB1520B-300| Acetylene Meda ese 400 PSIG 30 PSIG | CGA 300 |9/16"-18 LH A400 PSIG see page 84 
HB1520B-300S2 0-100 kPa 2800 kPa 200 kPa “B" 


HB1521B-510 CGA 510 
HB1521B-510S2 


Check Valves 
Propane, Propylene, MAPP® & Natural Gas Regulators see page 83 


Stock WAN Ta me Gauges (2-1/2” /64mm Dia.) Inlet Outlet Max 
Number Pressure Inlet Outlet | Connection) Connection | Inlet Pressure 


HB1522B-510 0-60 PSIG 400 PSIG | 60 PSIG {CGA 510 |9/16"-18 LH | 400 PSIG 


0-350 kPa 2800 kPa 400 kPa “BY 


Other Gases 
Stock Gas UYiNla'au Gauges (2-1/2” /64mm Dia.) Inlet Outlet Max 
Number Used Pressure Inlet Outlet | Connection) Connection | Inlet Pressure 


HB1530-580 | Nitrogen OyAmesiem 4000 PSIG A400 PSIG |CGA 580 | 5/8"-18 RH | 3000 PSIG 
0-1900 kPa SimyAstelelen ace} 2800 kPa Internal 


HB1533-320'| CO, MRE 200 PSIG _| CGA 320 
0-1000 kPa 1400 kPa 


| Flows above 100 SCFH CO, require minimum 80 PSIG outlet and heat may be needed to prevent freeze-up. 
2 Includes HB190 “Hard Hat™” Gauge Guard. 


Flashback 
Arrestors 
see page 82 


NOTE: These regulators are not suitable in cryogenics or lox or other liquid gas systems. 
(See HB2100 Series for liquid applications) 
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EQUIPMENT 
1) 


FEATURE BENEFITS 


Rugged Brass Construction 
Provides durability and corrosion resistance. 


Sensitive Composite Neoprene Diaphragm 
Provides sensitivity for highly accurate operation and 
extended service life. 


Dual Filters 
Internal filter and inlet filter protect high pressure seat 
from damage by debris entering the regulator. 


Color Coded Bonnet 
For easy gas service identification. 


2” (51mm) Diameter Polished Brass Gauges 


Regulators 
Flowmeters 
Manifold Sys. 


Stock 
Number 


Oxygen Regulators 


Delivery 
Pressure 


H1710C-540 


Acetylene 


Stock 
Number 


0-100 PSIG 
0-700 kPa 
Regulators 


Gas 
Used 


Delivery 
Pressure 


H1720C-300 


H1721C-510 


Stock 
Number 


0-15 PSIG 
0-100 kPa 


Acetylene 


Gas 
Used 


Delivery 
Pressure 


H1722C-510 


meron 0-50 PSIG 


0-350 kPa 


Other Gases 


Stock 
Number 


Gas 
Used 


Delivery 
Pressure 


H1730C-580 


Argon/ (eaieee sie 
0-700 kPa 


Nitrogen 


H1733C-320* 


C05 


H1732-350 


Hydrogen/ 
Methane 


3 Year Limited Warranty 


Gauges (2” /51mm Dia.) 


Inlet Outlet 


0 0909 0 OO 


Inlet 
Connection 


Dual scale, polished brass gauges (PSI/kPa) provide 
high visibility and excellent corrosion resistance. 
Constructed with Polycarbonate shatter resistant lenses. 


Dual Safety Features 
External Safety Relief Valve. Diaphragm designed to 


rupture if high pressure seat fails. 


Outlet 
Connection 


UL Listed Max 
Inlet Pressure 


4000 PSIG 150 PSIG 
28000 kPa 1000 kPa 


Gauges (2” /51mm Dia.) 


Inlet Outlet 


CGA 540 


Inlet 
Connection 


(‘B") 
9/16"-18 RH 


Outlet 
Connection 


3000 PSIG 


UL Listed Max 
Inlet Pressure 


400 PSIG 30 PSIG 
2800 kPa 200 kPa 


Gauges (2” /51mm Dia.) 


CGA 300 


(‘B") 
9/16"-18 LH 


Inlet Outlet 


CGA 510 


Propane, Propylene, MAPP® & Natural Gas Regulators 


Inlet 
Connection 


Outlet 
Connection 


400 PSIG 


UL Listed Max 
Inlet Pressure 


A00 PSIG 60 PSIG 
2800 kPa 400 kPa 


Gauges (2” /51mm Dia.) 


Inlet Outlet 


CGA 510 


Inlet 
Connection 


(‘B") 
9/16"-18 LH 


Outlet 
Connection 


400 PSIG 


UL Listed Max 
Inlet Pressure 


4000 PSIG 150 PSIG 
28000 kPa 1000 kPa 


CGA 580 


CGA 320 


5/8"-18 RH 


Internal 


CGA 350 


“Be 
9/16"-18 LH 


3000 PSIG 


ACCESSORIES 


v 


H195 
“Hard Hat”™ 
Gauge/Regulator 
Guards 
see page 84 


Check Valves 
see page 83 


— 


Flashback 
Arrestors 
see page 82 


* Flows above 100 SCFH CO» require minimum 80 PSIG outlet and heat may be needed to prevent freeze-up. 
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@ 
EOUIPMENT Manifold Regulators 


Heavy Duty Brass HB1500 Series & 
Medium Duty Brass HI700 Series 


3 Year Heavy and Medium duty brass line regulators are rugged and corrosion resistant with 
ee 2” and 2 1/2” polished brass gauges and shatter resistant polycarbonate lenses. 
Limited , 
Gas Delivery Gauges Diameter Outlet UL Listed Max 
Warra nty Used Pressure MUTuCy mm Connection | Inlet Pressure 


Oxygen MOSmnen 21/2"| 64 ("B") 250 PSIG 
0-1050 kPa mad 51 |9/16"-18 RH 

CS Acetylene [OMBMaIem 21/2") 64 ("B") 
H1700 Series 0-100 kPa wag 51 |9/16"-18 LH 


ao IPGas [OCOasiem 21/2"! 6d 
aS 0-350 kPa Jaa oh 


[ yy na os \ 


1 “C" size inlet connection (7/8”-14 RH). 
Fits station valve NCG No. M960R, Rego. No. 7160. 


i 2 "C" size inlet connection (7/8"-14 LH). 
psn, Fits station valve NCG No. M961R, Rego. No. 7161. = a 
Va ‘ NOTE: Body inlet 1/4” NPT. =a & 
“eg oe aH 
Nanee HB1500 Series 2 e 5 


H1400 Series Two Stage Regulators 

Drop cylinder pressure to working pressure in two stages for consistent and 
accurate outlet pressure and flow regardless of inlet pressure. Recommended 
where outlet pressure and flow must be maintained without variation. 


100% TESTED AND INSPECTED 


oy: 3 Year Limited Warranty 
VA H1400B Series Two Stage Regulators 


Gas Delivery Gauges (2” /51mm Dia.) Inlet Outlet UL Listed Max 
Used Pressure Inlet Outlet Connection | Connection | Inlet Pressure 
H1410B-540| Oxygen MeSPeyes\emy 4000 PSIG 150 PSIG_ | CGA 540 ("B") 3000 PSIG 
830 kPa 28000 kPa 1000 kPa 9/16"-18 RH 
H1420B-300}| Acetylene CARNE 400 PSIG 30 PSIG | CGA 300 ("B") 400 PSIG 
0-100 kPa 2800 kPa 200 kPa 9/16"-18 LH 
H1421B-510 CGA 510 
H1432B-350| Hydrogen/ MOSPANSIemy 4000 PSIG 150 PSIG | CGA 350 3000 PSIG 
H196 Methane 830 kPa 28000 kPa 1000 kPa 
“Hard Hat’™ H1431A-580} Nitrogen/ SOO ASIe 60 PSIG | CGA 580 | 5/8"-18 RH 
Gauge/Regulator Helium/Inert mckL@ axe) A00 kPa Internal 
Guards H1414A-580 0-250 PSIG 400 PSIG 
see page 84 1750 kPa 2800 kPa 
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As inlet pressures drop in single stage regulators, outlet Back pressure that can push against the high pressure seat is 

pressure will automatically increase. This phenomenon is reduced to the 2nd stage by the Ist stage. 

known as Decay-Rise. The amount is determined by the 

regulator design and size. Ranges typically run between In a single stage regulator the high pressure may drop from 

1/4 and 2 PSI per 100 PSI in cylinder pressure drop. 2200 to O PSI. In a 2-stage regulator it may only drop from 
200 to O PSI thereby drastically reducing the change in back 

This is caused by a drop in back pressure against the high pressure against the high pressure seat which allows for a 

pressure seat which allows the bonnet spring to push the seat more even, consistent outlet pressure and flow. 


further open. 


In a 2-stage regulator the inlet pressure variation range is 
decreased by the 1st stage (which is basically a regulator 
attached to a regulator) and dumped into the 2nd stage 


allowing constant outlet pressure. 


Outlet 
Pressure 


Inlet 
Pressure 
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Bonnet 


Inlet Back Inlet Back 
Pressure Pressure 
Reduced to 
Inlet Back fi 
Pressure — 200-0 psi 
2200-0 psi High 
‘ Pressure 
High 
Siessiiie Preset) Seat Adjusting 
Seat Adjusting Screw 


Screw 


Bonnet 
Inlet Spring 
ne aN 1st * 
rom 
Cylinder 9 Outlet 
e e e 
Cylinder Connection Information 
(CGA Number Designations) 
510 510 
Internal 540 


wait Threads 
Internal | 


200 


LP Acetylene Oxygen 
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EOUIPMENT Regulators 
H1900 Series - Single Stage 


H1900 Series Single Stage Regulators 
Economical, compact single stage design provides efficient 
and dependable control of gases. H1900 series regulators 
are engineered to maximize performance for torches requiring 
lower gas flows and outlet pressures. 


FEATURE BENEFITS 


OQ Solid Brass Industrial Construction 
& Durable Teflon® High Pressure Seat 
& Fully Adjustable Outlet Pressure 


4) Polished Brass 2” (51mm) 
Diameter Gauges 


Extra Sensitive Diaphragm 


1 Year Limited Warranty 5 
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Oxygen 


Stock Delivery Gauges (2”/51mm Dia.) Inlet Outlet UL Listed Max 
Number Pressure Inlet Outlet Connection} Connection Inlet Pressure 
H1910F-540 (yA em 4000 PSIG 150 PSIG | CGA 540 ("B") 3000 PSIG 

(OLN Zen ©28000 kPa 1000 kPa 9/16"-18 RH 
H1940G-540 0-20 PSIG 30 PSIG 
0-100 kPa 200 kPa 


ACCESSORIES 


Check Valves 
see page 83 


Acetylene 


Stock Gas Delivery Gauges (2”/51mm Dia.) Inlet Outlet UL Listed Max 
Number Used Pressure Inlet Outlet Connection | Connection Inlet Pressure 
H1941E-520 | Acetylene SOSRNeSIem 400 PSIG 30 PSIG) | CGA 520 ("B") 400 PSIG 

ONKON vem 2800 kPa 200 kPa 9/16"-18 LH 


H1942E-300 CGA 300 
H1944F-200 CGA 200 
H1945E-510 CGA 510 


Flashback Propane, Natural Gas, MAPP® and Propylene 


Arrestors Stock Delivery Gauges (2” /51mm Dia.) Inlet Outlet Max 
see page 82 Number Pressure Inlet Outlet | Connection! Connection Inlet Pressure 
H1945E-510 0-15 PSIG FRAO; 30 PSIG | CGA 510 ("B") 400 PSIG 
ONTO Zey §=—2800 kPa 200 kPa 9/16"-18 LH 


Delivery Gauges (2” /51mm Dia.) Inlet Outlet UL Listed Max 

Pressure Inlet Outlet Connection | Connection Inlet Pressure 

0-150 PSI 4000 PSI 200 PSI | CGA 580} 5/8”-18 RH 3000 PSI 
28000 kPa 1600 kPa Internal 
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Regulators 
H1I900 Series Regulator Twin Packs 


FEATURE BENEFITS 


1. Solid Brass Industrial Construction 
2. Durable Teflon® High Pressure Seat 
3. Corrosion Resistant Brass Gauges 
4. Convenient & Economical 

5. 100% Tested and Inspected 


UE 


H1910F-540 H1945E-510 
Delivery Press: 0-75 PSIG Delivery Press: 0-15 PSIG 
Inlet Connection: CGA 540 Oxygen ff Inlet Connection: CGA 510 Fuel Gas: LP / Acetylene 


H1910F-540 H1942E-300 
Delivery Press: 0-75 PSIG Delivery Press: 0-15 PSIG 
Inlet Connection: CGA 540 Oxygen ff Inlet Connection: CGA 300 Fuel Gas: Acetylene 


Flowmeters 
Manifold Sys. 


HVAC/R Purge and Test Regulators 


Smith’s single stage nitrogen regulator is specially designed to meet the specifications 
of HVAC refrigerant purging applications. This regulator, conveniently packaged 
with the necessary hose, is used with nitrogen to test an HVAC system to locate leaks 
and to purge an area for installation and repair. Its compact size is suitable for use 
where space is limited. 

¢ Economical and accurate 

¢ — Solid brass body provides durability 

¢ = Special Option: Available with heavy duty charging hose outfitted with 

appropriate connections. 
e Large durable nylon adjusting knob for easy pressure adjustment 
¢ 2” (51mm) polished brass gauges 


Stock Delivery Gauges (2” /51mm Dia.) Inlet Outlet Max 
Number Pressure Inlet | Outlet Connection | Connection | Inlet Pressure 


H1935D-580 | Nitrogen MeZbyeesieq 4000 PSIG | 600 PSIG} CGA 580] 7/16”-20 | 3000 PSIG 
ieee rem 28000 kPa | 4000 kPa External 
Flair Fitting 


SINGLE HOSE FOR NITROGEN «.- page 80 for RL260 Nitrogen Hose information. 
6’ (1.8m) x 1/4” (6mm) Heavy Duty Charging Hose for use with Nitrogen for HVAC Purging 
Applications. (To Regulator: 7/16"-20 RH Internal * To AC Unit: 7/16”-20 RH w/core) 
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EQUIPMENT 


WIWyz,, 
Cw ~ 
SSF Zz 
Ee * 2 


High Pressure - 820 Series ratencs 
Heavy Duty High Pressure Regulators 


820 Series high pressure regulator series for use on cylinders with a wide 
variety of non-corrosive inert gases. Piston sensor design gives structural 
reliability in high pressure use. Low torque control adjusting screw permits 
easy adjustment of pressures in closed or dead end systems. 


TYPICAL APPLICATIONS 


= 


¢ High pressure testing ¢ = Chemical plants 
: e = Purging and charging e Manufacturing processes 
820 Series i ¢ = Calibration kits ¢ Research and development 
e — Airline charging carts ¢ Laboratories 


Max. Inlet Inlet Gauge Delivery Gauge Regulators May 
Press. Delivery Range Graduations Range Graduations B nfiqured T. 
(PSIG) Pressure (PSIG) (PSIG) (PSIG) (PSIG) <2 ini als 
6,000 0-500 0-10,000 200 0-1,500 100 Specifications 
6,000 (Mesmelelemy = 0-10,000 200 0-1,500 100 
— - 
6,000 [eRe 0-10,000 3 Year Bess 
ee ES | 
0-4,000 Limited BEE 
0-6,000 Warranty [FE 
aa” 


CONFIGURATOR EXAMPLE: 
[825 - 66 - 26—__ 


OPTION 1: MODEL SERIES OPTION 2: OPTION 3: CGA INLET FITTINGS 
AND OUTLET PRESSURE OUTLET FITTINGS 
Max. CGA 
823 0-500 PSIG Pressure - PSIG 
824 0-1000 PSIG Fs ae (6mm) MPT Stainless Steel 00_None 
825 0-2000 PSIG Ee clve 09 CGA __580 (Brass) 3000 
826 0-4000 PSIG 26 CGA SS 347 5500 
827 0-6000 PSIG 27 CGA SS 677 10,000 
28 CGA SS 680 6000 
NOTE: SS - Stainless Steel 


Special Purpose - 3-Stage Nitrogen - Low Pressure 


TO SUPPLY CONSTANT PRESSURE NITROGEN TO 


OIL-FILLED SUB-STATION POWER TRANSFORMERS 
237-142958A Nitrogen Regulator 
3 Stage 
Delivery Range .4 to .6 PSI 
Input 3000 PSI (CGA 580) 
Standard: 3/8” NPT Female Outlet 
Standard: 580 Inlet Connector 
Inlet Pressure Gauge 
Pre-set: Stage 1 @ 150 PSI 

Stage 2 @ 30 PSI 

Stage 3 @ .4 to .6 PSI 


e Highly reliable design 

¢ Constant pressure 

¢ 3rd Stage Regulator is self-relieving 
to protect the transformer 
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3 Year 
Limited Warranty 


237-142958A 


Regulators Ee 
Flowmeter Regulator 


FEATURE BENEFITS 


QO Unique Self-Centering Ball Guide 


Exclusive self-centering design retains ball in the center of gas 


SMITH’S EXCLUSIVE flow for accuracy and savings. 
SELF-CENTERING BALL 
FLOW TUBE Extra Long Flow Tube 
Smith’s exclusive ball-centering flow tube Expanded scales are easy to read and accurate within 3% of full 
provides accurate flow readings even if the reading. Can be attached to regulators or pipeline installations. 
tube is tipped. This ensures good weld 
quality and gas savings. © Protective Housing 
Flow tubes are protected from accidental damage on three sides 


while offering unobstructed view of flow reading. 


Single Stage Flowmeter Regulators 

Provides unmatched performance in their class for efficient and 

accurate regulation. H1900 Series are equipped with Lexan™ 
OTHERS shatter resistant flow tubes. 

Non self-centering flow tube ball tends to 

float off center. Actual gas flow can be up 5) Scale Selection 

to 2-1/2 times greater than is indicated. Various scales available for a variety of applications. 


Regulators 
Flowmeters 


Manifold Sys. 


O Selec-O-Gas™ Flowmeter Regulators 


Four separate, easy-to-read scales for Argon, CO2, Helium 


and General use. The general scale can be used for most 
non-corrosive gases. 


FLOWMETER 


rv? 


{ 


Two-Stage Flowmeter Regulators 

Meet specific needs and maximize control of expensive gases, 
saving a minimum of one cubic foot per hour. H1765B 
Regulator is equipped with an integral heat exchanger to prevent 
freeze-up. No electrical hook-up is required. 


8) Pressure Relief Valve 
Protects flowmeter from damage due fo inlet pressure surges and 


Pa protects regulator diaphragm from bursting. 


Ties 
mee | 100% TESTED AND INSPECTED 


1900 SERIES NOTE: 
FLOWMETER Read center of ball on all Smith Flowmeters 


REGULATOR 


3 Year Limited Warranty 
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PouPniant Regulators 


® 


Flowmeter Regulator 


SINGLE STAGE FLOWMETER REGULATORS 


Compact, economical single-stage flowmeter regulators provide efficient and accurate 
regulation. Has many features found in more expensive regulators: sensitive rubber 
diaphragm, double filters, rugged, corrosion resistant solid brass bonnet and polished 
brass gauge. Regulators feature a 3 year warranty. 


¢ Flowmeter Tube has a unique ball guide that centers the ball in the flow tube 
and keeps it centered. Other tubes must stand absolutely perpendicular to assure 
flow accuracy. Without Smith’s exclusive self-centering flow tube the ball may float 
off center and the actual gas flow can be up to 2-1/2 times greater than 
is indicated. 


e Lexan™ Flow Tube is highly accurate and shatter resistant. 


H1950 Series Single Stage Flowmeter Regulators- 
Lexan™ Flow Tube H1950D-580H 
Preset Delivery, Inlet Outlet Maximum 
Stock No. Gas Used Flow Range iaiss1 0 Flowmeter | Connection | Connection | Inlet Pressure 
H1950D-580H | Argon/CO, | 0-80 SCFH loNeSemmy H1103E | CGA 580 | 5/8”-18 RH 3000 
H1955D-320H CO, CGA 320 Internal PSIG 
*H1954D-580H | Argon/CO, | 0-60 SCFH Keeney H1230E | CGA 580 
Selec-O-Gas™ Helium 0-190 SCFH 


General/ 0-10 Range 
Any Gas 
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Includes 10’ (2.5m) hose with inert hose connections. Note: Some models available without hose. 
* SELEC-O-GAS™ Regulator Does the jobs of more than 3 common flowmeters. Has 3 separate scales: ARGON/CO., HELIUM & GENERAL GAS. 


3 Year Limited Warranty 


H2051 SINGLE STAGE FLOWMETER REGULATOR 


Exceptional value and compact design, provides precise shield gas 
regulation for MIG and TIG welding applications and more. Shatter 
resistant polycarbonate flow tube features triple scale for Argon, Helium 
and Argon/COz2 and has a packless O-ring flow tube seal which 
reduces maintenance. Built-in rupture disc reduces possibility of flow 
tube damage due to high pressure inlet surge. Precision flow adjustment 
valve locks flow at desired setting. 


H2051A-580 


Preset Delivery Inlet Outlet Maximum 
Stock No. Gas Used | Flow Range Pressure Connection | Connection | Inlet Pressure 


H2051A-580 Argon/CO, | 0-50 SCFH 50 PSIG CGA 580 | 5/8”-18 RH 3000 
Argon, Helium Internal PSIG 


H2051A-580H 


*H2051A-580H 


* Includes 10’ (2.5m) hose with inert hose connections. 


3 Year Limited Warranty 
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Regulators gz 
H1970-580 Series Dual Flowmeter Regulator 


FEATURE BENEFITS 
e Dual Scale Calibration 


¢ Preset at 50 PSIG 3 Year Limited 
e — Back Pressure Compensated Flow Tube Warranty 


¢ — Sensitive Needle Valve for Fine Adjustment 
e Durable Lexan™ Flow Tube Cover 


® 


¢ Large 2” (51mm) Polished Brass Cylinder Contents Gauge 
¢ — Selec-O-Gas™ Flowmeter 


Stock No. VENMaCiC ty Flowmeter | Inlet Connection | Outlet Connection 


H1970A-580 0-60 SCFH H2230 CGA 580 5/8" - 18 RH 
Selec-O-Gas™ Helium 0-160 SCFH Internal 


H1970A-580 


2-Stage Flowmeter Regulators 
H1765D-320 REGULATOR THAT PAYS FOR ITSELF: By sav- 


ing as little as 1 cubic foot per hour of helium or argon, Smith’s regulator will 
pay for itself in 17 weeks. In most cases it can save even more. Smith’s 
H1765D-320 Series regulator features TWO-STAGE REGULATION for maximum 
accuracy in the control of expensive argon and helium gases commonly used in 
shielded inert welding operations. Regulator provides the exact gas flow set on 
the flowmeter tube. No expensive gas waste. 


ACCURACY IS ACHIEVED BY: 


Proven superiority of two-stage regulation in maintaining the absolute 
outlet pressure and flows with varying inlet pressure. 
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&) Flow Tube is extra long and provides extremely accurate flow readings. 


Flowmeter Tube has a unique ball guide which centers the ball float in 
the flow tube and keeps it centered. A ball float in a non-centering tube 
allows the ball to float off-center and will result in larger flows than the 
reading indicates. 


100% Tested and Inspected 


CO,z TWO STAGE FLOWMETER REGULATOR 


Same features as H1760-580 but Smith’s two-stage COz regulator is also 
equipped with a heat exchanger unit that prevents freeze-ups that occur when 
3 Year drawing an excessive volume of carbon dioxide from cylinders. 
¢ Heat exchanger tube warms gas and prevents internal freeze-ups. 


Limited Warranty 
Inlet Outlet Delivery 
Flow Range Connection| Connection | Pressure 
H1765D-320 oo WMeRegey 111251 | CGA 320] 5/8”-18 RH| 30 PSIG 
Heat Exchanger Internal 
Preset Delivery Pressure: 30 PSIG 


REGULATORS FOR DISPOSABLE CYLINDERS 
Attaches to 14.1 oz. and 16 oz. disposable tanks. 


H1765D-320 


Stock No. Outlet PSIG Gas 
Pressure 1 Year 
249-499 4- Oo. 
S xyeen_| Limited Warranty 
249-500 16-18 LP, MAPP®, 
Propylene Fits “B” 9/16” hoses 
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Optimizer™ Anti-Surge Flowmeter 


Designed for MIG & TIG Welding Applications. 


reduces shielding gas consumption by as much as 50%. 

¢ Virtually eliminates costly gas surge when MIG gun or TIG torch is activated. 

© Reduces cylinder handling due to reduced gas consumption. 

* Two Stage anti-surge design provides super accurate gas flow and outlet pressure. 
¢ Assures operator of accurate gas flows to optimize welding performance. 


Gas Used NAC Inlet Connection | Outlet Connection | Max Pressure 


Argon/CO, (OAORSean CGA 580 5/8" - 18 RH 3000 PSIG 
A 


Internal 


3 Year Limited Warranty 


g Se Flow Limiting Valve 
7 For use with H1700 & H1900 Series Flowmeter Regulators and also 
= H1100 and H1200 Series Flowmeters. Flow Limit Knob, optional replacement 
= for standard flowmeter adjustment knob. Locks flow at desired setting. 
H1101-21 15956 


H1900 Series Single Stage Flow Gauge 


repens BENEFITS 
Compact Design 
Machined Brass Body and Bonnet 

PTFE Seat 

Neoprene/Nylon Diaphragm 

2” (51mm) Diameter Polished Brass Gauges 
Protective Inlet Filter 

Self Re-Seating Pressure Relief Valve 

0 - 4000 Inlet Gauge 

10 - 50 SCFH Delivery Gauge 
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Stock No. Gas Used MINCE Inlet Connection | Outlet Connection 
H1957B-580 10-50 SCFH CGA 580 5/8” - 18RH 


Internal 


H1957B-580H* 
* Includes 10’ (2.5m) hose with inert hose connections. ait 
1 Year Limited Warranty H1957B-580H 


HI700 Series Single Stage Flow Gauge 


Stock No. Gas Used BPI NCIC Inlet Connection | Outlet Connection 
H1758C-320) CO, 0-50 SCFH CGA 320 5/8” - 18 RH 


Internal 


3 Year Limited Warranty 
FIXED FLOW ADAPTORS - H1400 Series 


Designed for welding operations or other applications requiring fixed gas flows. 
Installs in regulator outlet or directly on 30 PSIG pipeline outlet without regulator. 
Set regulator at 30 PSIG and be assured of correct gas flow. Inlet filter protects orifice 
from debris. F.M. thread size 5/8” (16mm) - 18 U.N.F. Male thread size 1/4” NPT (6mm). 


Flow SCFH (30 PSIG Inlet) 
Stock No. i Helium | Nitrogen | Hydrogen Orifice Diameter 
H1400-20 65 25 91 .026 


’ H1758C-320 


H1400-40 
H1400-50 : . H1400-10 
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Flowmeter assemblies are designed to operate at an inlet pressure of 30 PSIG (except 
g Pp Pp 


H1103 which is designed to operate at an inlet pressure of 80 PSIG). They may be 
attached to regulators or pipeline installations. All flowmeters have 1/4” (6mm) NPT 
female inlets. 


FEATURE BENEFITS 
QO Flow tube is extra long and is accurate to within 3% of the full scale reading. 


Tubes are made of shatter resistant Lexan™. 


HnI04 


Flow tube has a unique ball guide which centers the ball in the tube and keeps it 
centered. A ball float in a non-centering tube allows the ball to float off-center 
and will result in greater flows than the reading indicates. 

H1104E H1230E Selec-O-Gas™ Flow Tube - Just rotate the outer tube to the scale you desire for: 

e Argon © CO, e¢ Helium © General/Any Gas 

Shatter resistant Lexan™ tube 


NOTE: Read center of ball 
on all Smith Flowmeters 


HEAVY DUTY FLOWMETERS 
Inlet Outlet Preset Delivery 
Stock No. Gas Used Flow Range Tube No. | Connection | Connection Pressure 


H1103E CO./Argon 0-80 SCFH 13220 | 1/4" NPT | 5/8”-18 RH 80 PSIG 


H1230E CO,/Argon Various 14254 Male Internal 30 PSIG 
Selec-O-Gas™ |Helium, General 


Regulators 
Flowmeters 
Manifold Sys. 


STANDARD DUTY FLOWMETER 

Inlet Outlet Preset Delivery 
Stock No. Gas Used Flow Range Tube No. | Connection | Connection Pressure 
H2230 Econ. | Argon/CO, Various N/A 1/4” NPT | 5/8”- 18 RH 50 PSIG 
Selec-O-Gas™| — Helium Male Internal 


H2230 CAUTION: Do Not Connect Flowmeters Directly to Gas Cylinder. 
NOTE: When using Argon/CO, mix, read Argon scale. 


1 Year Limited Warranty 


SURGE PROTECTORS - 15001 Series 


Fixed flow surge protectors designed for 

MIG welding applications, eliminates 

sudden rush of shield gas sometimes caused 

by accumulator effect of MIG welding system components. 
Flows listed are at 30 PSI inlet pressure. 

Female thread size 5/8” (16mm) - 18 UNF, male 

thread size 5/8” (16mm) - 18 UNF 

(connects directly to wire feeder or welder). 


Stock No. i Nitrogen | Hydrogen Orifice Diameter 
15001-20 026 
15001-30 .032 
15001-30 15001-40 037 
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Premium Quality Pressure Gauges 


Smith Equipment Replacement Pressure Gauges are manufactured = 
in accordance with Smith’s rigid quality standards. All gauges feature precision watch Ca: 


type movements for optimum accuracy. Gauges are supplied in convenient “Slider-Pak” ile 4 } 
¢ Sf 


packaging for attractive display, allows removal and inspection of product 4 
without damage to packaging. \K 0 @ a8 


FEATURE BENEFITS ~ 2” Gauge 


(51mm) 
e 2” (51mm) and 2-1/2” (64mm) Gauges U.L. Listed. 


Part No. GA003-03 
¢ Watch-type precision movement for 
optimum accuracy. 


yyy 
VAMMNe 


© One-piece polycarbonate crystal is shatter proof and 
has protective lip to prevent damage to face. 


¢ Preferred design with 1/4 turn crystal ring 
and brass case. 
¢ High visibility cupped steel face. 
uv 
e All 2” (51mm) and 2-1/2” (64mm) gauges feature \ 2- 1/ 
highly polished, solid brass case for superior safety, En Gauge 
durability and corrosion resistance. pres (64mm) 


sire, _GA037-07 
uma I, part Ne: 
GA037-07 


NOTE: kPa scale stands for Kilopascals (unit of pressure in 
the metric system) typically used in French speaking locations. 


Pressure 
Description Calibration 


CFH / LPM 50 CFH / 25 LPM 
GA003-03 | PSI / kPa “Red Zone” 30 PSI / 200 kPa 
GA004-03 | PSI / kPa 30 PSI / 200 kPa 
GA009-03 | PSI / kPa 60 PSI / 400 kPa 
GAO11-03 | PSI / kPa 100 PSI / 700 kPa 
GA013-03 | PSI / kPa 200 PSI / 1400 kPa 
GA016-03 | PSI / kPa 400 PSI / 2800 kPa 
GA018-03 | PSI / kPa 600 PSI / 4000 kPa 
GA023-03 | PSI / kPa 4000 PSI / 28,000 kPa 
NOTE: All 2” (51mm) gauges have 

1/4” (6mm) NPT bottom stem. 


Part Pressure 
No. Description Calibration 
GA026-07 | PSI / kPa “Red Zone” 30 PSI / 200 kPa 
GA029-07 | PSI / kPa 60 PSI / 400 kPa 
GA032-07 | PSI / kPa 100 PSI / 700 kPa 
GA033-07 | PSI / kPa 200 PSI / 1400 kPa 
GA037-07 | PSI / kPa AOO PSI / 2800 kPa 
GA043-07 | PSI / kPa 4000 PSI / 28,000 kPa 
NOTE: All 2-1/2” (64mm) gauges have 

1/4” (6mm) NPT bottom stem. 


What type of gas will be used? 


Smith Equipment warrants to the purchaser, all manifold 


components and change-over regulators against defects in What are the outlet pressure requirements? 
materials and workmanship (parts and labor) for a period of Are you using high pressure and/or 
one year. All metallic regulator components are warranted for low pressure (liquid) cylinders? 


a period of one year (parts only.) How many cylinders will be used? 


Is an alarm system needed to alert the 
user that a change-over has occurred? 
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Manifold Systems Le 


® 
C D e e Alarm 
omponent Descriptions (hui Visa) 
Inlet Spud | Automatic | 
Assembly with Alarm 7 Power Supply 
Change-over 
CGA Extension Connections check valves Pressure Regulator (115 VAC to 24 VAC) 
with gas tight cap (variable gas Switch Be 
CGA connections) & \ P ° 4-Way Adaptor 
ae CP) ; 
aa ye 2x0 2 x 0 Master Manifold } >< f_ Low Pressure 72 
Manifold Header Header Assembly iy wad i Pigtail Assembly 


i; T with check valve 
(both ends) 


“A | york < int \ 
/ via ae [7 Pigtail Shut-off Valve \ N ore — an 
earn \ ee Inlet, Nut & Nipple 1/2” NPT ey 
\ on 1” - 11-1/2” NPS Union Adaptor 


ahr 


_ Note: On-Off Station Valves are not required with these systems due fo built-in Check Valves. 


High Purity, Automatic Change-Over Regulator System 


This high-purity brass automatic changeover system will automatically switch to the second cylinder 


Regulators 
Flowmeters 


is designed to provide a continuous, uninterrupted and continue to supply an uninterrupted flow of gas. 
supply of high purity, non-corrosive gas. The unit The integral line regulator is designed to maintain 
consist of two identical high pressure regulators, a constant downstream pressure due to pressure 
one delivers gas at a slightly higher pressure then differentials created during the changeover process. 


the other. When the first cylinder empties the unit 


NOTE: Works with most header bars and CGA connections. 
1 Year Limited Warranty 


See page 65 for 


Features: Regulator Outlet Pressure Applicable 


selection criteria. - Metal to Metal Seal Diaphragms Part No. Range PSIG Gases 


ACS6015 Acetylene/LP 


- 2-1/2” Chrome Plated Gauges 

- Nickel Plated Brass Bodies and Bonnets  ) az IPG, Oxygen 
‘all \ Outlet Pressure Gauge ~ Plated Wall Mount (0, Inert 
ce aka ACS6125 0-125 Oxygen 
Ba) mo” | os 


(Ee 
u 
Outlet Pressure 


; a Adjusting Knob Specifications: 
Maximum Inlet Pressure............... Acetylene 400 PSIG, Other Gases 3,000 PSIG 
Cylinder Bank Inlet Outlet Pressure Ranges............. Acet. 0-15 PSIG, Other Gases 0-40 & 0-125 PSIG 


Pressure Gauges Inter-stage Change-over Pressure............0...2 cece eeeeee ees Right 190 PSIG 
Inter-stage Change-over Pressure, Acetylene................0000005 Right 50 PSIG 
Inlet Ports. i2ece254's-Sesaie$o chateled tha eva he tbatesjaaeaed oneks 1/2” FNPT 
Active Cylinder Bank Gilet Potty e's dens sd vgcascuneaenatsios a ecrecantea cigalerusiel 1/4" FNPT 
_—_ Indicator Knob (manual) Temperature Range. .........0.0.0ceeeeeeeees -40° F to 140° F (-40° C to 60° C) 
Materials of Construction: 
Bodies & Bonnets ...............00000 ee Electroless Nickel Plated Brass Bars Stock 
2 pe Inter-Stage Pressure Gauge SOULS: crash ecics gv iaaexivincas 4 lawerevecawsioneracnete seat Teflon 
x /——— (measures regulated bank pressures) Seat retainers... 0.0.0... cece cece cece cece ee ee eee teen ena ee Brass 
| Diophrogms.............ccccceeee eee eee ease eee e eee Stainless Steel 
GOUGES 2 <2. accra civhe seine ted sain andecrsca humane dese eom are 2-1/2" Chrome plated 
Wall Mount Bracket Filters, Valve Stems & Springs......... 0... .ccc cece cece ee ees 316 Stainless Steel 
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2 x 2 Master Manifold Header Assembly 


eg Extension connections 
fF do not have check valves 


é c (2) Complete Left & Right Bank 
Select 2 x 2 Master Manifold Header Assembly for Nitrogen, Inert Master Manifold Header Assemblies 


desired gas from table at right. Helium, Argon (4) Inlet Spud Assemblies with 
built-in Check Valves 
(2) CGA Header Connections 
Acetylene, LP (2) Wall Mount Brackets 
(2) Union Adaptor Assembly 


Select appropriate Change-over Regulator for desired (2) Manifold End Cap Assemblies 


gas & outlet pressure range. (2) Nut & Nipple Assemblies 
Note: Pigtails not included. 


Select appropriate length Pigtails for (liquid) low 
or high pressure gases to connect cylinders to spud 
assemblies from table on page 71. 


“SAG ploylueW 
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Select 2 x 2 Master Manifold Header 
Assembly for desired gas from table 
above. Nitrogen, Inert 
Helium, Argon 


580 
Select appropriate length Pigtails for e) 7 
desired (liquid) low or high pressure ii 


ru (1) Flexible Stainless Steel Pigtail with Teflon® 
liner & built-in Check Valves on both ends. 


2. 

24" 
gases from right for attaching cylinders Acetylene/LP # Heat Sink attachment assembly, 
to spud assemblies. 2 


4" standard on high pressure Oxygen 
manifold Pigtail connection for reducing heat 
24 of recompression. 


Regulator for desired gas & outlet 15911 | Carbon Dioxide 320% ff. 7 


Note: Acetylene/LP manifolds require Pigtails with built-in Flashback Arrestors. 


Select appropriate Change-over 
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Manifold Systems 
Basic Manifold Configurations 
2 x 2 Manifold Extensions 


Nitrogen, Inert 
Helium, Argon 


Note: Automatic Change-over 
Regulator, Pigtails and Alarm 
Systems ordered separately. 


15893 580 


20 


Nitrogen, Inert 
Helium, Argon 


Oxygen 


15894 
15878 Carbon Dioxide 3 


Extension connections 
do not have check valves 


(2) Complete Extension Assemblies 

(4) Inlet Spud Assemblies with built-in Check Valves 
(2) Wall Mount Brackets 

(2) CGA Header Connections 

(2) Manifold CGA End Cap Assemblies 

Note: Pigtails not included 


I x I Liquid Cylinder Manifold System With 4-way Adaptors 


(1) Complete 4-way adaptor 
(1) Plug 

(1) CGA End Cap Assembl 
(1) Union Adaptor pein, 


Note: From page 71 choose appropriate 72” low pressure gas 
Pigtails to connect 4-Way adaptor to cylinders. 
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Select 2 x 2 Master Manifold Header 
Assemblies for desired gas from page 67. 


Select 2 x 2 Manifold Extension 
Assemblies for same gas from table 
at left. 


Select appropriate (CGA) Pigtails to 
connect cylinders to spud assemblies. 


Select appropriate Change-over 
Regulator for desired gas & outlet 
pressure range. 


Note: 4-way Adaptors do not have check valves. 


Select (2) 4-way Adaptors for desired 
gus from table to the left. 


Select (2) appropriate CGA 72” 
Pigtails for (liquid) low pressure 
guses from page 71. 


Select appropriate Change-over 
Regulator for gas used. 


Made in the U.S.A. 
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™ 
High Pressure 
Pigtail 


Select (1) 4-way Adaptor for 
desired gas from table at right. 


Select appropriate Pigtails for desired Helium, Argon (1) Cap Assembly 


high & (liquid) low pressure gases. 
ee 15894 iivadeper Bis 
20 


Select appropriate Change-over 
Regulator for desired gas 


Select appropriate Left 2 x 0 


Master Manifold Header Assembly 


for desired gas. 


Note: Single sales Master Manifold Header 


2 x 0 Master Manifold 
Header Assembly 


Low Pressure 


Pigtail ed 


Nitrogen, Inert 580 (1) Complete 4-way Adaptor 


(1) CGA End Cap Assembly 


“SAG ploylueyW 
S1a}3UIMOLJ 


i Note: Choose appropriate dual check valve 72” low pressure gas 
15878 Carbon Dioxide Pigtails from page 71 to connect 4-way Adaptors to cylinders. 


Note: 4-way adaptors work for either left or right side installations. 


Assembly designed for left side installation, Nitrogen, Inert 580 | (1) Complete left side Master Manifold Header Assembly 


but may be used for right side installation. Helium, Argon 


(“T” fitting will be inverted) 


(2) Inlet Spud Assemblies with built-in Check Valves 
(1) Master Shut-Off Valve 


TSE iy he 
When using liquid oxygen, tips may require j1sea1 ee (1) Union Adaptor Assembly 


0 
: ra eee oe. (1) Manifold End Cap Assembly 
greater gas volume than a single cylinder is capable of 15892 Carbon Dioxide (1) Mut & Nipple Assembly Note Pigtails not induded 


producing. External evaporators or manifolding multiple 


cylinders may be necessary to supply sufficient gas flows. Note: Header may also be used on right side installations. 


(works in either left 


or right side installations) ~— nd fi f 
Spud Fs 


No Check Valve 


Assemblies Include 
Check Valves 


Nitrogen, Inert (1) Complete Manifold Extension Assembly 
Helium, Argon (2) Inlet Spud Assemblies with built-in Check Valves 
(1) Wall Mount Bracket 
(1) CGA Header Connection 


embly 
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Manifold Systems 


Low Pressure __—Reduces 
Ge] 11S VAC 
=@ 0 24 VAC 


CSA 
Approved 


High & Low 
Pressure 


15912 


(High Pressure) 


15921 
(Low Pressure) 
15930 

(Low/High 


Pressure 
Combination) 


Audio / Visual Alarm Kit for non-fuel gases. 
Inert Alarm Kits include two general purpose 
Pressure Switches, adaptors to attach pressure switches 
to manifold, Power Supply and Alarm Panel. 


Oxygen, Argon 
Helium, CO,, N2, 


Audio / Visual Alarm Kit for Acetylene. Includes two 
Explosion Proof Pressure Switches, two Adaptors, 
brass tubing to attach explosion proof pressure 
switches to manifold, Power Supply and Alarm Panel. 


Acetylene/ LPG 15912 


Pressure Switch for 
Acetylene/LP Application 


“15921 
15930 250/3,000 20-200/100-1,000 NEMA 4 
15913 


Designed for use with gas pressure manifolds to activate 
remote alarm systems. Operates when cylinder/line pressure 
is below minimum pressure setting. Available for explosion 
proof or general purpose service. Electrical rating for all 
switches is SPDT 15 amps 24/125/250/480 VAC resistive. 
CSA approved. Pressure port connection 1/4” NPT. 

Note: Switches may be wired “normally open” 

or “normally closed.” 


paca 100-1,000 NEMA 4 


250 20-200 NEMA 4 


800 


20-300 NEMA 4, 7, 9, IP66 


*For (liquid) low pressure gas applications only. 


Acetylene Dry Flashback Arrestor Kit, Includes 300 SCFH 


LPG / Hydrogen 


1/2" FNPT 
Flow Capacity Mechanical Flashback Arrestor device complete he 
with piping. Inlet/Outlet 1/2” NPT. Relief valve set pressure 20 psig. Pit 
LPG / Propane Dry Flashback Arrestor Kit, Includes 300 SCFH 1/2" FNPT 
Flow Capacity Mechanical Flashback Arrestor device complete pe 
orl 


with piping. Inlet/Outlet 1/2” NPT. Relief valve set pressure 35 psig. 


Dry flashback arrestors are designed for use on Acetylene or Fuel Gas manifold systems, 

as well as station drops, to protect the main fuel gas supply from the dangers of reverse flow and 
flashbacks. A safety relief valve is included with each arrestor and is installed on the outlet side. 
In the event excessive pressure does occur, the gas is vented away to a safe location. 


A-way Adaptor Assy,., 1/2” FNPT (Plugged); 2-CGA-580 inlets, CGA 
End Cap Assy,., Union Adaptor Assy,. with 1/2” MPT Regulator Connection. 


Nitrogen, Helium, 
Argon, Inert 


Not for use 
with Fuel Gases 
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A-way Adaptor Assy,., 1/2” FNPT (Plugged); 2-CGA-540 inlets, CGA 
End Cap Assy,., Union Adaptor Assy,. with 1/2” MPT Regulator Connection. 


A-way Adaptor Assy,., 1/2” FNPT (Plugged); 2-CGA-320 inlets, CGA 
End Cap Assy,., Union Adaptor Assy,. with 1/2” MPT Regulator Connection. 


Vent Valve Kit, includes one Vent Valve Assembly and one 
1/2” MPT x 1/4” MPT adaptor to fit Master Header Assembly. 


Relief = 
Valve Test f . 
lever 


@) UL 


oT 


Over-all height 14” 


excluding mounting nipple 


y = 
= 


| 4-way Adaptor 
tex > = & Union Kit 
Connects to “T” 


Joint on Master 
bod Headers. | 


pr 0POSDOOO™ 
[000° 


Vent Valve Kit 
Made in the U.S.A. 
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Pe re, Manifold Systems 


Gases ; ee _heck Valve 
: . , | 
Nitrogen, Helium Stainless Steel 


Argon, Inert 24” Pigtail for attaching 
Oxygen cylinders to inlet spuds 


Flexible 24” Standard Pigtails with Single Check Valve (High Pressure) 


pie Description | A 
24” Standard Pigtail, Stainless Steel Braid, 580 
wrench tight, CGA-580, one Check Valve 
24” Standard Pigtail, Stainless Steel Braid, 540 
wrench tight, CGA-540, one Check Valve 

24” Standard Pigtail, Stainless Steel Braid, wrench tight, 510 
CGA-510, with Flashback Protection, one Check Valve 
24” Standard Pigtail, Stainless Steel Braid, wrench tight, 300 
CGA-300, with Flashback Protection, one Check Valve 
24” Standard Pigtail, Stainless Steel Braid, wrench tight, 320 
CGA-320, one Check Valve 
Flexible 24” Standard Pigtails with Dual Check Valves (High Pressure) See note at bottom of page. 


PartNo. [item Description | CA 
15901 24” Standard Pigtail, Stainless Steel Braid, 580 
wrench tight, CGA-580, 2 Check Valves 


15895 


Acetylene/ LP Flashback 


Arrestor 


we Check Valve 
~~ | 


~ 


Acetylene 


Stainless Steel 
24" Pigtail for 
Acetylene/LP Gases 


a a 


Gases 


Stainless Steel 
24" Pigtail for attaching 
cylinders to manifold ends 


Nitrogen, Helium, 
Argon, Inert 


15902 24” Standard Pigtail, Stainless Steel Braid, wrench tight, 


CGA-540, 2 Check Valves, with Brass Safety Extension 


24” Standard Pigtail, Stainless Steel Braid, 
wrench tight, CGA-320, 2 Check Valves 


Note: Pigtails with Dual Check Valves, used to eliminate the need for purging where compromise of gas purity during cylinder change operations is of concern. 


Flexible 72” Standard Pigtails with Single Check Valve (High Pressure) 


Item Description | GA | 


15903 320 


S1a}3UIMOLJ 
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_— 
heck Val 
72" Standard Pigtail, Stainless Steel Braid, 580 Nitrogen, Helium, a 
wrench tight, CGA-580, one Check Valve Argon, Inert _ 
Oxygen Stainless Steel 


72" Standard Pigtail, Stainless Steel Braid, 540 
wrench tight, CGA-540, one Check Valve 
72" Standard Pigtail, Stainless Steel Braid, wrench tight, 510 
CGA-510, with Flashback Protection, one Check Valve 
72" Standard Pigtail, Stainless Steel Braid, wrench tight, 300 
CGA-300, with Flashback Protection, one Check Valve 
72” Standard Pigtail, Stainless Steel Braid, 320 
wrench tight, CGA-320, one Check Valve 
Flexible 72” Standard Pigtails with Dual Check Valves (High Pressure) See note at bottom of page. 


Part No. Item Description | GA 


72" Pigtail for attaching 
cylinders to inlet spuds 


Acetylene/LP 


Acetylene 


Flashback 
ditske Check Valve 
CO; | in 


Stainless Steel 
72" Pigtail for 
Acetylene/LP gases 


72" Standard Pigtail, Stainless Steel Braid, 580 Nitrogen, Helium, 
wrench tight, CGA-580, 2 Check Valves Argon, Inert 
72" Standard Pigtail, Stainless Steel Braid, 540 Oxygen heck Val —_ Check Val 
wrench tight, CGA-540, 2 Check Valves [ee] i “ \ > ce 
15911 72” Standard Pigtail, Stainless Steel Braid, 320 - 


Stainless Steel 
72" Pigtail for attaching 
cylinders to manifold ends 


wrench tight, CGA-320, 2 Check Valves 


pee S25 


72" Standard Pigtail, wrench tight, Nitrogen, Helium, 
CGA-580, 2 Check Valves Argon, Inert 


72" Standard Pigtail, wrench tight, 
CGA-540, 2 Check Valves Shee 


72” Standard Pigtail, wrench tight, 320 Low Pressure 72” Pigtail 


CGA-320, 2 Check Valves for attaching liquid cylinders to 
4-way Adaptors 


Check Valve 


ape 


Note: Dual Check Valve Pigtails are required when connecting to the header extensions. 
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Other Gases 


37.5” (APPROX) 


32” (APPROX) 


Ho 


Right Header 


Ce 


Right Header 


= OH === 


Left Header 


Flowmeters 
Manifold Sys. 


Regulator Warranty Information 


1 - Year Limited Regulator Warranty: 

Smith Equipment warrants to the purchaser, all Smith 
Equipment Gas Regulators against defects in materials 
and workmanship (parts and labor) for a period of 

one year. All metallic regulator components are warranted 
for a period of one year (parts only.) 


The warranty period is established by the manufactures date 
code which is imprinted on the product or date of purchase if 
proof of purchase date is provided by the purchaser with the 
warranty claim. Smith Equipment makes no other warranty of 
any kind, expressed or implied, including without limitation no 
warranty of merchantability or fitness for any purpose. During 
the warranty period, Smith Equipment agrees, at its option, 

to repair, replace or refund the purchase price of any product 
found defective upon inspection by Smith Equipment. This is 
the sole and exclusive remedy of the purchaser and the 

sole and exclusive liability of Smith Equipment, whether in 


72 
RA 
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3 - Year Limited Regulator Warranty: 

Smith Equipment warrants to the purchaser, all Smith 
Equipment Gas Regulators against defects in materials 
and workmanship (parts and labor) for a period of three 
years. All metallic regulator components are warranted 
for a period of three years (parts only). 


contract, in tort, under any warranty, in negligence or 
otherwise. Smith Equipment shall not be liable under any 
circumstances for any incidental, consequential, special, 
indirect or other damages, or for loss of use, revenue or 
profit even if Smith Equipment has been advised of the 
possibility of such damages. The warranty and remedies 
provided herein shall not apply if a product is damaged by 
accident, abuse or misuse, if a product is modified in any 
way except by personnel authorized by Smith Equipment, 
or if anything except genuine Smith Equipment replacement 
parts, tips, and consumables are used with the equipment. 


Made in the U.S.A. 
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EQUIPMENT 
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PROPORTIONAL GAS MIXERS 


TYPICAL APPLICATIONS 

e¢ Weld and purge with a variety of gases 

Accurate TIG and MIG weld shielding 

Mixed gases for the foundry industry 

Accurate mixing of gases for the aerospace industry 

Laboratory applications 

Gas mixtures for plasma arc cutting machines 

© Controlling the atmosphere in heat treat ovens 

e Mixtures are maintained with any selection 

e Mixture accuracy is unaffected when inlet pressure remains 
within specified limits 

e Reduced set-up time eliminates the need for premixed gases 

e Easy operation, training and supervision 

¢ Requires no electricity 


Eliminates stocking and handling premixed gases 

Various welding jobs require different mixes for the best performance. 
On-site mixing of gases with Smith’s proportional gas mixers eliminates 
inventorying and handling of costly premixed gases. Individual gases can 
be mixed for specific welding or other industrial requirements resulting in 
improved performance. Controlling the mixture of gases will result in lower 
cost and better controlled welds. 


Reduces Set-up Time 

No need to change cylinders, regulators, flowmeters or hoses when 
changing from one range of mixed gas to another. Just turn the dial for 
whatever mixture you need. No critical adjustment of flowmeters or 
complex calculations needed to achieve proper mixture rates. 


Accurate — No Gas Separation! 

Premixed gases may separate (stratify) into the individual gases within 
the cylinder. Smith’s proportional gas mixer eliminates gas stratification to 
always gives you an accurate mixture. 


Easy Operation, Training & Supervision in Welding Applications 
Whether you are using a single welder or a manifold system supplying 
many welders, operation is simple and easy to use. Ideal for training all 
personnel regarding shielded gas mixtures because they can see the effect 
of various gas mixtures on weld appearance, quality and penetration. 
Supervisors can easily note at a glance if the operator is using specified 
gas mixture. 


Three Series of Mixers Available: 

2-Gas Mixers in Standard and 

High Capacity Models and 3-Gas Standard Models 

The standard 2-gas series provides flows up to 180 SCFH and is 

suitable for most applications. The high capacity two-gas series provides 
flows up to 900 SCFH and is designed primarily for large manifold systems 
with station flowmeters in the welding industry. It is ideal for other industrial 
applications requiring high flow rates. The standard three-gas series 
provides flows up to 180 SCFH, high capacity series up to 600 SCFH and 
are designed for applications that require three gas mixtures. 


Dial in exact gas mixtures 
for optimum weld performance. 


C02 
or 


SUPPLY 
REGULATOR 


SMITH'S 
PROPORATIONAL GAS 


MIG WELDER 


NOTE: Mixture adjustment or inlet 
pressures outside of rated ranges may 
result in diminished mixer performance. 
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=‘ ) STANDARD 2-GAS MIXER - 180 SCFH 


t COMPLETE GAS MIXER SYSTEMS: Systems consist of Smith’s proportional 
gas mixer, two single stage regulators, and two 6’ (1.8m) lengths of hose with 
inert connections. 


r>zOo-An2O0vODy 


Required Inlet | Outlet Pressure 
Adjustment | Pressure/ Without Complete ¢ 
Stock No. Guses % Range | Gas PSIG/Bar | Flow PSIG/Bar | Systems 

299-006-1B** | Argon 0-100% | 55-100 AS 7/3.) 239-005 
CO» 100-0% | 3.79-14.5 


299-017-1B**| Argon | 80-100%] 55-100 | 45/3.1 | 239-222 
Sen 20.0% | 3.79-14.5 


299-006-3B** | Argon 0-100% | 55-100 A5/3.1 | 239-013 
Helium 100-0% | 3.79-14.5 
Standard Two Gas Mixer 299-012-1B** | Argon 50-100% | 55-100 AS ¢/ 235) 
Helium 50-0% | 3.79-14.5 
299-011-1B** | Argon 50-100% | 55-100 50/3.5 |239-012-1 
Hydrogen} 50-0% | 3.79-14.5 
299-011-2B** | Argon 50-100% | 55-100 20/ 1.4 |239-012-2 
Wo Hydrogen} 50-0% | 3.79-14.5 
<a 299-006-2B**| Argon | 0-100% | 55-100 | 45/3.1 
oS Oxygen 100-0% | 3.79-14.5 


299-014-1B** | Argon 85-100% | 55-100 45 / 3.1 


} 


Mixer Inlet Regulators Oxygen | 15-0% | 3.79-14.5 
H1730C-580 - Nitrogen 299-027B** CO» 0-100% 55-100 45 / 3.1 
H1733C-320 - CO, Oxygen 100-0% | 3.79-14.5 


H1732C-350 - Hydrogen 299-028B** Nitrogen 0-100% 55-100 5/38 
H1710C-540 - Oxygen CO, 100-0% | 3.79-14.5 
299-006-7B** | Nitrogen | 0-100% 55-100 45 / 3.1 
Helium 100-0% | 3.79-14.5 
299-019-1B** | Nitrogen | 50-100%| 55-100 AS) / 3h 239-227 
Hydrogen} 50-0% | 3.79-14.5 
299-030B** Nitrogen | 0-100% 55-100 A50/ 321 
Oxygen 100-0% | 3.79-14.5 


Gas 
Mixers/Blenders 


Replacement Mixer 
Inlet Filters: Part # 8203 


All gases used with the mixers must be compatible with Buna-N, 


SPECIFICATIONS Copolymer Acetal, Nylon and Polyethylene. 


Flow Rate 10-180 SCFH * NOTE: outlet pressure, factory set at no flow. 
4.8-85.7 LPM 


10 SCFH ** To order mixer with metric connections 
4.8 LPM and labels, replace “B” in part number 


Inlet & Outlet Connections tele RH with “MB” 

Internal e 
Inlet Filters, Mixer 60 Micron Nominal Hose For Gas Mixers 
protection only PN: 3291 - - 
Case Material 304 Stainless Steel Length cline caisenes 
Weight 8 Ibs. / 3.5kq 6 ft. 1/4 5/8" - 18 RH Male 


1.8 6 
Size (WxDxH) 5-1/4" x 10" x 6-1/4" (1.8m) | (6mm) 
(133mm x 254mm x 165mm) 


Flow Rate Subdivisions 


www.smithequipment.com Made in the U.S.A. 
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HIGH CAPACITY 2-GAS MIXER - 700 SCFH 


SPECIFICATIONS 
Flow Rate 20-700 SCFH / 9.4-330 LPM 
Inlet Connection 1/4” FNPT 
Outlet_Connection 1/2" FNPT 
Inlet Filters, mixer protection only PN: 8203 60 Micron Nominal 
Case Material 304 Stainless steel 
Weight 17 lbs. - _7.5kg 
Size (WxDxH) VAC ale ze 
(356mm x 279mm x 179mm) 


HIGH CAPACITY 2-GAS MIXERS - 700 SCFH 


Required Inlet | Outlet Pressure J ; - 
Adjustment praand) Without High Capacity Two Gas Mixer 
Stock No. Gases % Range Gas PSIG/Bar _| Flow PSIG/Bar* 700 SCFH 

299-016-1B** Argon 0-100% 105-115 50 / 3.45 
CO, 100-0% 7.3-7.9 

299-016-2B**} = Argon 85-100% 105-115 50 / 3.45 
Oxygen 15-0% 7.3-7.9 

299-016-4B**) = Argon 0-100% 105-115 50 / 3.45 
Helium 100-0% 7.3-7.9 

299-016-10B) = Argon 0-100% 105-115 50 / 3.45 
Oxygen 100-0% 7 .3-7.9 

299-016-12B | Nitrogen 0-100% 105-115 50 / 3.45 
Helium 100-0% 7.37.9 

299-016-14B) = Argon 80-100% 105-115 50 / 3.45 
CO» 20-0% 7.3-7.9 

299-016-16B | = Argon 50-100% 105-115 50 / 3.45 
Hydrogen 50-0% 7.3-7.9 

299-029B** Nitrogen 0-100% 105-115 50 / 3.45 
CO, 100-0% 7.3-7.9 

269-002 Nitrogen 50-100% 105-115 50 / 3.45 
Hydrogen 50-0% 7.3-7.9 


mori 


* Factory Set At No Flow 


** To order mixer with metric connections and labels, replace “B” in part number with “MB” 


Three Gas Mixer - 180 SCFH 


STANDARD 3-GAS MIXER - 180 SCFH STANDARD 3-GAS MIXERS - 180 SCFH 
SPECIFICATIONS 


Required Inlet | Outlet Pressure 
Adjustment | Pressure/ Without 
Stock No. % Range | Gas PSIG/Bar/Flow PSIG/Bar* 


299-039B 85-100% | 105-115 | 50 / 3.45 
0-15% 
0-15% 
299-038B 85-100% - 50 / 3.45 
0-15% 3-79 

0-15% 
299-042B 50-100%} 105-115 | 50 / 3.45 
0-50% 7 .3-7.9 
0-15% 


Flow Rate 10-180 SCFH / 4.7-85.7 LPM 
Inlet & Outlet Connections 5/8"-18 RH Internal 

Inlet Filters, Mixer protection only PN: 3291 60 Micron Nominal 

Case Material 304 Stainless Steel 

Weight 17 lbs. - 7.5kg 


Size (WxDxH) Areal exe 
(356mm x 279mm x 179mm) 


International Fittings Select gas mixers are available with 
metric fittings. Smith Customer Service can provide more 
information on specific models available. * Factory Set At No Flow 
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Extra High Capacity 2 & 3 Gas Mixer With Surge Tank 


FEATURE BENEFITS: 

¢ High quality and economically priced for excellent value 

Exceptional accuracy for mixing 2 or 3 gases 

Self-contained, requires no electricity 

Weather tight cabinet protects components from the elements 

for extended life. 

¢ Lockable, rugged cabinet constructed of 304 Stainless Steel 

e Exclusive; inlet and outlet regulators are included and enclosed for 
protection and security 

¢ Inlet regulators have stainless Steel diaphragms for 

cryogenic applications 

11 gallon tank provides gas surge protection 

Easy-to-use, requires adjusting only one control dial 

Freight prepaid to the distributor 

1 Year Warranty 


399-016-1B 
SPECIFICATIONS 
Inlet Connection 1/2” NPT 
Outlet_ Connection 1/2" NPT 
Inlet Filter 60 Micron Nominal 
399-016-1B Case Material 304 Stainless steel 
NOTE: Weight 110 Ibs. - 49.9kg 
All Extra High Capacity Mixers Size (WxDxH) 24" x 12" x 37" 
equipped with "Snap Acting Valve" (61mm x 31mm x 94mm) 


to compensate for leaking manifolds 
and low flow demands to assure consistent, 
accurate gas mixing. 


Flow Required Inlet | Outlet Pressure 
Adjustment | Capacity Pressure/ Without 
Stock No. % Range | SCFH/LPM | Gas PSIG/Bar | Flow PSIG/Bar* 


399-016-1B 0-100% | 0-900 120-400 25-85 
(two gas) 100-0% | 0-425 8.3-27.6 1.7-5.9 


Mixers/Blenders 


* Factory Set At No Flow 
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Proportional 
PROPORTIONAL GAS BLENDERS 


For Controlled and Modified 
Atmospheric Packaging of Food Products 


FEATURE BENEFITS 

¢ Select from a variety of gas percentages to meet your packaging needs 

e Mixtures are maintained with any selected proportion with 
no gas separation 

e Mixture accuracy is unaffected when inlet pressure remains within 
specified limits 

¢ Reduced setup time eliminates the need for premixed gases 

¢ Ideal for mixture development for food packaging 

¢ Laboratory and research applications 

¢ Easy to operate Two Gas Blender - 180 SCFH 


Eliminates The Need For Premixed Gases 

Blending of gases eliminates the percent variations found with premixed 
gases. Lower cost individual gases can be blended to specific percentages 
for the product being packaged. Controlling the blended gases will result in 
lower cost and more flexibility in your packaging process. 


Reduced Set-Up Time 

On-site blending of gases eliminates the need to change cylinders, 
regulators, flowmeters, and hoses when changing from one mixture 
percentage to another. Changing the percentage setting is accomplished 
by the simple movement of a dial. 


Eliminates Gas Separation 

Blending of gas just prior to use eliminates gas stratification or separation 
that can occur when pre-mixed cylinders are allowed to stand for periods 
of time before use. 


Automatic Shutdown 

If any one of the incoming gases falls below a certain pressure level the 
Blender will automatically shut down. This eliminates the possibility of 
operating with only one gas. 


Easy Installation and Operation 

Smith’s Gas Blender require no electrical connections. It is a completely 
mechanical device that is adjusted by simply turning a dial. This makes 
quick and easy percent mixture changes possible. 


Two Gas Blender - 700 SCFH 


Tamper Resistant 
Smith Blenders have a transparent Lexan™ door to protect the dial from 
accidental movement. This also allows the operator to monitor the setting. 


Choose From Three Series of Gas Blenders Contact Factory 

Choose from two options of two gas blenders or a three gas blender. For Information 
About Available 

NOTE: The pictures in this catalog depict examples of food products that may be Surge Tank Options. 


packaged using the CAP/MAP process. Not all of the food products shown were 
packaged using these processes or the Smith blender. 


1-800-843-7912 - 1-605-882-3200 - FAX 1-800-685-3370 - FAX 1-605-882-2100 77 


Proportional - 2-Gas Blenders - 700 SCFH 


TWO GAS BLENDER - 700 SCFH 


SPECIFICATIONS 
Minimum 105 PSIG 
Maximum 115 PSIG 


Outlet Pressure, Factory Set At No Flow 


Inlet Pressure 7.23 Bar 
7.92 Bar 


80 PSIG 
5.5 Bar 


20-700 SCFH 
4.8-330 LPM 


1/4” NPT 

1/2” NPT 

60 Micron Nominal 
304 Stainless Steel 
17 lbs. / 7.5kg 


14" x 11" x7" 
(356mm x 279mm x 179mm) 


Flow Rate 


Inlet Connection 


Outlet Connection 

Inlet Filters, Blender Protection Only PN: 8203 
Case Material 

Weight 

Size (W x D x H} 


TWO GAS BLENDERS WITH AUTOMATIC SHUTDOWN - 700 SCFH 


Required Inlet 
Pressure / 
Gas 
105 to 115 
PSIG 


Outlet Pressure 
Without 
Flow 


80 PSIG 


Adjustment 
%Range 


299-029F| Nitrogen 


THREE GAS BLENDER - 180 SCFH 
SPECIFICATIONS 


Two Gas Blender - 700 SCFH 


3-Gas Blenders - 180 SCFH 


Minimum 105 PSIG 
Maximum 115 PSIG 


Inlet Pressure 


7.23 Bar 
7.92 Bar 


Mixers/ Blender 


Outlet Pressure, Factory Set At No Flow 


50 PSIG 
3.45 Bar 


Flow Rate 


10-180 SCFH 
4.8-85.7 LPM 


Inlet and Outlet Connections 


3/8” NPT RH Internal 


Inlet Filters, Blender Protection Only PN: 3291 


60 Micron Nominal 


Case Material 


304 Stainless Steel 


Weight 
Size (W x D x H) 


17 lbs. / 7.5kg 


14" x 11" x7" 
(356mm x 279mm x 179mm) 


THREE GAS BLENDERS WITH AUTOMATIC SHUTDOWN - 180 SCFH 


Three Gas Blender - 180 SCFH Adjustment 


Stock No. Gases %Range 


Outlet Pressure 
Without 
Flow 


Required Inlet 
Pressure / 
Gus 


299-037F 0-100% 
100-0% 


100-0% 


Nitrogen 
Oxygen 
CO, 


www.smithequipment.com 


105 to 115 
PSIG 


50 PSIG 
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EQUIPMENT 
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Twin Hoses for Acetylene & Oxygen 


IMPORTANT NOTE: Grade “R” welding hose is for use with acetylene only as specified by the RMA-CGA Hose Standard. 
“T" Grade hose must be used with all other gases. 


WARNING: Do not exceed the maximum working pressures (regulator setting) listed for the hoses 
during welding and cutting operations. 


Oxygen ata wgiake hata dade Gi ea a ee Yo 150 PSIG Maximum R 
Acetylene: s3.40¢ sen nbve Se Sesd2bG6 na ohdae beanies « 15 PSIG Maximum SOS 
Propane, Propylene, MAPP® & all other Fuel Gases ............. 4O PSIG Maximum 


In-Service Caution: The user is first cautioned to shut off the gases at the torch and then at the regulators or supply source 
when the torch will not be used for periods in excess of 30 minutes in order to limit permeation of gas through the hose wall. 


TWO-IN-ONE “”R” GRADE HOSE FOR ACETYLENE ONLY 
Oxygen-Green Acetylene-Red 


Connections Use With 


Length 


Diameter 


Weight 
(Ibs. & kg) 


To Regulators 


To Torches 


Torch Series 


25 ft. 
(7.6m) 


1/4" 
(6mm) 


6-1/2 
(2.9kg) 


R11 (Oxygen) 
R12 (Fuel) 


9/16"-18 ("B”) 


R11 (Oxygen) 
R12 (Fuel) 


9/16"-18 ("B") 


DG, SC, SW 


1/4” (6mm) 


12-1/2 ft. 
(3.8m) 


3/16" 
(5mm) 


2-3/4 
(1.2kg) 


20 ft. 
(6.1m) 


3/16" 
(5mm) 


4 
(1.8kg) 


25 ft. 
(7.6m) 


3/16" 
(5mm) 


5 
(2.2kg) 


R13D (Oxygen) 
R14D (Fuel) 
9/16"-18 (B’) 


R13D (Oxygen) 
R1AD (Fuel) 
9/16"-18 ("B") 


eye) 


3/16" (5mm) 


12-1/2 ft. 
(3.8m) 


3/16" 
(5mm) 


2-1/2 
(1.1kg) 


R13D (Oxygen) 
R14D (Fuel) 


9/16"-18 ("B”) 


R13 (Oxygen) 
R14 (Fuel) 


3/8"-24 ("A") 


3/16” (5mm) 


aJaqvuo-u 


TWO-IN-ONE “T” GRADE HOSE FOR USE WITH FUEL GASES (LP OR ACETYLENE GAS) 
Oxygen-Green LP/Acetylene-Red 


Stock Weight Connections Use With 1D. Size 


No. Length 


Diameter 


(Ibs. & kg) 


To Regulators 


To Torches 


Torch Series 


TRL1131) 25 ft. 
(7.6m) 


1/4” 
(6mm) 


61/2 
(2.9kg) 


R11 (Oxygen) 
R12 (Fuel) 
9/16"-18 ("B") 


R11 (Oxygen) 
R12 (Fuel) 
9/16"-18 ("B’) 


DG, SC, SW 


1/4” (6mm) 


TRL921 |12-1/2 ft. 


(3.8m) 
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3/16" 
(5mm) 


2-3/4 
(1.2kg) 


R13D (Oxygen) 
R1AD (Fuel) 
9/16"-18 ("B") 


R13D (Oxygen) 
R1AD (Fuel) 
9/16"-18 ("B’) 


eye) 


3/16” (5mm) 


EQUIPMENT 
® 


Single Hoses For Acetylene 


IMPORTANT NOTE: The Grade “R” hose is for use with acetylene only as specified by the 
RMA-CGA Hose Standard. “T” Grade hose must be used with all other gases. 


SINGLE “R” GRADE HOSES FOR ACETYLENE ONLY - Red Hose 


Weight Use With 
Diameter | (|bs.) Torches 
12-1/2 ft. 9/16"-18 LH (“B”) | NE180 Handi-Heet 


(3.8m) 
We (5mm) 


SINGLE HOSE - Inert Gas - Black Hose 


Stock Use 
No. For 


7294-1 


Connections 
5/8"-18 RH Male 


Inert Gas 


SINGLE HOSE FOR NITROGEN 
Heavy Duty Charging Hose for use with Nitrogen for HVAC Purging Applications 


Connections Use With 


to Regulator to A/C Unit Regulators 1.D. Size 
7/16"-20 RH Internal | 7/16”-20 RH w/core| H1735-580, H1734-580, Ce) 
H1935C-580 


1/4" 
(6mm) 


depressor to open 
Schraeder Valve 


For Little Torch Replacement Hose see page 15. 


LITTLE TORCH™ REPLACEMENT HOSES 
Stock No. 


13254-1-8 
13254-3-8 
13254-4-8 
NOTE: “B” - 9/16” Hose Fittings. 


Hose Type 


Oxygen 


Any Fuel 


Oxygen/Fuel 


QUICKBRAZE REPLACEMENT HOSES 


Replacement hoses Include Installation 
tool 7799 and Ferrule. 
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Stock No. 


Length 


Hose Type 


Hose Fittings 


14777-4-10 


10’ 


Oxygen/Fuel 


UA". 3/8” 


14778-4-10 


10’ 


Oxygen/Fuel 


NOTE: “A” & “B” - 9/16” Hose 
Fittings. Replacement hoses Include 
Installation tool 7799 and Ferrule. 


“vp 9/1 6" 
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EQUIPMENT 


® 


LITTLE TORCH™ HOSE NUTS 


Nut Thread 
and Number 


Fittings 
Hose Fittings 


Hose 
ID Size 


Type 


9/16"-18 RH 


Style 


1/8” (3mm) 


HOSE ADAPTORS 
Stock No. Use With Gas | Male Thread 


3/8"-24 LH 


Female Thread 
9/16"-18 RH 


Hose 
ID Size 


Oxygen/Fuel 


LITTLE TORCH™ HOSE FERRULE 


Stock No. 


Inside Diameter 


Barbed 


NOTE: For Oxy and Fuel Connections. 


Length 


14389 [B to A} | Oxygen 
14390 (B to A) | Fuel Gas 


1/8” (3mm) 


3/8"-24 LH | 9/16"-18 LH 


Ferrule 


7582 


Little Torch™ hose. 


3/16”/5mm |9/32"/7mm 
NOTE: 7799 - Crimping tool fo crimp ferrule on 
7 ae 


Hose Type 
Oxy & Fuel 


Sintered filter to prevent debris 
from entering torch. Installs inside 
eS 7799 Smith “B” torch inlet connections. 
) Crimping 

a Tool 


¢ 


REGULATOR INLET CONNECTIONS 


Standard 
Connection 
(Gas) 


Nut 
No. 


Tailpiece No. 


(Gland) Tailpiece(s) 


Acetylene, MC Tank 


CGA200-1 


CGA200-2 


Alternate Standard for 


Acetylene and Propane 


CGA300-1 


CGA300-2 


CO2z 


CGA320-1 


CGA320E 
with washer 


Hydrogen 


Acetylene, Propane 
and Propylene 


Oxygen (Industrial) 


CGA350-1 


CGA510-1 


CGAS40-1 


CGA350-2E 


CGA5 10-2 


CGA540-2 


Water Pumped Air, 


Argon, Helium, Nitrogen 


CGA580-1 


CGA5 10-2 peal DD 
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Accessories ieee 
Flashback Arrestors 


FEATURES & BENEFITS: 


¢ Built-in check valve prevents the reverse flow of gas 


¢ Requires no manual reset 

¢ Easy to install - attaches to standard “B” fittings 

¢ High quality brass construction, case is rugged and 
corrosion resistant 

¢ Sintered stainless steel filter stops flashback fire 

¢ UL Listed 

What is a flashback? 


A flashback is an ignition of mixed gases in an oxy-fuel cutting 
and welding system. H753 UL 


© 


—- 
q _— 
— 


Are flashback arrestors and check valves the same? 

No. A check valve stops the reverse flow of gas; a flashback arrestor 

extinguishes a flashback fire. Smith’s flashback arrestor with builtin check 
SOLID BRASS CONSTRUCTION 

valve does both. 


STAINLESS STEEL FLAME BARRIER 
Why do I need a flashback arrestor? Be ; 


Mixed gas explosions and flashback fires can result in damage to 
equipment and/or severe personal injury or death. Smith flashback 
arrestors with builtin check valves help prevent accidents caused 

by the reverse flow of gases and flashback fires. 


Sy 


NOTE: Smith Equipment cannot accept return of flashback arrestors as return positive O-RING SEAL INTEGRAL CHECK VALVE 
shipping may compromise their performance capabilities. 


REGULATOR MOUNT For use with CGA “B” male fitting. TORCH MOUNT (HIGH FLOW) 


H753 Oxygen & Fuel Gas Pair H743 Oxygen & Fuel Gas Pair 


PRESSURE SETTINGS 
CAUTION: Flashback arrestors will contribute to significant CAUTION: DO NOT exceed 15 PSIG with acetylene gas. 
pressure drop in a system, causing reduced flow. Pressure 


increase may be required to maintain equivalent flow rates NOTE: Flashback Arrestors should be tested and inspected 
after installing flashback arrestors in an oxy-fuel system. on a regular basis. 
Oxygen Flow Capacity Fuel Flow Capacity 
Smith Equipment H741 and H751 Oxygen Flash Arrestors Smith Equipment H742 and H752 Fuel Flash Arrestors 


160 18.0 


140 16.0 


eo) a 2 


= 


Pressure PSI 


2 pa aaa ens 
@ A 
a 60 
4.0 
2.0 
0.0 
0 200 400 600 800 1000 1200 1400 1600 1800 2000 ) 50 100 150 200 250 
Flow In SCFH Air Flow In SCFH Air 
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GASAVER™ - Save Money, Save Time & Improve Safety 


Ideal for production brazing and welding applications, Smith’s GASAVERS™ can help you realize huge savings 
by eliminating wasted gas during torch start-up / shutdown and between flame applications. Also saves time by 
eliminating repeated torch adjustment. The GASAVER™ gives you a safe place to temporarily put your torch and is 
used by America’s largest production plants. Torch flame is automatically extinguished when torch is not in use. 
Simply pass torch over pilot flame to re-light. 

WDW100 

Standard GASAVER™ for use with MAPP® or propylene gas and oxygen. 


WDW101 

For general use on all types of acetylene and oxygen operations. GASAVERS”™ can be installed in any 
convenient location on the line between regulators and torch. The closer the torch, the greater 
the savings in oxygen and acetylene. 


WDW102 

Positive shut off of gas and water for inert arc welding operations. . 
(standard connections) SF 
WDW103 ts 

Equipped with separate pilot fuel inlet for use A 

with low pressure gas with injector type OP ® UL Listed 
torches. Separate source of high pressure rig © Made In USA 
pilot gas required. ® 1-Year Warranty 
WDW104 

Standard GASAVER™ equipped with “an nA j NOTE: Contact factory for 
Pilot Light for use with propane or , pilot options available 
natural gas at 2 PSI or more. ; é for alternate fuels. 


Reverse Flow Check Valves (nwsa 270) Gas Flow Direction 


Reverse flow check valves are an important part of any oxy/fuel system. Without check valves, reverse qu geal 

flow of oxygen and fuel gases can occur when a tip becomes clogged, or when one cylinder empties iene 
during use allowing the higher pressure gas to back up into the other hose and into the regulator, \ 

thereby creating conditions which could lead to a regulator explosion. Smith’s reverse flow check valves 

close automatically when outlet pressures drop below 1/2 PSIG, preventing reverse flow of gases. ‘Attach To Requlator 


REVERSE FLOW CHECK VALVES ———— 
Vi teneomensey! ——— 1 
Inlet Outlet i I 
Connection Connection li ca Pi 
' 1 Int H695 
(Attach To 


Torch Handle) 


- ae sat Smith Reverse Flow Check 

H695 = Oxygen 9/16"-18 RH External 9/16"-18 RH Internal Valves, Available In 3 Styles 
H696~—FuelGas_ =—-9/16"-18 LH External 9/16"-18 LH Internal © H693A and H694A are installed in 
H697 Pair =9/16"-18 LH & RH External 9/16"-18 LH & RH Internal the regulator body after first 


removing the regulator outlet fitting 


e H691B, H692B and H698 are 
attached directly to the existing 
regulator outlet fitting 


e H695, H696 and H697 check valves 
are attached directly to torch handle 
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NOTE: Check valves should be tested and inspected on a regular basis. 
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t ) 
Accessories ses 


® 


Hard Hat™ Regulator Guards 


Protect regulators from costly gauge replacement with Smith’s Hard Hat™ gauge guards. 
Promotes safety . . . designed to help prevent broken gauges which can lead to gas leaks. 
Time and cost savings . . . helps prevent costly equipment down time and expensive repairs. 


HB190 Hard Hat™ is made from rugged steel. Bright yellow, baked enamel finish. 
Quickly and easily attaches to regulator. Fits: HB1500 and HB2100 series brass 


regulators. 
HB190 } H195 Hard Hat™ is formed from impact-resistant Lexan™ resin, an extremely tough, 
if durable poly-carbonate. Bright safety yellow finish. Fits: H1700 series regulators, H1900 
aan Se ) + series regulators. 
} > 
A 4 H195 H196 Hard Hat™ is formed from impact-resistant Lexan™ resin, an extremely tough, 
SS durable poly-carbonate. Bright safety yellow finish. Fits: H1400 series regulators. 
H196 
@ ACCESSORIES 
ont >» © Stock No. | Description 
Mer’ N230 Cylinder Wrench 
N230 Cylinder Wrench } 4 N250 Tip Cleaners 
N108ANB) Goggles 
NE135B aoe ; 
2-Hose N113ANB) Flint Lighter (N1 13-3 Replacement Flints) (5 per pkg.) 
Manifold N116 3-Flint Lighter (N116-1 Replacement Flints) 
N250 Tip Cleaners NE135B_ | Two-Hose Manifold - Oxygen “B” Connections 


NE136B =| Two-Hose Manifold - Fuel “B” Connections 


13493 Caddy Carrier w/Hose Wrap & Storage Compartment for 
MC Acetylene and 20 cu. ft. Oxygen cylinders. 


13493 
Torch & Cylinder 
Carrier 


N108ANB Goggles 


Den 


C= 
Flow Limiting Valve i «) 
For use with H1700 & H1900 Series {YO , 
Flowmeter Regulators and also Gant 

H1100 and H1200 Series Flowmeters. ——_ 
Flow Limit Knob, optional replacement ww 
for standard flowmeter adjustment knob. ‘= 
Locks flow at desired setting. H1101-21 


Use with Welding/Heating Tips/Cutting Assemblies 


AW Series Welding Tips / AT Series Heating Tips / 
AC309 Cutting Assembly / NE180 Series Air-Acetylene Tips 


MW Series Welding Tips / MT Series Heating Tips / DG109A, 
MC509, MC505 & CC509P Cutting Assemblies / MW60 Adaptor 


SW Series Welding Tips / ST Series Heating Tips / 
DG209, DG205, DG200, $C209, SC205, SC200, SC509 Cutting Assemblies 


NOTE: 25 per package. 
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REPAI 


HAND CU 


Stock No. | Use with Torches 


@ 
seauctaer Accessories 


R PARTS 


TTING TORCH REPAIR KITS 


15772 


DG900 Series 


$c100 


CUTTING ASSEMBLY REPAIR KITS 


Stock No. 


DG100, 200 & 300 Series; SC100, 200 & 300 Series 


Use with Cutting Assemblies , Eg 


Sc101 


Heavy Duty DG200 & SC Series aN 


MC101 


Medium Duty DG100 & MC Series ce 


AC101 


REGULATOR REPAIR KITS 


Stock No. 


Standard Duty AC Series 


Use with Regulators 


13594 


H1910C-540, H1710B-540, H1730B-580, H1733B-320, H1750B-580, 
H1752B-580, H1754B-580, H1755B-320, H1757B-580, H1950C-580, D) —— 
H1951C-580, H1955C-320, HB1510-540, HB1532-350, HB1533-320, S 

HB1530-580, HB1511-540, HB1710B-540 

H1708B, H1720B-300, H1721B-510, H1722B-510, H1775B, H1779B, 
H1726B-520, H1941C-520, H1942C-300, H1945C-510, H1982C-510, , 
H1983C-520, HB1520-300, HB1521-510, HB1522-510, HB1580, HB1579, e 
HB1575, HB1572, HB1508, HB1721B-510, HB1720B-300 


All H1400 Series Two Stage Regulators. 13594 


H1940C-540, H1935C-580 


HB1521B-510, HB1520B-300, HB1522B-510 


TORCH VALVE REPLACEMENTS = 


Stock No. 


Use with Torch Handles & Hand Cutting Torches 


LW17 


WH100, MW5, MW5A, CWSA & AW10A 
WH200, SW1, SW1A, SW1B Series, 780 Series Machine Torch 


AW1 & AWI1A G729-5A LW17 AWTIA 


DG900, DG200, $C200, $C900 Series Hand Torches, LW14B-1 
770 Series Machine Torches 


NOTE: 2 per package. 


TORCH HEAD REPLACEMENT NUT 
Stock No. Use with Cutting Assemblies 


G690-8 


MCS509, CC509P, AC309 


Stock No. 


Cutting Torch Assemblies q INN = 
G900-41A SC900 Series, SC772A, SC782A, SC781A, SC780A, SC771, IN 2 
SC770, SC509, SC300 Series Torches, SC200 Series Torches, 2 g 
SC100 Series Torches, SC200 Cutting Assembly TORCH HEAD S 


Use with All SC Series Hand and Machine Torches & aa 


Stock No. 


15555 


Use with All Heavy Duty Dual Guard Hand Torch REPLACEMENT NUT 
& Cutting Assemblies 

DG900 Series, DG209 Cutting Assembly, DG205 Cutting Assembly, 

DG300 Series, DG200 Series, DG100 Series 


Stock No. 
15720-1 


1-800-84 


Use with DG109A Cutting Assembly 
DG109A 
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Accessories 
Safety Training Materials / Videos / CDs / DVDs 


Order Form #4728 w/VHS 
Order Form #5107 w/CD 
Order Form #5145 w/DVD 
This kit includes: 
30 - “37 Violations Safety Quiz” Brochures 
30 - Safety Meeting Guides (in English, French & Spanish) 
1 - 41 minute Oxy-Fuel Safety Video 
(see description and photos below) 
1 Set Of 6 Smith Cartoon Safety Posters 
(see description and photos below) 
1 Each post safety video test and answer key 
(may be duplicated) 


Smith literature and safety training materials may be ordered 
directly online, visit www.smithequipment.com and use the 
“Lit. Request” link. 


(http://www.smithequipment.com/litreq/litreq.htm) 


OXY-FUEL SAFETY VIDEO 

Don’t take chances on safety! Learn safe cutting and welding practices 
with Smith Equipment’s Oxy-Fuel Safety Video; also available on CD. This 
comprehensive 41-minute video takes you step-by-step through proper set- 
up and use of oxy-fuel cutting, welding, brazing and heating equipment. 
The video includes information on important procedures and equipment 


Oxy-Fuel that can increase on-the-job safety. Ideal for schools, sales training, 
Ldn Plha Pct welder safety courses, refresher courses. 
I ‘orm 
ariel — DVD Form 5127 
FH SatetyTip 1 7 oe SMITH SAFETY POSTERS 


These colorful, full-size posters carry important 
messages about oxy-fuel safety. Perfect for schools, 
showrooms, fabrication shops, repair centers, 
anywhere oxy-fuel equipment is used. 


Form-4566 
Set of six posters, each poster 17-1/2” x 24”. 


“Laver ralase th adjusting screw, takes too much sme. ope!” 


Form-3053 - Six on one poster. 


“Tiold you, some of the wellers were using oil on thir regulators 


Ff Safety Tip’4 


s - 


io~s a 2 
. ‘goes Lumis now...and his theory on using oxygen 
‘enttaen” 


for 


Distributors: 
— print Your Logo Here 
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Technical Data 
Fuel Gas Cylinder Tip Capacity 


FUEL GAS CHART 


Generic Name Trade Name 
Acetylene —- 


Recommended procedures to guard against overheating or flashbacks: 
1. Refer to the manufacturer's recommended tip size for the work being 
performed. 
2. Refer to the manufacturer’s recommended gas pressure settings for each 
tip being used. 
3. Do not use hose which is excessively long with multiple splices or which is 
Propane-butane, Flamex, Acetogen, too small in diameter (refer to manufacturer’s recommendation). 
Florida Industrial Gas, Hy-Temp, Fuel 4. Provide the correct volume of gas for each tip as recommended 
Gos, LG. Gas, Chem-Gas by the manufacturer. This may require manifolding of cylinders. 


HPG, Apachi, B-Plus, Chem-O-Lene, 5. All cylinders have a limited capacity to deliver gas to the tip. This 


isespedially fuezol aceiy 
Gulf HP Gos, HEF. B.TU., Liquifuel ee fee eee 
Natural Gas, City Gas 


Propane, Propane-Based Mixtures 


Propylene 


Acetylene Withdrawal Rates 

Acetylene is limited to a maximum continuous withdrawal rate of 1/7 of the 
cylinder’s rated capacity when full. Example: An acetylene cylinder that has a 
capacity of 330 cubic feet has maximum withdrawal rate of 47 cubic feet. 
This is determined by dividing 330 cubic feet (represents cylinder capacity) by 
7 (represents 1/7 cylinder capacity). 


Natural Gas (Methane) 


WARNING! 

Excessive overheating of cutting, welding and especially heating tips, can cause 
flashback conditions. Flashbacks can be caused when a tip becomes overheated and 
ignites the gas before passing out of the tip. The flame is then burning internally 


rather than on the outside of the tip, usually identified by a “whistling” sound. — 
Liquid Fuel Gases 


SCFH of liquid fuel gases such as propane will vary depending upon cylinder 
size, contents remaining and temperature of cylinder. 


This flashback condition can cause damage to equipment, 
property and, in some cases, personal injury. 


The major cause of excessive overheating and flashbacks is gas starvation. Each tip is © Example: A 100 pound propane cylinder at 60 degrees F and 1/3 full will 
designed to operate at a predetermined volume of gas. If a tip is operated at less than provide 46 SCFH. This flow rate would be considerably less at a temperature 
the required volume of gas, starvation will occur, which can lead to tip overheating of 0 degrees F. 

and a possible flashback. Incorrect tip size, obstructed tip orifices can also cause 

overheating or flashback conditions. 


This chart below is a condensed guide to match tip flow requirements to cylinder maximum continuous withdrawal rates. If you do not see your specific tip/cylinder 
combination listed, get the acetylene SCFH flow for the tip size and metal thickness to be worked on. Your fuel supplier can provide withdrawal rate information for 
the cylinder and gas being used. 


Maximum Continuous 
Withdrawal Rate 


Acetylene Cylinder(s) 


Cylinder Capacity 
(Cubic Feet) 


(1/7 Capacity) 


needed to 
Operate Tips 


Welding Tips 


Cutting Tips 


Heating Tips 


304 - 330 


43.4 - 47 
SCFH 


] 


SW201-SW210, 
MW201-MW210, 
AW2000-AW210 


$C12-00-SC12-7, 
SC56-1-SC56-3, 
MC12-00-MC 12-5 


MT603, 
AT605 


SW211-SW212, 
MW211-MW212 


S$C56-4-SC56-6 


ST603, ST605, 
MT605, MT610 


SW213-SW214 


SC56-7-SC56-8 


ST610 


S$C56-9 


SW201-SW208, 
MW201-MW208, 
AW2000-AW208 


$C12-000-SC12-4, 
MC12-00-MC12-5 


SW209, SW210, 
MW209-MW210 


$C12-5-SC12-7 
SC56-1, SC56-2 


14.3-15.9 
SCFH 


SW201-SW207, 
MW201-MW207, 
AW2000-AW207 


$C12-000-SC12-4, 
MC12-00-MC 1 2-4 


10.7 SCFH 


SW201-SW206, 
MW201-MW206, 
AW2000-AW206 


MC1200-MC1 2-4 


8.6 SCFH 


SW201-SW205, 
MW201-MW205, 
AW2000-AW205 


$C12-00-SC12-1, 
MC12-00-MC 12-1 


5.7 SCFH 


1.4 SCFH 


SW201-SW204, 
MW201-MW204, 
AW2000-AW204 


AW2000-AW200 


MC12-00, MC12-0 


Beg 
jes1uysa,, 
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Technical Data 


EQUIPMENT 
® 


Technical 


Effect of Hose Diameter and Length on Flow and Pressure at Torch 


Hose 
Length 
(Feet/Meter) 


50 (15.2m) 50 47 


100* (30.4m) 5] 47 21 
50 (15.2m) 78 34 
100* (30.4m) 78 56 
50 (15.2m) 76 
100* (30.4m) 91 
50 (15.2m) 110-1/2 
100* (30.4m) 123 
50 (15.2m) 21/2 
100* (30.4m) 41/2 
50 (15.2m) 9-1/2 
100* (30.4m) 19-1/2 
50 (15.2m) 32 
100* (30.4m) 5] 
50 (15.2m) 65 
100* (30.4m) 93-1/2 
100** (30.4m) 
100** (30.4m) 
100** (30.4m) 
100** (30.4m) 


Reg. 
PSIG 
Static 


Reg. 
PSIG 
Flowing 


Hose 
Diameter 


3/16” (5mm) 
3/16” (5mm) 
3/16” (5mm) 
3/16” (5mm) 
3/16" (5mm) 
3/16" (5mm) 
3/16” (5mm) 
3/16” (5mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 
1/4” (6mm) 


3/8” (10mm) 


50 (15.2m) 


3/8” (10mm) 


50 (15.2m) 


3/8” (10mm) 


50 (15.2m) 


3/8” (10mm) 


50 (15.2m) 


3/8" (10mm) 
3/8” (10mm) 
3/8" (10mm) 
3/8” (10mm) 


100* (30.4m) 
100* (30.4m) 
100* (30.4m) 
100* (30.4m) 


OTN 1 [& JO IN J | & 10 FN] Gf & ] 30 [SO TN IN | | Qe Jo JO JO IN IN [GQ [Gm | & 


* Two 50 ft. (15.2m) lengths of hose connected together with standard hose unions 
** Four 25 ft. (6.1m) lengths of hose connected together with standard hose unions 


Warning: Do not exceed the maximum rated working pressure for any hose. 


OXYGEN setae ea OO ee Pete eEEe G4 ood ae adene ade 150 PSIG Maximum 
Acétylénese5 cieceddadyane uaa ee debe ae ee a GA Rd Cea eeeda 15 PSIG Maximum 
Propane, Propylene, Liquid Air, MPS and all other Fuel Gases ......... AO PSIG Maximum 


In-Service Caution: The user is first cautioned to shut off the gases at the torch and then at the 
regulators or supply source when the torch will not be used for periods in excess of 30 minutes, 
in order to limit permeation of gas through the hose wall. 
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DDO dss siesi vie 84 1h, errors 47 15899... 7 23-1013A ...... 14 299-0428 ...... 15 AW201 ....... 44 DG920B ....... 23 GA037-07 ...... 65 
2-1401-02 .... 16 15122........ 84 15900......... 7 23-1014 ....... 14 399-016-1B......76 AW203 ........ 10 DG925B ....... 23 GA043-07 ...... 65 
2-1401-03 .... 16 ky rere: 48 15901... 67 23-1015P_...... 15 NOID ssvrwsissan 49 AW203 ....... 44 DG929B ....... 23 H1101-21 .. .63, 84 
2-1401-04 .... 16 15599... 27 15901... 7 23-5004A ...... 12 4642......0... 48 AW204 ......, 10 DG930B ....... 23 HIO3E...... 64 
2-1401-05 .... 16 15674... 0... 48 W592 wisi aaa 67 23-5005A ...... 12 4642......0... 49 AW204 ....... 44 DG935B ....... 23 H1230E........ 64 
2-1401-06 .... 16 15720-1 ....... 84 T5902 isis esses 7 DBD -S ssisisisinc 16 7294-1... 74 AW205 ........ 10 DG939B ....... 23 H1400-20 ...... 62 
2-1401-07 .... 16 15772.......... 84 15903... 67 2329E......... 15 7294-1... 80 AW205 ....... 44 DG940B ....... 23 H1400-30 ...... 62 
2-1402-03 .... 16 VBS sistent 81 15908 sis sare. 7 237-142958A . . 59 ip) eer 81 AW207 ....... 10 DG945B ....... 23 H1400-40 ...... 62 
2-1402-04 .... 16 15875 ......... 69 15904... 7 239-0478 ...... 14 TODO sista 48 AW207 ....... 44 DG949B ....... 23 H1400-50 ...... 62 
2-1402-05 .... 16 15876......... 69 15905 ......... 7 239-048A ...... 14 TIDY es ssstich seca 81 AW209 ........ 10 DG950B ....... 23 H1410B-540 ... 55 
2-1402-06 .... 16 15877......... 69 15906... 67 239-193 ....... 14 8203.......... 14 AW209 ....... 44 DG955B ....... 23 HI41A-580 ..... 55 
29-124-04 .... 16 15878 ......... 68 W596 sic vance 7 249-499... 62 B23 cs esecann 59 AW210 ........ 10 DG959B ....... 23 H1420B-300 ... .55 
3-662 ........ 16 15878 ......... 69 15907 ........ 67 249-500 ....... 62 BIA sisavinie 59 AW210 ....... 44 DG960B ....... 23 H1421B-510 ... 55 
3254-1-8...... 15 15878 ......... 70 15907......... 7 269-002 ....... 15 BID es stireaseteres 59 O sientosonans Hl DG965B ....... 23 H1431A-580 ... .55 
3254-1-8...... 8] 15879 ......... 70 15908... 7 299-006-1B.....74 826 .......... 59 (Giccaacuaacees DG969B ....... 23 H1432B-350 ... .55 
3254-3-8...... 15 15880......... 67 15909... 67 299-006-28......74 Cnn 59 CC509P......... 21 EO. Sisco tieeite Nl HI710C-540 ....54 
3254-3-8..... 8] 1 eee 67 15909... 7 299-006-3B......74 AD aaseoscentsenis ii (GA200-1 ...... 8] FORM-3053 ..... 86 H1720C-300 ... 54 
3254-4-8...... 15 15882......... 67 15910... 67 299-006-7B......74 AQO]......s 84 (GA200-2 ...... 8] FORM-4566 ..... 86 HI721C-510 ... 54 
3254-4-8..... 8] 15883... 67 NSM LOe sisecterts 7 299-011-1B.....74 AGO)... 21 (GA300-1 ...... 8] FORM-4728 ..... 86 HI722C-510 ....54 
3493... 85 T5885 esse eve 68 ISN. 67 299-011-2B.....74 AGS6015 ...... 66 (GA300-2 ...... 8] FORM-4875 ..... 86 H1730C-580 ....54 
BO5B ee tan ccd 15 15886......... 68 V9 ss sass 7 299-012-1B.....74 AGS6040 ...... 66 (GA320-1 ...... 8] FORM-4911 ..... 86 H1732-350 ..... 54 
BONA sada 84 15887 ......... 67 WMD cs eis sa 70 299-014-1B.....74 AGS6125 ...... 66 CGA320E........ 8] FORM-5107 ..... 86 H1733C-320 ... 54 
BIND scissors 10 15887 ......... 68 dk reer 70 299-016-108 ....75 ATO... ii CGA350-1 ...... 8] FORM-5127 ..... 86 H1758C-320 ... .63 
3715... 48 15888......... 68 15914... 70 299-016-128... ..75 AT400 ... ii CGA350-2E ..... 8] FORM-5145 ..... 86 H1765D-320 ... .62 
3716... 10 15889... 68 HG iastaxaa 70 299-016-148... ..75 ATL oo ii CGASI0-1 ...... 8] 6690-8 ........ 84 HI775D ....... 55 
BMG. dead 46 15890 ......... 69 15921... 70 299-016-168... ..75 ATO... 10 CGA510-2 ...... 8] G729-5A ....... 84 HI779C........ 55 
BINT escaaciais os 16 15891... 69 15922 ........ 7 299-016-1B.....75 ATO... 10 (GA540-1 ...... 8] G900-41A ...... 84 H1780 ........ 55 
3828........ 84 15892......... 69 15923 ........ 7 299-016-2B.....75 ATOOOX6 ....... 10 (GA540-2 ...... 8] GA00I-03 ...... 65 HI910F-540 ... 57 
CL) eee oe 84 15893... 2. 68 15924... 7 299-016-4B.... ..75 ATO03 ...... 46 CGAS80-1 ...... 8] GA003-03 ...... 65 H1931A-580 ... .57 
4014.00.00. 15 15093 sesso 69 15980 i sisvwseas 70 299-017-1B.....74 ATO05 ........ 46 (W5A ......... 18 GA004-03 ...... 65 H1935D-580 .. . .58 
4389... 81 13893 ssochowes 70 15938... 21 299-019-1B.....74 ATOl ww... 10 DGIO9A ....... 20 GA009-03 ...... 65 H19406-540 ... 57 
4390.0... 8] 15894... 68 T5989 os assasds 2 299-0278 ...... 14 ATOl-2 ........ 10 DGI75 ........ 26 GAOII-03 ...... 65 HI941E-520 ... 57 
41... 15894... 69 1882.......... 81 299-0288 ...... 14 AWIOA ........ 18 DGI79 ........ 26 GA0I3-03 ...... 65 H1942E-300 ... .57 
4777-4-10 .... 80 15894... 70 23-1001ALP_....14 299-0298 ...... 15 AWIIA .... 85 DG205 ........ 20 GA016-03 ...... 65 H1944F-200 ... .57 
4778-4-10 .... 80 15895 ......... 7 23-1001 ...... 4 299-029F ...... 18 AWI5 os 84 DG209 ........ 20 GA018-03 ...... 65 HI945E-510 ... 57 
eee 47 15896......... 7 23-1003 ....... 4 299-0308 ...... 14 AWIA 18 DG220 ........ 26 GA023-03 ...... 65 A95: wcs.daisaved 85 
AOD oss saci 47 15897 ......... 67 23-1003B ...... 4 299-037F ...... 78 AW20 2... 10 DG225 ........ 26 GA026-07 ...... 65 H1950D-580H . . .61 
5001-20 ...... 64 15897 ......... 7 23-1003P_...... 4 299-0388 ...... 15 AW200 ........ 10 DG229 ........ 26 GA029-07 ...... 65 H1954D-580H . . .61 
5001-30 ...... 64 15898 ......... 67 23-1004A ...... 5 299-0398 ...... 15 AW200 ........ 44 DG915B ....... 23 GA032-07 ...... 65 H1955D-320H . . .61 
5001-40 ...... 64 15898 ......0.. 7 23-1010P ...... 5 299-040F ...... 18 AW201 ......., 10 DG919B ....... 23 GA033-07 ...... 65 H1957B-580 .. . .63 
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H1957B-580H . . .63 HD-HSIOA....... 3 MC12-0........ 39 MW403......... 43 ener V $0369... 26 S771-1 ....... 27 $W204 ........ 42 
HDG: fev vvsns 85 HD-M510 ...... 3 MC12-00........ 39 MW405 ........ 43 SOND a sicsactv 84 $40-0 ......., 32 SC772A ........ 27 $W205 ........ 42 
HI970A-580 ....62 HD-MSI0A ...... 3 MC12-1 2.20... 39 MW407 ........ 43 SCO) ccsarsweres 84 $40-1 ........ 32 $(780-1 ....... 27 SW207 ........ 42 
H2051A-580 ... .61 HT-H510 ........ 5 MC12-2........ 39 MW409 43 SCID sisicasts 37 $(40-2 ......., 32 SC780A ........ 27 $W209 ........ 42 
H2051A-580H . . .61 HT-HLP ......... 5 MC12-3 ........ 39 MW411 43 SIS asacabes 37 $(40-3 ........ 32 $(781-] ....... 27 SW210 ........ 42 
H2230 ........ 64 HT-M300 ........ 5 MC12-4 2.20... 39 NIOBANB ...... 85 $(12-0 ........ 30 $40-4 0... 32 SC781A ........ 27 SW212 ........ 42 
HO9IB ........ 83 HE-M510........ 5 MC12-5 ........ 39 NIISANB J 85 $(12-00 ....... 30 $405... 32 $(782-1 ....... 27 SW214 ........ 42 
HO92B ........ 83 HT-MD300T ....... 5 MCI3-3 2... 39 NI6 2... 85 $2-1 20... 30 S(46-2 ........ 34 S(782A ........ 27 SW403 ........ 42 
HO95 22s shades 83 HEMDSIOT ....... 5 M4-1 2.20... 39 N280 codes 85 $(12-2 ........ 30 S(46-4 2... 34 §(80-1 ........ 38 SW405 ........ 42 
HO96 ......... 83 HT2-MD300T .... 4 MC40-0........ 40 N250" iseidrace sc 85 SC23 sciences 30 $(46-5 ....... 34 SEBS sc ccnsmeics 38 SW409 ........ 42 
HOT, cs seescia 83 HT2-MDS10T .... 4 MC40-1 2... 40 NEI35B........J 85 $(12-3X12 ..... 30 S(46-6 ........ 34 $(90-0 ........ 36 Wisatealrasnsan V 
HO98 ......... 83 IPD, cwinissaiontia 58 MC40-2........ 40 NEI36B........ 85 $(12-3X18 ..... 30 $650-0 ......., 33 $(90-00 ....... 36 Whvtscssnvicue 
H743 ..... 82 HIPS: esas 58 MC40-3 ........ 40 NEST occas cecas 0 $(12-3X6 ...... 30 $G0-1 ......., 33 SOOT consis 36 1-500 2.2... 8 
LEE eee tenes 82 JX16 we 4b MC60-1........ 40 NEI52......... 0 $(12-3X9 ...... 30 $050-2 ........ 33 $(90-2 ........ 36 1-550 2... 8 
HBI510A-540 . . .53 U701-6 ........ 13 MC60-2........ 40 NEI53......... 0 $(12-4 ........ 30 $650-3 ........ 33 SONOS esis 36 TRLII31 ....... 19 
HBI510A-540S . .53 1702-6 ........ 13 MC90-1........ 40 NEI54......... 0 SC12-4X9 ...... 30 $650-4 ......., 33 §(90-4 ........ 36 TRLIZ] ..... 19 
HBISI1A-540 .. .53 1703-6 ........ 13 MC90-2........ 40 NES Bienes 0 $125 ........ 30 $650-5 ........ 33 S005 sesaccts 36 WAT sc seteaats 9 
HB1520B-300 . . .53 1704-6 ........ 13 MD-300 ........ 6 NEI70......... 47 SC26 srsiarasres 30 $650-6 ........ 33 S030 eccesiens 25 WOW100....... 83 
HB1520B-300S . .53 W710-6 ........ 13 MD-300A........ 6 NE180-0 ....... 3 SCIP vas cises 38 $050-7 ........ 33 S35. eecexens 25 WOWI0l....... 83 
HB1521B-510 ...53 W7N-6 ...... 13 MD-300T....... 6 NE180-00 ...... 3 §(13-3 ........ 38 $650-8 ........ 33 S093) cs andaiets 25 WOWI02....... 83 
HB1521B-510S . .53 ly es Wl MD-510 ........ 6 NEI80-1 ....... 3 $(13-5 ........ 38 $650-9 ........ 33 §(940 ......... 25 WOWI03....... 83 
HB1522B-510 .. .53 DPA iciiomanane MD-510A........ 6 NEI80-2 ....... 3 $143 1.20... 38 $G56-1 ........ 31 NG) Niamey 25 WOWI04....... 83 
HB1530-580 ....53 (N03 ......... 10 MD-S1OLPT ...... 6 NEI80-3 ....... 3 SDD sccatsrsic 38 $056-2 ........ 31 SOD icici 25 WHI00 ........ 18 
HB1533-320 ....53 (N04 ww... 10 MD-S1OMPT ..... 6 NEI80-4 ....... 3 SOTA siinsx 38 $0563 ........ 31 SOTO se oawatins 25 WH200 ........ 18 
HBIS75A ...... 55 M05: ws. css5 ue 10 MD-510T....... 6 NEI80A........ 3 SCITD scons 26 $056-4 ........ 31 ‘CE Senet 25 
HBIS79A_...... 55 (06 ......... 10 MT603 ........ 46 NEN95 od sinsd 48 S179 ..... 26 $0565... 31 $(960.......... 25 
HBI580A ...... 55 (0A... 10 MT605 ........ 46 NESO-A........ 0 SP svssabien 37 $056-6 ........ 31 S006) cccsicets 25 
HBI90 ........ 85 (W14B-1 85 M610 ........ 46 NEB35A........ 3 SOF casey 37 $0567 ........ 31 SCWI07 ....... 38 
HB2110A-540 . . .52 WIS iscamnta ts 84 M615 ........ 48 0(20 ......... 5 SC21A-1 ....... 32 $0568 ........ 31 SU eee 45 
HB2111A-540 . . .52 WIT oe. 84 MT810 ........ 49 RD. sina tenttace 81 SC21A-2 ....... 32 $056-9 ........ 31 STO03 si cccicens 45 
HB2130-580 ....52 MB51-510L ....... 7 MT8I5 ........ 49 RS Scotus 81 SC21A-3 ...... 32 $(60-0 ......., 35 STO05 aa cavened 45 
HB2133-320 ....52 MB51A-300...... 7 MWI5 2... 84 RAQ2] ......... 79 SC21A-4 ....... 32 $(60-1 ........ 35 STO10 siccanans 45 
HB2177-680 ... 52 MBSIA-S10..... 7 MW201 ........ 43 RUM ci osc 79 SC21A-5 ....... 32 $(60-2 ......., 35 ST615 ......... 47 
HD-300T ........ 4 MB54-300L ..... . 7 MW203 ........ 43 RU2T ssscaca 80 SDB sicatsacien 26 $(60-3 ........ 35 S102) nceevans 47 
HD-SIOLPT ...... 4 MB54-510L ....... 7 MW204 ........ 43 RL260 ........ 80 SOD si sinsacnin 26 $(60-4 ....., 35 $1028. otcniens 47 
HD-51OMPT ..... . 4 MB54A-300...... 7 MW205 ........ 43 RUDD seniors 19 $(23-3 ........ 37 $(60-5 ........ 35 $1635 ......... 47 
HD-510T ........ 4 MBS4A-510..... 7 MW207 ........ 43 RUGST sscceaia'o se 79 $(23-3M ....... 37 $(60-6 ......., 35 SLE R renee 49 
HD-H300........ 3 MB55A-300...... 7 MW208 ........ 43 RL935 .. 2. 79 $(24-3 ........ 37 SOD sssusaeies 27 S182)... cdicsninis 49 
HD-H300A........ 3 MB55A-510...... 7 MW209 ........ 43 Sb as acenieainenn H SO rccncors 27 $070-1 ....... 27 SW201 ........ 42 
HD-H510........ 3 MOOI ........ 84 MW210........ 43 Macpstaetheins HN $0365 ........ 26 SGML ie.cben 27 $W203 ........ 42 
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SIM bree Merchandisers 


Pegboard Slatboard 
Display | Display 
_ Materials Kit | Materials Kit 
Part No. SM-1 Part No. SM-1SW 
Includes: Includes: 
1 - Header Board & 1 - Header Board & 
Mounting Tape Mounting Tape 


3 - Back Drop Sheets & 
| Fastners 

| 30 - Black Metal Hooks 
Literature Rack 

Card Catalog 

(gondola not included) 


3 - Back Drop Sheets 
30 - Black Metal Hooks 
Literature Rack 

Card Catalog 

(gondola not included) 


Smith Header Board EQUIPMENT 
Form No. 4629 


Header board dimension is 8” x 45 3/8” and includes mounting tape. 


Smith Equipment Vinyl Banner 

Form No. 4670 

This 2-color Smith Banner is perfect for 

indoor/outdoor displays. It has standard hems, ropes and 


Quickbraze® Header Board grommets for sturdiness and easy hanging. (24” x 72”) 
Form No. 4624 


Header board dimension is 8” x 36” and includes mounting tape. 


oo 


Authorized Distributor 


EQUIPMENT Form No. 4229 


Authorized Distributor 


EQUIPMENT Form No. 4284 


= — a 3 Authorized Distributor 
Dual Guard™ f : ey : > EouipmenT)| Form No. 4285 
Cutting Assembly PO A: 
Counter Display . 
Part No. DG-2 . 5 Smith Equipment Window Decals 
Black corrugated display comes Tip Merchandiser Form No. 4229, 4285, 4284 
with window and hard-hat stickers) Part No. SMT-1 This 2-color Smith window decals are perfect for your vehicle 
literature as shown, form #5077 Handy tip merchandiser keeps tips or place of business. 
(Qty. 12). (Torch not included.) organized. Does not include tips. 
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TRADEMARKS 

Trademarks are the property of the corporations listed: 
MAPP - Airco, Inc.; Flamex - Flamex Industries Inc.; 
Chem-O-Lene - Chemical Gas Products, Inc.; 

HEF - National Welders Supply Company; 

Liquifuel - Liquid Carbonic Corporation 


The following trademarks are the property of Smith Equipment: 


Airline 
Cyclone 
Dual Guard 
Flo-Trol 
Gas Axe 
Graf-Tite 
Handi-Heet 
Hard Hat 
Little Torch 
Quickbraze 
Silver Smith 


Versa-Torch 


NOTE: Product specifications, data and availability of products in this 
catalog are subject to change without notice. 


REGISTERED 
QUALITY SYSTEM 


SMFFH 


2601 Lockheed Avenue ¢ Watertown, SD 57201 
1-800-843-7912 ¢ 1-605-882-3200 
FAX 1-800-685-3370 ¢- FAX 1-605-882-2100 
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How fo use the Smith Interactive Catalog 


There are several different ways you can navigate through the interactive catalog. 


chonditing Displays & Gear 


1-800-843-7912 + 1-605-882-3200 - FAX 1-800-685-3370 - FAX 1-505-882-2100 | 


ITW Companies SI ree, 


Gms 


Filler Metals/ITW Brothe: 


AXTRI-MARK 


exclusive 
Dual Guard" 
Flash Arresting 
System 


You can click on different websites 
through out the catalog and they will 
take you to that particular site as long 
as you have internet access. 


SMITHSMITHSMITHSMIT| 


In the Table 

of Contents 

you can click 
on the tabs 

to take you to 
that particular 
section of the 
catalog. You can 
also click on the 
different page 
numbers. 


You can zoom in and 
out on different items 
that you would like to 
view closer by using the 


meoniing glass, typing 
in di 


Fog #| Font Page # | Pat® Payot 


im WR ost | a y wm 2 5 
1-800-843-7912 + 1-605-882-3200 - FAX 1-800-635-3370 - FAX 1-605-882-2100 83 
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In the Quick 
Reference Guide 
you can click 

on the part & 
page numbers 
to take you to 
that particular 
item in the 
catalog. 


There are several different ways you can navigate through 


the acrobat program as well. 


[a} 
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1. 
B, 
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a 
T. 


$b] 2% [wlefe] totes [> ml] es2x 1051 [OM] 


You can use the arrows 
or type in page numbers. 


ferent percentages, 
or using the page icons 


boxed at the top. 


You can scroll with the 
side bar or with the 
wheel that some mouses 
are equipped with. 


SMITHSMITHSNMITHSMI 


